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Introduction
Thank you for choosing the SANUPS A11d.

SAVE THESE INSTRUCTIONS

This manual contains important instructions for A11J that should be followed during installation and
maintenance of the UPS*! and batteries to protect the safety of the customer and the service
technician®. To use the UPS correctly and safely, read this manual before using the UPS. For details on
the functions and operation of the LCD panel, see the separate LCD Panel Operating Manual. After
reading, please keep this manual handy for convenient reference together with the LCD Panel
Operating Manual.

This UPS is intended for installation in a temperature-controlled indoor environment free of conductive
contaminants.
e Operating temperature: 0 to 40°C (32 to 104°F)

*1 UPS is an abbreviation for Uninterruptible Power Supply.
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Notes about UPS Model

This manual is for the following UPS Models. Confirm your UPS Model before using the UPS.
When using a UPS with long backup times, for details on the extension battery, see the supplied instruction manual
with the extension battery.

Type* Capacity Lol
3U Type UPS Unit 4U Type UPS Unit
5 kVA A11J502SA002 A11J502SA002-4U
Standalone Type 10 kVA A11J103SA002 A11J103SA002-4U
15 kVA A11J153SA002 A11J153SA002-4U
20 kVA A11J203SA002 A11J203SA002-4U
5 kVA A11J502SA002RM A11J502SA002RM-4U
Rack Mount Type 10 kVA A11J103SA002RM A11J103SA002RM-4U
15 kVA A11J153SA002RM A11J153SA002RM-4U
20 kVA A11J203SA002RM A11J203SA002RM-4U

* In this instruction manual, the names of UPS may be referred to as “A11J***” or “*x** type” as shown in the table above depending on
the item explained.
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§1. Before Use

The following shows the procedures to use the UPS. Be sure to follow the procedures described in this
instruction manual to ensure safe and proper use of the UPS.

=

[ Check the safety precautions = pages2to5 ]
[ Check the operating precautions = pages 6 to 7 ]
[ Check the contents of the package = page 8 ]
[ Standalone type ] ‘ ‘ [ Rack mount type
Install the UPS Mount the UPS in a rack
Attach the LCD panel = page 17 Install the batteries, attach the LCD panel, and

wire between the units = pages 18 to 22

U 8

[ Wire the UPS = pages 23 to 25 ]
‘ [When using optional
When not using optional equipment
equipment
[ Connect the optional equipment = page 26 ]

g

[ Check and set the settings of the LCD panel setting menu = page 27, LCD Panel Operating Manual ]

g

[ Charge the UPS = page 28 ]
g

[ Perform the power outage simulation test = pages 29 to 30 ]
g

[ Start the UPS = page 31 ]

[ Turn on the power of the load devi‘ces = page 32 ]
U

[ Customer performs routine checks = page 36 ]

g

Submit request for repairs when trouble, replacement of batteries, etc
= page 35
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§2. Safety Precautions

PRECAUTIONS
(IMPORTANT SAFETY INSTRUCTIONS)

This manual contains important instructions for operating and maintaining the A11J Series and the batteries
to protect the safety of the customers and the service technician.

Before installing, operating, performing maintenance or inspecting the UPS, be sure to read this manual and
accompanying documents carefully to obtain a clear understanding of the information related to its operation,
safety and important precautions.

This manual described two warning levels, WARNING and CAUTION, as described below.

Label Explanation

Denotes immediate hazards which WILL probably cause severe bodily injury or
WARNING . .
death, as a result of incorrect operation.

{E CAUTION Denotes hazards which COULD cause bodily injury and product or property damage,
as a result of incorrect operation.

Additionally, even those hazards denoted by A CAUTION | could lead to a serious accident, so the

instructions should be strictly followed.

The following labels indicate particularly important instructions which must be carefully followed. The
graphic symbols indicate prohibited and mandatory actions.

Symbol Explanation

® Indicates actions that must not be allowed to occur (prohibited actions).

Indicates actions that must be taken (mandatory actions).
Specific information appears within the graphic symbol or in an explanation

nearby.
‘ 01 This example signifies the mandatory actions.

ei This example signifies that the equipment must be securely grounded.

Indicates CAUTION (including WARNING).
Specific information appears within the graphic symbol or in an explanation
nearby.

A AI This example signifies the general caution.

AS This example signifies that there is danger of electric shock.
&3 This example signifies that there is danger of a fire or smoke generation.
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1.

B

Relocation, Transportation and Moving Precautions

/\ CAUTION

Be careful to avoid falling or dropping the UPS during relocation, transportation, as bodily injury could result.

Be careful to avoid back strain when handling the UPS.

To avoid bodily injury or a malfunction caused by dropping the UPS, do not tilt the UPS more than 10 degrees to either
side when moving it vertically. Take preventative measures to avoid dropping the UPS if it must be tilted more than

10 degrees when moving it.

Installation Precautions

/\ CAUTION

The UPS should be installed only by technically qualified personnel.

Improper installation may result in electric shock, bodily injury, and/or fire. a
Never operate or store the UPS in the following environmental conditions.

Doing so may cause the UPS to malfunction, sustain damage or deteriorate, which could result in a fire or
other accidents.

a. In ambient environmental conditions other than those specified in the product brochure and
instruction manual (temperature 0 to 40°C ((32 to 104°F)), relative humidity 20 to 90%), such as in an
extremely high or low temperature and high humidity.

b. Where the UPS is exposed to direct sunlight.

c. Where the UPS is directly exposed to the heat from a heat source, such as a stove.

d. Where grounding is not possible.

e. Where the UPS may be subject to vibration or physical shock.

f. Near a device that may emit sparks.

g. In the presence of dust, salt or corrosive or flammable gas.

h. Outdoors

i. When the UPS is rack mounted, in a poorly ventilated rack.

Be careful not to block the air intake and exhaust vents of the UPS. Keep the front of the UPS at least 20 cm
(8 inches) and the back of the UPS at least 15 cm (6 inches) away from a wall or other object. If you mount the
UPS in a rack, mount it in a rack that can be well ventilated, and be careful not to block the air intake and
exhaust vents of the rack and UPS. If the air intake or exhaust vent is blocked, the internal temperature of
the UPS rises, which could cause battery deterioration resulting in a fire. For maintenance, the UPS requires
at least 1 m (40 inches) of space at the front, and at least 50 cm (20 inches) at the back.

The space around the UPS must be ventilated. The table on the right shows o ff

>

the required ventilation airflow. Unless the specified ventilation airflow is
maintained, gas produced by battery charging could result in rupture or

Ventilation Airflow

explosion of the case. UPS 30 U
Install the UPS on a stable surface or rack capable of bearing the weight of m®h | f°h | m°h | ft°h
the UPS in the correct manner specified in this manual. Refer to the table AT11J502 7| 247 7 247

. . .. . . A11J103 13 459 13 459
in §5.1 for the weight of the UPS. If the UPS is installed incorrectly, impact AT1J153 | 20 | 706 | 20 706

or vibration could cause it to fall or move inadvertently, resulting in bodily A11J203 26 918 26 918

injury. Be careful to avoid back strain when handling the UPS.
Move packaging such as plastic bags and film and accessories such as screws to a place that is out of reach of children.
If a child, for example, places film over his or her head or swallows a screw, there is danger of suffocation.

Wiring Precautions

/\ CAUTION

Wiring should be performed only by technically qualified personnel. o
Incorrect wiring may result in electric shock and/or fire. &
Protection for primary circuits against over currents, short circuits and earth faults is not provided

inside this UPS. Protection in primary circuit against over currents, short circuits and earth faults shall o
be provided as part of the building installation.

Connect the grounding cable as specified (input/output terminal block). This UPS requires class D e
grounding work. Failure to connect the grounding cable may result in electric shock. Have a qualified

electrician perform any grounding work that may be required (a fee will be charged).

The grounding cables of all load devices* connected to the output of the UPS must be securely connected 3
to the grounding terminals. Failure to connect the grounding cables correctly may result in electric

shock.
* Load devices are devices such as computers that are connected to the UPS.
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4. Operating Precautions

/\ WARNING

Immediately shut the UPS off if it malfunctions, or if an unusual odor or noise is observed. &

Failure to do so may result in a fire.

To avoid electric shock, do not open the cover of the UPS. Do not detach the cover for the option connections
on the back of the UPS except when you use some options. There is danger of electric shock or other
accidents.

Q PROHIBITED

Never use the UPS for the following types of loads:
j.  Medical instruments used for life support. ®
k. Control units for trains or elevators, failure of which could cause bodily injury.
1. Computer systems upon which social or public infrastructure depends.
m. Devices which serve applications related to the above.
Contact your sales representative if you need to use the USP in an application like the above. Special equipment, such
as redundant devices or an emergency generator must be incorporated when operating, maintaining and controlling
systems in which a UPS is used with loads affecting life-support or public infrastructure-dependent applications.
This UPS must be installed, operated and maintained by technically qualified personnel in an industrial environment.
This UPS should not be used in any other environment; for example, a general home environment where a technically
qualified personnel is not in.
Do not smoke or use an open flame near the UPS, as it could cause the UPS to explode or rupture, resulting in injury
or fire.
Do not place containers of liquid, such as a flower vase, on the UPS. If the container was to spill, the liquid could cause
a short circuit, resulting in sparks or fire inside the UPS.
Do not sit, step or lean on the USP, as bodily injury could result if the UPS was to fall.
Do not operate the switches with wet hands. There is danger of electric shock.
All repairs and modifications to the UPS are prohibited. The UPS contains high voltage and no user serviceable parts.
Opening the cover, exchanging the battery, parts exchange, and repair can result in electric shock or other accidents
when performed by anyone other than qualified service personnel. All such repairs and modifications will void the

/\ CAUTION

Check the load-side safety before starting the UPS, and operate the UPS in accordance with the instructions in the
manual.

The following table shows the UPS states resulting from operation of the | INPUT |, [ MAIN MCCB ], or [ ON/OFF | button.
Check the indicators before and after operating. Do not touch the | INPUT | | MAIN MCCB | or | ON/OFF | button unless
necessary. If power is supplied incorrectly, electric shock or bodily injury could result.

>

UPS Status Output Status LEDs
INPUT MAIN MCCB ON/OFF OUTPUT
OFF OFF OFF Stopped INPUT (off-green), OUTPUT (off-green)
ON ON OFF Stopped INPUT (on-green), OUTPUT (off-green)
OFF OFF ON Output from inverter | INPUT (blinking-green), OUTPUT (on-green)
ON ON ON Output from inverter | INPUT (on-green), OUTPUT (on-green) ®

Avoid inserting sharp objects or fingers into the fan. Doing so may result in bodily injury.
Do not touch the UPS, including the cables, if you hear thunder nearby. There is danger of electric shock from a
lightning strike.

5. Maintenance and Inspection Precautions

/\ CAUTION

Maintenance and repair of the inside of the UPS should be performed only by technically qualified personnel.
Electric shock, bodily injury, burns, fuming, or fire may otherwise result.

Contact your nearest sales representative or authorized service center to have the UPS checked out or to
replace defective parts. Opening the cover carelessly can result in an electric shock or burn. o
Replace the batteries periodically (once every 4.5 years when operated at 25°C (77°F)). Using batteries after

their service life has expired may cause a fire.

Never use organic solvents such as gasoline, thinner, benzene or detergents to clean the batteries. These can cause the
casing to crack and leak, resulting in electric leakage or fire.

Do not allow metal objects or fingers to touch the battery connectors of the UPS or optional equipment. Doing so may
result in an electric shock or burn.

Do not touch any parts inside the UPS, even when the AC input is removed and the batteries are removed.

There is the danger of electric shock from high voltage that remains in parts.
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6. Radio Frequency Interference

/\ CAUTION

e This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to part 15 of
the FCC Rules. These limits are designed to provide reasonable protection against harmful interference when the
equipment is operated in a commercial environment. The equipment generates, uses, and can radiate radio frequency
energy and if not installed and used in accordance with the instruction manual, may cause harmful interference to
radio communications. Operation of this equipment in the residential area is likely to cause harmful interference in
which case the user will be required to correct the interference at his own expense.

~

Battery Handling Precautions

/\ CAUTION

Battery servicing should be performed by technically qualified personnel. Keep unqualified personnel away from
batteries.

Replace batteries only with the same model and brand as the ones used for this UPS. Risk of explosion if battery is
replaced by an incorrect type.

e The batteries in this product are lead type batteries which are a reusable resource. Please cooperate by recycling when
replacing or disposing of used batteries. Dispose of used batteries according to the instructions. Customers should not
dispose of used batteries themselves. To dispose of used batteries, contact your nearest sales representative, an
authorized industrial waste handling company, or repack them in their original cartons and send them to your
supplier or SANYO DENKI.

Do not use batteries after their service life has expired. Doing so may result in fuming or fire. Additionally, the battery
backup function may fail to operate with such batteries, so that power will not be supplied to the load when a power
outage occurs.

Batteries pose hazards for electrical shock and dangerous short-circuit current.. The following precautions should be
observed when working with batteries.

Remove watches, rings and other metal objects.
Use insulated tools. / j \

Wear rubber gloves and boots.
Do not lay tools or metal parts on top of batteries.
Disconnect the charging source prior to connecting or disconnecting battery terminals.
Determine whether the batteries have been inadvertently grounded, and if so, remove the source of grounding.
Contact with any part of a grounded battery can result in electric shock.
Do not attempt to open or disassemble batteries. The electrolyte is harmful to the skin and eyes. The battery contains
diluted sulfuric acid, which is extremely toxic. If a battery leaks, take appropriate measures to prevent any battery
fluid contacting your skin or clothing. Diluted sulfuric acid may cause blindness if it gets into the eye, may burn skin
upon contact. It is electrically conductive and corrosive. Observe the following procedures if electrolyte spills:
Wear full eye protection and protective clothing.
If sulfuric acid contacts the skin, wash it off immediately with water.
If sulfuric acid contacts the eyes, flush thoroughly and immediately with water, and seek medical attention.
Spilled sulfuric acid should be washed down with a suitable acid-neutralizing agent, such as a solution of
approximately one pound (500 grams) of bicarbonate of soda in one gallon (4 liters) of water. The bicarbonate of
soda solution should be applied until evidence of reaction (foaming) has ceased. The resulting liquid should be
flushed with water and the area dried.
Lead-acid batteries can present a risk of fire due to the generation of hydrogen gas.
The following precautions should be observed.

a. DO NOT SMOKE near batteries. & ®

b. DO NOT allow flames or sparks near batteries.

c. Before working with batteries, discharge static electricity from the body by first touching a

grounded metal surface before touching the batteries.

If a fire occurs near a battery, do not use water to extinguish it.

Use only a powder-extinguishing agent (ABC). Using water may cause the fire to spread. f ®

oo T

peop

Do not dispose of batteries in fire, as they may explode.
e Strictly observe the following precautions when handling the batteries.
Failure to do so may cause battery leakage, overheating or explosion.
Do not solder to any part of a battery directly.
Do not charge the batteries with reversed positive (+) and negative (-) terminal polarity.
Do not mix different battery types, brands or versions.
Do not attempt to peel off or break the outer covering of a battery.
Do not subject batteries to strong physical shock, or throw them away.
Do not use organic solutions such as gasoline, thinner or benzene or detergent to clean the batteries.
Electrical energy may remain in a battery even after its service life has expired. Do not allow sparks near used
batteries, and protect them from short-circuiting.

W oA T
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§3. For Proper Operation

§3.1 UPS Input Power Supply

(1) Input Power Supply and Power Supply Capacity

The following table shows the rated AC input power of this UPS. For the voltage and frequency variation ranges, see

§12.4 “Specifications”.

UPS AC Input Voltage Rating AC Input Frequency Rating| Input Capacity }Bliggiegéstrlbutor —
A11J502 . 5.5 kVA 40 A or higher ™
A11J103 | 200, 220, 230, 240, 208V™ . 11 kVA 80 A or higher **

(Factory 50 Hz or 60 Hz *2 - "
A11J153 | qofault) 16.5 kVA 120 A or higher *
A11J203 22 kVA 160 A or higher

*1. When the UPS is shipped from the factory, this is set to 200 V. Change the setting to match the AC voltage of the area in which the
UPS is to be used from the setting menu of the LCD panel. For the setting procedure, see the LCD Panel Operating Manual.

*2. When the UPS is shipped from the factory, it is set to automatically detect the AC input frequency (50 or 60 Hz).

*3. A capacity of up to 20 kVA is supported, so the input breaker of the power distribution unit is 150 A.

*4. If you plan to increase the number of UPS units, use the input distributor board breaker that will support the UPS capacity after you

increase the number of UPS units.

(2) To ensure the correct ground potential is used for the computer system and power supply device, connect to the UPS
in accordance with the type of AC input power supply as shown the table below.

@ AC input power supply check

Check in advance whether the AC power supply that will be used corresponds to one of those shown in the table. If you
are unsure, use a tester or other device to measure the voltage to ground and then make a judgment.

@ Input wiring work

To ensure that the mark in the “Applicable” column becomes O or A, select the connection wires (phase) to the UPS

input terminals L and N when carrying out the wiring work.

a. The O mark in the “Applicable” column indicates a standard connection of an ungrounded power supply or

single-wire grounded power supply.

b. The A mark indicates that voltage to ground (of both wires) is occurring (not excessive) in the UPS output terminal,
so care needs to taken because the power supply will be short circuited if a single-wire ground is used on the load

device side.

c¢. The X mark indicates that voltage to ground of the UPS output terminal is excessive, and may cause the load device to
malfunction. Furthermore, using a single-wire ground on the load device side will cause the power supply to be short
circuited, so change the wiring to O or A, or add an insulation transformer to the output side.

Approx. 0 V

(Approx. 400 V)| Approx. 200 V

4 |Single-phase grounded
power supply

Approx. 200 V| Approx. 0V

Approx. 0V
(Approx. 400 V)

Approx. 200 V

Connection| . UPS Output Voltage to
Input Power Applic-| P
Supply Type to UPS |10 Ground Notes
L U-G V-G
1 |3-phase ungrounded A A The ground to voltage value is unstable
power supply EB B because there is a floating voltage.
c B Ground to voltage output:
A C QO | Refer to notes | Refer to notes Vu-g+Vyv-a = Approx. 200 V
G .
C
2 |Single-phase Al A
ungrounded power O | Refer to notes | Refer to notes
supply B B
- A
3 |3-phase grolunded A Approx. 200V | Approx. 0V 1. Conn.ect t.he ground ph.ase to the N
power supply B C terminal side of the UPS input.
A Approx. 200 V inal i :
c pp 2. Ifthe N terminal is not the ground phase:
A C x (Approx. 400 V)| Approx. 200 V &ro b

(1) The ground to voltage of the UPS output
rises during non-synchronized operation.

(2) If the UPS output side is single-wire
grounded, a power supply short circuit
occurs.

5 |Intermediate grounded|
power supply
Single-phase, 3-wire

I SN S

A Approx. 100 V

(Approx. 300 V) Approx. 100 V

wiliiligielin

—

. The ground to voltage of the UPS output
rises during non-synchronized operation.

Approx. 180 V

>

power supply (Approx. 380 V)|

3-phase, 3-wire

A Approx. 100 V

(Approx. 300 V) Approx. 100V

lalal| w |alrzlelElE| > =] e (=] a BlEle| w | > e o blz|olk|ez
©)

ﬂr
w
Qe W |QFF|QQE|E|w (> @ | >

6 |Intermediate grounded 2. If the UPS output side is single-wire
power Supplyg grounded, a power supply short circuit
3-phase, 4-wire A Approx. 120 V occurs.

A (Approx. 320 V) Approx. 120 V
-
c
7 (Intermediate grounded % | Approx. 100V 1. The ground to voltage of the UPS output

rises during non-synchronized operation.

If the UPS output side is single-wire
grounded, a power supply short circuit
occurs.

o

*1. The voltage values in the table above are when the input/output voltage is 200 V. The values
non-synchronized operation.
*2. Nonstandard input power supply types are also shown in the table above.

in parenthesis are the maximum values during
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§3.2 Installation Precautions

(1) Carefully consider the leakage current when a leakage circuit breaker is installed on the

(©)]

(3
@

input side.
The following table shows the maximum leakage current. —

UPS Maximum Leakage D
Current (mA) At least 1 m o
A11J502 12 (40 inches)
A11J103 15 o
A11J153 20
a

A11J203 25 4;‘?

Keep the UPS at least 1 m (40 inches) away from CRT displays. N
Other devices which may be sensitive to magnetic flux should Z——————\
be kept away from the UPS, as it emits a slight amount of

magnetic flux.

The UPS employs a fan for forced-air cooling. Provide the clearances specified in §6.1.2 “Checking Installation
Space” to permit air to flow freely at the air intake and exhaust vents.

When the AC input power is single-wire grounded, always connect the ground phase to the N terminal of the UPS.
For details, see §6.4 “Wiring Inputs/Outputs.”

§3.3 Usage Precautions

»
@)

)

4@

(®)

©)

Never short-circuit the output circuits.

Doing so will cause the protective functions of the UPS to activate or the breaker to trip, preventing output.
Unsuitable load devices

Do not connect laser printers, plain paper fax machines, copy machines, overhead projectors, vacuum cleaners or
hair dryers to the UPS. Since such devices are subject to high transient current surges, the UPS will detect
current surges and the battery backup operation will become no longer possible when a power outage occurs.
There is also the danger of the UPS malfunctioning.

Power supply environment

If the UPS is used in an environment subject to long and frequent power outages (more than once a week), the
batteries may not receive sufficient charge, which could result in foreshortened battery life and premature
battery failure.

If the UPS is stored without being operated for a long period, the batteries may require recharging. If the
batteries in the UPS are left uncharged, their service life will be greatly foreshortened. Recharge the batteries in
accordance with the UPS storage environment as shown in the table below.

For the time required to recharge the batteries, see §7.2 “Charging UPS.”

,_I Recharging 2 ~

Telit};)s:ftire Recharge Interval @ Set @Ihe power distribution unit to “ON.”
95°C (77°F) Once every 6 months 2 Set | MAIN MCCB | on all UPS unit.s to “ON.”

30°C B6°F) Once every 4 months @ Check that “Green INPUT” lights.

40°C (104°F) Once every 2 months b e

@ Continue operation as is for specified time or longer.

®) After the specified time or longer elapses, set | MAIN MCCB

to “OFE.”
® Set | INPUT | of the power distribution unit to “OFF.”
\§

Insulation testing

Before testing the indoor wiring insulation, shut down the UPS and disconnect the input and output cables.
Conducting an insulation test with the UPS connected may damage electronic components such as the built-in
arrester.

L-shaped rails (support rails) are required to mount the UPS on a rack.

For more information, contact the manufacturer of your rack, your supplier or SANYO DENKI representative.
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§4. Checking Contents of Package

After you open the package, check to make sure that it contains all of the following items.

in

If any item is missing or unusual, contact your supplier or SANYO DENKI.

Does it contain the UPS and all accessories? Is the exterior of the UPS damaged or unusual? Check and place a mark

' This is an image. The actual shapes of the UPS and accessories may differ.
(_| Standalone Type | N
O ag 1 [ Instruction Manual 1 [0 Screw D: O Label for Battery

O LcD Panel Operating Manual 1 For securing LCD Replacement 1
panel M3x6 2

The shape of —

UPS units and ? ? [ Label Usage Procedure O

number of units Manual 1

differ depending [

on the model. [0 LCD Panel 1

’ : [0 LCD Panel Connection Cable 1

\_ J
~—  Rack Mount Type | N

+ When using a UPS with | extension battery unit, the battery packs are not supplied.

—| UPS Unit Package Box I

+ The shape of UPS units, number of units, shape of battery packs, and number of battery packs differ depending on the model.

O UPS Unit [0 cable Cover 1 [0 Screw C:

For securing cable cover|
M3X6 2

TE

[E=mm]

[ Rack Mounting O Support Bracket A: [0 Screw A:
Bracket 2 For attaching rack For attaching
mounting brackets 2 support bracket A
M4X6 4

‘ Ny R
! " TFE¥YYH
[0 Support Bracket B: 4

Not for use with N
this device. M O Screw B (Black):12 EY¥EYYY
Not for use with this device E E E E g E

—| Battery Pack Package I—

O Label for Battery

Replacement 1

O Label Usage
Procedure
Manual 1

replacement and label
usage procedure manual
are not supplied with

i Alabel for battery E
i battery pack B. i

—| Power Distribution Unit Package Box I

O Instruction Manual 1
[ 1.CD Panel Operating Manual 1 O Screw D:

[0 PDU Interface Cable 1

O Power Distribution Unit 1 [ LCD Panel Connection Cable 1 O

1 O LCD Panel 1 O

ﬁ);xsgcur;ng LCD panel ? ? [ Interface Cable between Units 3

Input Cable Between Units (6-pole connector) 4
All four cables are of different length.

Output Cable Between Units (3-pole connector) 4
All four cables are of different length.

=

All three cables are of the same length.

Note on transferring or selling the UPS >

If you sell the UPS or transfer ownership to a third party, transfer or sell all the accessories and other items supplied with

the UPS.




§5. External Dimensions and Part Names

§5.1 UPS

The diagram above shows a configuration of four UPS units.
The following table shows the weight and dimensions of each model.

3U Type 4U Type
‘ 435 8
| (17.11n) <
UPS Unit  —f—~f] T T
(when LCD panel attached) S ’:,. .OE
€ | 435 , 12,7
Sla (17.1in) \[ | N g—T
Rack Mount Type e
SF 5
TR
B $
[~
2 s UPS Unit < ] a
3 Ef
2 2
w 4 g
o v
=)
£ | 2
g @2
z S
=] = INC R
. o a o o
E © EC P | .
e g Sla ) Power 7 s g g §
| N—  Distribution — | = <
r Unit
‘ 435
[ (171in)
UPS Unit —
(when LCD panel attached) 2 =
Xl
) 435 ) ~le
(7.1n) |
—~ 2
olE
®|=
Standalone Type e
S UPSUmit <
.g
&
<|z
Sle
Ol
J
o a
Power
S~ Distribution
Unit
Unit: mm

This is an image created for this instruction manual. The actual UPS may differ.

3U Type UPS Unit 4U Type UPS Unit
No. of Weight o Weight (kg) o Depth 2
UPS lLJJrl:ItSS Model Power Blnsit'nbutlon UPS Unit Total Height Model Power Bl:ittnbmlon UPS Unit Total Height
Kg Ibs Kg Ibs Kg | lbs | mm| in Kg Ibs | Kg Ibs Kg lbs | mm in
1 [A11J502SA002RM 33 72.8 61 134.5 94 |207.2 7U IA11J502SA002RM-4U 33 72.8 | 80 176.4 113 | 24941 8y
Rack Mount 2 |IA11J103SA002RM 33 72.8 | 61x2|134.5x2| 155 | 341.7 10U {A11J103SA002RM-4U 33 72.8 | 80%x2[176.4x2| 193 | 425.5 12U 80m_m
Type 3 |IA11J153SA002RM 33 72.8 | 61x3 | 134.5x3| 216 | 476.2 13U IA11J153SA002RM-4U 33 72.8 | 80x3 [176.4x3[ 273 | 601.9 16U ,30,-7"_‘)'
4 |IA11J203SA002RM 33 72.8 | 61x4 |134.5x4| 277 | 610.7 16U {A11J203SA002RM-4U 33 72.8 | 80x4 [176.4x4| 353 | 778.2 20U "(')":Vimg
1 [A11J502SA002 40 88.2 61 134.5 101 | 222.7 [407.6] 16.0 [[A11J502SA002-4U 40 88.2 | 80 176.4 120 | 264.6 | 752.1 | 29.6 3.2in) of
Standalone 2 |A11J103SA002 40 .2 | 61x2 | 134.5x2| 162 | 357.1|539.2| 21.2 [|A11J103SA002-4U 40 .2 | 80%2[176.4x2| 200 | 440.9 | 628.2 | 24.7 |l-apje
Type 3 |IA11J153SA002 40 .2 | 61x3 | 134.5x3| 223 | 491.6 |670.8| 26.4 [|A11J153SA002-4U 40 .2 | 80x3 [176.4x3| 280 | 617.3 | 804.3 | 31.7 |lcover
4 |IA11J203SA002 40 .2 | 61x4 | 134.5x4| 284 | 626.1 |802.4| 31.6 [|A11J203SA002-4U 40 .2 | 80x4 [176.4x4| 360 | 793.7 | 980.4 | 38.6

*1. The height is indicated as mounting space “U” in the case of the rack mounting type, and “mm” in the case of the standalone type.
*2. Excluding protrusions.




3U Type 4U Type Y, :
UPS Unit UPS Unit Power Distribution Unit I

Front Front
When the LCD panel is attached

@ : :

A

Front Panel J

Inside Front Panel

(= doy
u] ’7_7

Inside Front Panel

> &lo &

.
[ sl 2

Back

Hn

No. Name Label Function
UPS status display, measurement display, settings and
@ |LCD panel See §5.2 operation
(@ |UPS Unit control panel See §5.3 UPS status display and operation
() [Battery pack*s — Batteries for backup
@ |Battery pack securing bracket — For securing battery packs
® [LCD panel connector — For connecting LCD panel
. TFor switching to maintenance bypass circuits (used in
© [Forced bypass switch? Forced Bypass conjunction with maintenance bypass breaker)
@ [Inverter module — Rectifier, charger, inverter, and bypass circuit
® |[Exhaust vent for cooling fan — For ventilation inside the UPS
©) |Extension battery connector EXT. BATTERY For connecting an extension battery*!
Output connectors for connecting For connecting output between UPS unit and power
between units OUTPUT distribution unit
@ Input connectors for connecting INPUT For connecting input between UPS unit and power distribution
Y [between units unit
{2 [Unit interfaces UIF A1, UIF A2 For connecting between UPS units
(3 [Power distribution unit interface [PDU IF For connecting UPS unit and power distribution unit
() |Input breaker INPUT Turns ON/OFF the UPS input power and provides protection
. R For turning ON/OFF and protecting the maintenance bypass
(5 [Maintenance bypass breaker ** |[MAINTENANCE BYPASS circuits (with lock cover)
{6 |Output outlet module — Output outlets
(D |Output outlets A, B, C, and D OUTPUT “A, B, C, D” For connecting load devices (NEMA L6-30R), x 4
Output outlets breaker OUTPUT “A, B, C, D" MCCB [For protecting output outlets A, B, C, and D
. OUTPUT GROUNDE, V, U - .
Input/output terminal block INPUT GROUND E, N, L For connecting input power, ground, and load devices
@ |External interfaces See §5.4 Interfaces for connecting external devices
@ |Option card slot OPTION CARD For inserting an option card*!

,_| Notes N

*1. For information on various optional equipment, contact your supplier or a SANYO DENKI representative.

*2. In this manual, breakers and switches are displayed enclosed in [ like | MAIN MCCB].

*3. Activate the forced bypass switch when using the maintenance bypass breaker | MAINTENANCE BYPASS |
Normally, do not change the position of this switch. Leave it set to “Inverter.”

*4. Activate the maintenance bypass breaker | MAINTENANCE BYPASS | to perform maintenance work on the UPS. At the time of
shipment, this is set to “OFF” and locked by the lock cover. Normally, leave this set to “OFF.” Do not operate it.

*5. When using a UPS with 1 extension battery unit, the battery packs are not installed.

*6. Unless otherwise specified, the diagrams in this manual are of a 3U UPS unit.
\
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§5.2 LCD Panel

P
SANUPS / A11J

UNINTERRUPTIBLE POWER SUPPLY

SANYO DENKII

@——»@ INPUT

@ sckr  © w

J
|

.

BUZZER
STOP

Solkom
© @ @

No. Name Label Color Function
Lit |When input power is normal.
@ |Input LED INPUT Green
Blinking|When input power is abnormal.
@ |[Backup LED BACKUP Green Lit |When the battery is operating.
@ |Warning LED WARNING Red Lit  |Caution/warning, malfunction, or end of battery discharge.
Lit  [When supplying power by inverter operation.
@ |Output LED OUTPUT | Green PPYymep Y P
Blinking|When supplying power by bypass operation.
® |LCD screen _ __ |Displays UPS status information, measurement values, maintenance
support information, various setting values, operation, etc.
® |ON/OFF button - — |Starts and stops inverter operation.
@ [SELECT key SELECT — |Selects and accept LCD display items or contents.
ITEM key ITEM — |Switches LCD display items or contents.
© |BACK key BACK — |Cancels the selection and returns to previous LCD display (menu) level.
BUZZER STOP| _ |Returns the LCD display (menu) level to the home menu.
HOME key HOME When the buzzer is sounding, stops the buzzer.

11

/—| Notes on the LCD panel >

Manual.

.

1
=< LED lights.

e For details on the operating procedure and functions of the LCD panel, see the LCD Panel Operating

e About indications of LEDs
LEDs are displayed in this manual as “Green INPUT” and “Red WARNING”,
and the lighting state is indicated as follows;

e About the cover of the LCD panel control section
To operate the ON/OFF button and keys, slide the cover downwards.
After you finish operation, return the cover to its original position to
prevent accidental operation.

~




§5.3 UPS Unit Control Panel

~(®)
*@ INPUT
> ©) output

yc)AUmM

LT

ON

@)

OFF

MAIN
MCCB

No. Name Label Color Function
Lit [When input power is normal.
@ |Input LED INPUT Green L
Blinking|When input power is abnormal.
Lit [When supplying power by inverter operation.
@ |Output LED OUTPUT | Green
Blinking|When supplying power by bypass operation.
@ |Alarm LED ALARM Red Lit [When there is a malfunction or the battery is exhausted.
@ |ON/OFF button - — |Starts and stops inverter operation.
® [Main breaker MAIN MCCB _ |Turns ON/OEF the UPS 1nput. power and provides protection.
Protects the internal bypass circuits.

/—| Notes on the UPS unit control panel >

operation.

1
=<1 LED lights.

e About the cover of the operation section

To operate the | MAIN MCCB | and ON/OFF button, open the cover.

After you finish operation, close the cover to prevent accidental

LED blinks.

e In this manual, breakers are displayed enclosed in like | MAIN MCCB |.

e About indications of LEDs
LEDs are displayed in this manual as “Green INPUT” and “Red WARNING”,
and the lighting state is indicated as follows;

Cover

RRLORONOONNR
Toohohonohnnn

e E N

Open the cover.

J
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§5.4 External Interfaces

®
/

®_\ /*@

orF

POUIF

N

The PC interface connector and
card interface connector cannot be
used at the same time.

No.

Name

Function

PCI/F

PC interface
connector (RS-232C)

When using SANYO DENKI’s power management software (option), connect the dedicated
communications cable.

This interface functions as follows depending on the setting of “Interface” in the LCD panel
setting menu.

Select the interface according to the function to be used. For the setting procedure, see §3.5
“Setting PC Interface” in the LCD Panel Operating Manual.

1. Interface setting: (work station) (default setting)

» Use software such as the optional power management software to manage the power
and shut down the computer by performing communication between the UPS and
computer (personal computer, work station, etc.). For details on power management
software, contact your supplier or SANYO DENKI.

2. Interface setting: (standalone)

> Use the standard UPS service function of the operating system (NetWare, Windows
NT, etc.) to shut down the UPS automatically.

When using a combination of the UPS service function and the power management
software (option) with a serial connection, set the interface to (work station). If
the UPS is used when the setting is set to “standalone”, the UPS may shut down
suddenly when there is a power outage.

| External Appearance |
p 1 DCD D-sub 9-pin Male

b 2 RXD
D@R®®

D 3 TXD
D 4 DTR
D 5 GND
D 6 DSR
b7 RTS ®2®O

D 8 CTS Fixing screw (inch)
D 9 RI

il

CARD I/F

Card interface
connector

Connect the connection cable of an optional SANYO DENKI LAN interface card.

When connecting a LAN interface card, set the interface to (work station). For the
interface setting procedure, see §3.5 “Setting PC Interface” in the LCD Panel Operating
Manual.




Name

Function

SIGNAL I/F

Contact signal
interface connector

Outputs status information of the UPS such as a power outage or voltage drop.

| External Transmission Signals and Shutdown Input Signals |

Signal Name

Explanation

[Pin No. and Status|
when Operating

AC Input Erron

This signal is output when there is a power outage
or voltage error of the utility power supply.

1-8: ON
2-8: OFF

Battery voltage|

This signal is output when the battery voltage drops|

3-11: ON

Standalone| . For the setting procedure, see §3.5

“Setting PC Interface” in the LCD Panel Operating

drop to or below the specified value (approx. 178 V).
This signal is output when AC output is being 4-7: ON
Qutput AC output supplied to a load device. 15-7: OFF
signal I This signal is output when inverter output is being | 14-8: ON
nverter output] . .
supplied to a load device.
This signal is output when the utility power supply | 5-12: ON
Bypass output is being supplied from the bypass circuit.
Device error This signal is output when a UPS error occurs. 6-13: ON
The UPS is shut down as a result of receiving 5 V 9-10
DC (pulse signal of at least 4 sec.) during battery
operation when there is a power outage. Current
Input flows at approximately 5 mA when the power is on.
signal UPS shutdown| i is enabled when the interface is set to

Manual.

| External Transmission Signals and Electrical Characteristics |

o Interface: Relay non-voltage contact signal
e Contact rating: AC100V/DC50V, 0.1A

When connecting an inductive/capacitive load, make sure the contact rating is not

exceeded.

Terminal Names

P

| External Appearance |

9 D-sub 15-pin Female

1 AC input error

8 COM 2060@RQ@1®

3 Battery voltage drop
11_com @
15

4} AC output

7 COM

GDOBOOOOO®

14 Inverter output

5 Bypass output Fixing screw M3

12 COM

6 Device error
13 COM

9
10} UPS shutdown

S1~84 — — :Switches for independent signals (see @)

Switches for
independent contact
signals

Setting these switches to “OFF” makes each contact of the external transmission signals

independent.

Refer to contact interface connector ), and set “ON” or “OFF” according to how the UPS will

be used by the customer. The switches are all set to “ON” at the time of shipment from the

factory.

| External Appearance |

When all of 1 to 4
are in the “ON”
state.

Set them to “OFF” when using each contact signal as an

independent circuit.

Set them to “ON” when using each contact signal as a

common COM circuit.

14



No. Name

Function

® |REMOTE/EPO

External control
terminals

Use these terminals for controlling the UPS with a non-voltage contact from an external
device.

[ REMOTE/EPO Terminal Names | [ External Appearance |

| .. (OO0

Ol0|O[0|0[0

Remote OFF

REMOTE 123456

terminals

Remote ON

| REMOTE Terminals | (Terminal Nos. 1 to 4)

Connect a remote switch for performing the ON/OFF operation of the UPS and shutting
down a computer from a remote location. The operation is as follows depending on the
interface setting value.

1. Interface setting: (work station) (default setting)
» Remote ON of UPS/ One-touch Shutdown of System
The OFF operation of the remote switch enables the computer connected to the
UPS to be shut down with one touch from a remote location, and then the UPS to
be stopped.

2. Interface setting: (standalone)
» Remote ON of UPS/Remote OFF of UPS

Select the interface according to the function to be used. For the setting procedure, see
§3.5 “Setting PC Interface” in the LCD Panel Operating Manual.

(Terminal Nos. 5 and 6)
EPO stands for “Emergency Power Off.”
Connect, for example, a switch for an emergency stop of UPS output.
If the switch is pressed when there is an emergency, the EPO terminals will enter the
short-circuit state and UPS output will stop.
After an emergency stop of the UPS has been performed, the UPS remains in the
emergency stop state even if the emergency output stop switch is released. Also, the
remote ON function cannot be enabled in the event of an emergency stop (when the EPO
terminals are in a short-circuited state). To resume operation of the UPS, release the
emergency output stop switch (short-circuited state), and press (®) on the UPS Unit
control panel for at least 1 second.

For how to connect to the terminals, see §6.5 “Connecting Optional Equipment.”
This function will work regardless of whether the interface setting is set to “Standalone”
or “WS" (work station).

/—| Notes on contact of, for example, switch to connect to terminals > ~N

A switch for connecting to the terminals is not provided as an option for the UPS.
Check the following specifications and then connect and use, for example, a switch or a
contact of the customer’s system that matches the terminal specifications.

Terminal specifications
o Circuit voltage: +5 V DC
o Flowing current when short-circuited: Approx. 10 mA
o Operating conditions
REMOTE: Short-circuit between terminals for at least 1 second.
EPO: Short-circuit between terminals for at least 0.2 seconds.
o Terminals: One-touch terminal block
o Compatible wires: AWG 26 to 20

When using a transistor or other semiconductor switch,
connect terminal Nos. 2, 4, and 6 to the — (minus) pole side Terminals
as shown in the right chart.

(In the case of a non-polar switch, there is no specified
connection direction.)

® |oPIF

Optional interface
connector

This connector is for connecting optional equipment. It cannot be used with this device.

15




36. Installation and Wiring

Installation and Wiring

The procedures for installation and wiring differ depending on the type of UPS.
Check the type of UPS, and carefully follow the instructions in this instruction manual.

§6.1. Check Before Installation

/AN

CAUTION

e Installation work should be performed by technically qualified personnel.
When installing the UPS, carefully follow the instructions in this Instruction Manual.

Improper installation can result in electric shock, bodily injury, and/or fire.

Refer to the table in §5.1 for the weight of the UPS. In accordance with the instruction manual,
install the UPS on a stable surface that can bear the weight. The surface should be flat, so the
UPS cannot fall and cause bodily injury. The possibility of vibration and shock should be
minimized at the installation location. Shock and vibration from, for example, an earthquake may
cause the UPS to shift or fall, possibly resulting in bodily injury.

For safety, wear protective shoes when performing installation work. All work that involves lifting
the UPS, such as mounting it in a rack and attaching the brackets, should be carried out by at
least two persons. There is the danger that the UPS may fall or be dropped, resulting in bodily
injury. Also, be careful to avoid straining your lower back.

Be careful not to trap a hand or the like when attaching the brackets and installing the UPS.

e There is the danger that the UPS may fall or be dropped during relocation or installation. Always

hold the bottom side of the rack mount type UPS firmly with both hands. Hold the corners at the
top sides of the standalone type UPS and make sure you do not drop it. Failure to do so may result
in bodily injury or damage to the UPS.

§6.1.1 Checking Installation Environment

Suitable installation environment: Ambient temperature of
0 to 40°C (32 to 104°F) and relative humidity of 20 to 90%.

Do not install the UPS in the following locations:
e In ambient environmental conditions other than those specified in
the product brochure and instruction manual such as in extremely

high or low temperature and high humidity. to 25°C (68 to 77°T).
e Where the UPS is exposed to direct sunlight.

Where the UPS is directly exposed to the heat from a heat source,
such as a stove.
Where grounding is not possible.

The battery service life will be foreshortened
if the UPS is used in an environment where
the ambient temperature exceeds 30°C (86°F).
We recommend that the UPS is normally used
and maintained at a temperature between 20

: — . O ] dd
Where the UPS may be subject to vibration or physical shock. d
Near a device that may emit sparks. o o dd d
In the presence of dust, salt or corrosive or flammable gas. o u] d
Outdoors o o dg
When the UPS is rack mounted, in a poorly ventilated rack.
) mw LSRN

=5

|-

§6.1.2 Checking Installation Space

During installation, provide the following space around the UPS.

e At least approx. 20 cm (approx. 8 inches) at the front and at least approx. 15 cm (approx. 6 inches) at the back:
As air intake or exhaust space for the cooling fan.

e Atleast 1 meter (approx. 40 inches) from CRT displays:
To allow for slight leakage of magnetic flux. Allow some space from devices which might be affected by
magnetic flux.

At least 15 cm @ Notes on installation >
6 inch t back . .
(6 inches) at bac For maintenance of the UPS, provide
space of at least 1 meter (40 inches)
] Atleast 1 m at the front and at least 50 cm (20
(40 inches) inches) at the back.

u]
u] <:> —
o ————————— N\

2] (1]

At least 20 cm
(8 inches) at front

16



[Installation and Wiring

§6.2 Standalone Type UPS Installation

that it is not tilted and does not wobble. If the UPS is not securely fixed, shock and vibration from,

f Be sure to lock the casters on the bottom of the UPS, and adjust the level adjusters to fix the UPS so
CAUTION for example, an earthquake may cause the UPS to shift or fall, possibly resulting in bodily injury.

After you open the package, install the standalone type UPS as is,
and then attach the LCD panel.

@ Move the UPS to the installation location.

@ Lock the casters in four places.

@ Fix the UPS in place with the level adjusters in four places.
@ Check that the UPS is securely fixed in place.

Caster

Level adjuster

Release lock

3 Adjust the height of the level adjusters in
four places so that the UPS is not tilted
and does not wobble. Use a wrench (M10:
for hexagonal bolts) to turn the adjusters
in the direction indicated by A in the
diagram until the casters are raised
approximately 1 mm from the floor.

2 Lock the caster
with the lock.

® Prepare the LCD panel, LCD panel connection cable, and two screws D
for securing the LCD panel (only when securing the LCD panel) that are
supplied with the UPS.

Screw D: For securing LCD
LCD Panel Connection Cable 1 panel M3x6

LCD Panel 1 2 ??

® Remove the front panel from the UPS unit to which the LCD panel is
to be attached.
Remove the logo plate, and attach the LCD panel.
The LCD panel is secured by magnets, but also secure it with the
screws D in two places if there is the risk of it falling off.

From the back side of the
front panel, secure the two
places at the back of the

LCD panel with screws D.

Insert the connector
parts on the back of
the LCD panel into

the holes on the
front panel.

Tip
The LCD panel can be attached to any UPS

unit. Attach it to the UPS unit that is in an
easy to operate position, depending on the

installation state of the UPS units. Use a screwdriver to loosen the
screws in the two places on the
The diagram shows the 3U type. Use the same left and right, and then remove .
procedure to attach the LCD panel to the 4U type. the front panel. Pinch the tabs on the back,

and remove the logo plate.

(@ Insert one end of the LCD panel connection cable into the connector at the position shown in the diagram.
Check that the forced bypass switch above the connector is set to the “Inverter” side.
© Insert the other end of the cable connected in step (7) into the connector on the back of the front panel.
Secure the front panel with screws in the two places on the left and right.

@ Insert one end of the
connection cable into the
connector.

® Is the switch set the
“Inverter" side?

Ssedhg paoiog
Jopianu] —— ssedig

© Check the insertion
orientation of the connector.
The connector cannot be
inserted if it is not oriented
properly.

Use a screwdriver to
tighten the screws in two
places on the left and right
to secure the front panel.

® If the UPS cannot be securely fixed to the floor with the level adjusters, use floor securing brackets (option). In such a case,
consider maintenance space before fixing the UPS to the floor. For the installation procedure, see the instruction manual of the
floor securing brackets. For details on floor securing brackets, contact your supplier or SANYO DENKI.

® The cables are connected between the UPS units at the time of shipment. If the cables were disconnected upon customer request
for transportation and installation, be sure to perform the wiring work properly. For details on wiring between UPS units and the
power distribution unit, see §6.3.3 “Wiring Between Units.”

17



Installation and Wiring

§6.3 Rack Mount Type UPS Installation

Install the UPS units and power distribution unit in the rack, and then insert the battery packs, attach the LCD panel,
and perform the wiring work. When performing the work, carefully follow the instructions in this Instruction Manual.

§6.3.1 Mounting UPS in Rack

CAUTION supplier or SANYO DENKI.

e For safety, use L-shaped rails (support rails) when mounting the UPS in a rack.
For more information on L-shaped rails, contact the manufacturer of your rack, your

The UPS can be mounted in a 19-inch rack. See §6.1.2 “Checking Installation Space” and make sure you secure enough
ventilation space at the front and back of the UPS. Do not place objects on top of the UPS. Doing so may damage the
UPS. The UPS is heavy so we recommend mounting it in the very bottom of the rack. Use L-shaped rails (support rails)
to mount the UPS in the rack. For more information on L-shaped rails, contact the manufacturer of your rack, your

supplier or SANYO DENKI.

(D Prepare the two rack mounting brackets, two support brackets A, and four screws A for mounting the brackets that

are supplied with each of the UPS units. Prepare enough parts for the number of UPS units.

N =
Screw A for Mounting
Bracket M4x6
Rack Mounting Bracket 2 Support Bracket A 2

@ Insert the support brackets A in the two places on the left and right at the front.
@ Align the rack mounting brackets with the mounting holes on the sides,

and secure them with the two screws A.
@ Attach the brackets to all of the UPS units in the same way.

2 Insert the support
brackets A in the
two places so that
the tabs are facing
outward.

(@ Attach each of the rack mounting
brackets and support brackets A
in the two places on the left and
right sides with the two screws A.

®) Install the power distribution unit as is in the bottom of the rack.
Install the UPS units above the power distribution unit.
Use L-shaped rails (support rails) for all of the UPS units in the rack.

The bracket can be attached using the
hole on either side. Attach the bracket
in accordance with the rack.

L- shaped rails

(support rails)

L- shaped rails (support rails) are
not supplied with the UPS.

Power distribution Unit

18



|Installation and Wiring{
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§6.3.2 Installing Battery Packs and Attaching Front Panel

@ Prepare the LCD panel, LCD panel connection cable, two screws D for securing the LCD panel (only when securing
the LCD panel), and two battery packs for each UPS unit that are supplied with the UPS.

LCD Panel Connection Cable 1

LCD Panel 1

Battery Pack A
Battery Pack B

@ Loosen the screws in the two places on the left and
right of all front panels, and then remove the front
panels from the UPS units.

@ Remove the battery securing bracket.
@ Insert the two battery packs into the UPS.

Screw D: For securing LCD

Eld

panel M3x6 2

Battery Pack A
Battery Pack B 1

The weight of one battery pack is 17.5 kg (38.6 1b) in
the case of the 3U type, and 25 kg (55.1 1b) in the case
of the 4U type. Be careful not to drop the battery packs.
CAUTION |Ingert the battery pack at the bottom first when
installing the UPS vertically.

® Attach the battery securing bracket that you removed in step Q).

@Use a screwdriver to
loosen the screws in the
two places on the left
and right, and then
remove the front panel.

(3Remove the screw on
the right side first, and
then take out the tab
on the left side from
the cutout hole, and
remove the battery
securing bracket.

@With the connector
parts facing toward
the back, insert the
battery packs
starting with the
one on the left.

It does not matter which battery
pack is inserted on the left, and
which one is inserted on the right. @

Blnsert the tab on
the left side first,
and then secure
the right side with
the screw.

@Use a screwdriver to
loosen the screws in the
two places on the left
and right, and then
remove the front panel.

(@Remove the screws in
four places, and then
take out the tabs at
the top from the

cutout holes and

remove the battery
securing bracket.

(@With the connector
parts facing toward
the back, first insert
battery pack A on the
left side, and then
insert battery pack B
on the right side.

Insert battery pack A on the left
side, and battery pack B on the
right side. They cannot be
inserted in different positions.

BlInsert the tabs in the two
places at the top first,
and set the cutout holes
into position and secure
the bracket with screws
in four places.

Note on attaching battery securing bracket >

The battery securing bracket cannot be attached if the battery packs are not inserted properly.
Firmly push the battery packs all the way in.
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® Remove the logo plate from the front panel of the UPS unit to which the LCD panel is to be attached, and attach the
LCD panel.

The LCD panel is secured by magnets, but also secure it with the screws D in two places if there is the risk of it falling
off.

Tip &
The LCD panel can be attached to any UPS unit.
Attach it to the UPS unit that is in an easy to

operate position, depending on the installation
state of the UPS units.

From the back side of the
front panel, secure the two
places at the back of the LCD
panel with screws D.

Insert the connector parts on the back
of the LCD panel into the holes on the
front panel.

Pinch the tabs on the back, and
remove the logo plate.

(@ Insert one end of the LCD panel connection cable into the connector at the position shown in the diagram.

Check that the forced bypass switch | Forced Bypass | above the connector is set to the “Inverter” side.
© Insert the other end of the cable connected in step 7 into the connector on the back of the front panel.

Secure the front panel with screws in the two places on the left and right.

® Is the switch set to the
“Inverter” side?

ssedig

@ Insert one end of the
connection cable into
the connector.

bl
o
3
@
3
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S
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@
a

Japanup

© Check the insertion orientation
of the connector.

The connector cannot be inserted if
it is not oriented properly.

Use a screwdriver to
tighten the screws in two
places on the left and right
to secure the front panel.

) Check that the forced bypass switch | Forced Bypass | above the connector is set to the “Inverter” side.

(2 Secure the front panel with screws in the two places on the left and right.

@ Is the switch set to the
“Inverter” side?
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Power distribution Unit

T o
{2 Use a screwdriver to =
tighten the screws in two
places on the left and right
to secure the front panel.
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§6.3.3 Wiring Between Units

(@ Prepare the cables, cable cover, and screws C that are supplied with the UPS.

This is an image of the accessories. The actual accessories may differ.

Input Cable Between Units 4 Output Cable Between Units 4 Cable Cover
(6-pole connector) (3-pole connector) One for each UPS unit.
All four cables are of different length. All four cables are of different length.

Interface Cable between Units 3 PDU Interface Cable 1

All three cables are of the same length. Screw C: For securing cable cover

Two for each UPS unit.

TE

@ Connect the “INPUT” of the UPS units and power distribution unit with the input cables for connecting between units.

3 Connect the “OUPUT” of the UPS units and power distribution unit with the output cables for connecting between units.
@ Connect “UIF A1” and “UIF A2” of the UPS units with the interface cable for connecting between units.

If there is danger of the cables being caught on something, bind the cables as shown in the figure and secure them

with cable clamps.
® Connect “PDU IF” of the power distribution unit and the UPS unit on the very bottom with the PDU interface cable.

@Connect “UIF A1” and “UIF A2,”
and secure the cables with cable
clamp.
All three cables are of the same
length. Any UPS unit can be
connected.

® The four cables used in step @ and the
four cables used in step @ are all of
different lengths.
Use a cable that matches the distance
between the connectors to be connected.

® A connector cannot be inserted if it is not
oriented properly. Check the insertion
orientation.

J

Pass the cables through the

clamps while it is open, and then
\dose the hooks. /
@onnect “PDU IF” of the UW

unit and “PDU IF” of the
power distribution unit.

\\

@Connect “INPUT” of the UP%
units and “INPUT” of the
power distribution unit.

INPUT

@Connect “OUTPUT” of the UPS
units and “OUTPUT” of the
power distribution unit.

OUTPUT
q=lcol=fp

P ) N /

The figure shows four UPS units being connected.
If you connect 1 to 3 UPS units, store the unused cables in case you want to use them later.
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® Check that all of the cables are connected securely.
@ Attach the cable covers to all of the UPS units.

(PInsert the tabs at the
bottom, and secure the

top in the two places on

the left and right.

22
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§6.4 Wiring Inputs/Outputs

The wiring procedure is the same for both the standalone type and rack mount type.

e  Wiring work should be performed by technically qualified personnel.
When wiring the UPS, carefully follow the instructions in this Instruction A A
Manual. Incorrect wiring may result in electric shock and/or fire.

e There is the danger of electric shock, so wear insulated gloves as a preventive
measure when performing wiring work.

e Make sure that the plugs inserted in the UPS are firmly inserted and that the
connections of the terminal block are not loose.

Failure to do so may result in electric shock, bodily injury, or fire.

e Be sure to ground the UPS. There is danger of electric shock. Do not use the UPS in a

location where it cannot be grounded.

CAUTION

§6.4.1 Wiring Terminal Block

(D Remove the front panel of the power distribution unit.
@ Check that | INPUT | inside the front panel of the power distribution unit is set to "OFF.”
(@ Check that | MAIN MCCB | on the front of all UPS units is set to “OFF.”

@ Remove the front panel as follows.
1. Press the buttons on the left and right
to the direction indicated by arrows.
2. Pull open the front panel toward you
from the top
3. Remove the bottom.

(@ Check that | MAIN MCGB | of all

UPS units is set to “OFF.”

The removed front panel will be
reattached after UPS startup.

@ Remove the terminal block cover from the back of the power distribution unit.

® Remove the terminal block cover attached to the terminal block.

©BPull the cover
toward you.

@Remove the screws from
the two places on the left
and right, and remove
the terminal block cover.

® Check the size of the wires to connect in the table below.

Connect wires of the specified sizes.

Terminal Type Label A11J502 A11J103 e A11J153 A11J203
INPUT N, L AWGS (8mm?2 | AWG4 (22mm?2) | AWG2 (38 mm2) | AWG1/0 (60 mm?)

input terminals) GROUNDE | AWGS (8 mm? | AWG6 (14 mm2) | AWG6 (14 mm? | AWG6 (14 mm?)
OUTPUT vV, U AWGS8 (8 mm?) | AWG4 (22mm?) | AWG2 (38 mm?2) | AWG1/0 (60 mm?)

output terminals | GROUNDE | AWGS (8 mm? | AWG6 (14 mm?) | AWG6 (14 mm? | AWG6 (14 mm?)

The indicated wire diameters are for when 600-V cross-linked polyethylene cables are used.

If you plan to increase the number of UPS units, use the wire that will support the UPS capacity after you
increase the number of UPS units.
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@ Connect the ground to the “INPUT GROUND E” input terminal. Use D class grounding for the ground.
Connect the utility power supply to the “INPUT N and L” input terminals.

© Connect the ground to the “OUTPUT GROUND E” output terminal. Use D class grounding for the ground.
Connect the customer’s load devices to the “OUPUT V and U” output terminals.

OUTPUT INPUT
GROUNDE V U GROUNDE N L
X
M8

23
(0.91in)

Do not

connect

the utility
power
supply

Make sure the total capacity of the load devices to be connected to the terminal block and the
load devices to be connected to the output outlets in §6.4.2 does not exceed the total UPS output
capacity. Check the UPS output capacity in §12.4 “Specifications.”

Notes on wiring terminal block>

e When disconnecting wires, disconnect the ground last.

e Be careful with regards to the polarity of input power when performing wiring work. When the input is
single-wire grounded, make sure you connect the ground phase to the N terminal.

o If the load device to be connected is single-wire grounded, be sure to connect the ground phase to V phase side.

e If you plan to increase the number of UPS units, use a power supply that will support the UPS capacity after you

increase the number of UPS units.

(1) Check that the wires are not loose.
(2 Replace the terminal block cover removed in steps @ and ©.
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§6.4.2 Connecting to Output Outlets

@ Loosen the screws on the left and right of the output outlet module on the
front of the power distribution unit, and pull the module toward you until it
stops. The module stops when it drops down one step.

2 Secure the module with the screws.
The plugs cannot be inserted
properly if the module is not
secured.

@ Secure the module with the screw at the top on the front of the module.
(@ Insert the plugs of the load devices into the outlets.

@ Secure the cables with the cable clamps at the bottom on the front of the

®) After the plugs are connected,
module.

unscrew the screw.
® Unscrew the screw used to secure the module in step @.

® Lift up the module and push it back into its original
position.

@ Secure the module with the screws removed in step (.

Output Outlet Module _\

ﬁosen the screws on the left and right, and pull
the module toward you until is drops down one
step.

@ After returning the module to its original
position, secure it with the screws on the left and

\right .

@@ Insert the plugs.

@ Secure the cables.
Make sure there is at least 20 cm (7.9 inch) of extra cable
because the module will be returned to its original position.

There is a step of approximately 1 cm (0.4 inch) at the front of the power
distribution unit. When pulling the module out, pull it until it drops down this
step. When returning the module, raise it up by approximately 1 cm (0.4 inch)
and push it into place.

Set | OUTPUT* MCCB | (A to D) corresponding to the outlets to which you connected the load devices in step © of
§8.1 “UPS Startup” to “ON.” If this operation is not performed, output will not be supplied from the OUTPUT
outlets. When connecting additional load devices after starting up the UPS, be careful not to accidentally set

any | OUTPUT* MCCB | that is “ON” to “OFF.”

Make sure the total capacity of the load devices to be connected to the terminal block and outlets does not

exceed the UPS output capacity.
Check the UPS output capacity in §12.4 “Specifications.”

QOutlet Outlet Capacity Notes

Make sure the current of the

device connected to one outlet G (E)
OUTPUT A does not exceed S0A. If the load device to be connected is
OUTPUT B é X single-wire grounded, be sure to connect
OUTPUT C Outlet rating: 250 V. 30 A V) the ground phase to the X terminal (V
OUTPUTD | NEMAL6-30R xt (E)& et il

,_| Unsuitable load devices > N
Do not connect the following types of load device to the UPS.
Load Devices Reason

Since such devices are subject to high transient current surges, the
UPS will detect current surges and the battery backup operation
will become no longer possible when a power outage occurs. There

Laser printers, plain paper fax machines,
copy machines, overhead projectors,

25

vacuum cleaners, dryers, etc.

is also the danger of the UPS malfunctioning.

Medical instruments, control devices for
elevators, computer systems upon which

public infrastructure depends

Special considerations need to be given to operation, maintenance,
and management, such as system redundancy and the installation
of emergency power generation facilities.
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§6.5 Connecting Optional Equipment

When using, for example, communication cable and optional equipment, connect them to the external interface section.

For details on the functions of the external interface section, see §5.4 “External Interfaces.”

Connect optional equipment before starting the UPS. If you want to connect optional equipment after starting the UPS,

completely stop the UPS, turn off the input power supply, and then connect the equipment.

For details on wiring, settings, and other information, see the instruction manuals of the optional equipment. For details

on optional equipment, contact your supplier or SANYO DENKI.

power management software.

[ saups so
TrbE) F

UPS: AT

BAAS

4 Connect the dedicated communication cable and use SANYO DENKI's

The power can be managed with a computer by performing
communication between the UPS and computer. For details, see the
instruction manual of the power management software.

Main Screen of SANUPS SOFTWARE Power Management Software

~

. =lolx)

BT : 200903124 1700
BRIFE 2009003725 0800

@

¥

®E:forv ®E: foov
e : [ B {i00%
waB ool /55

Back of UPS

Jruzy | TEE: [100%

(R0 : 55

- Lias s [eem |
IoyFea 6aR: 20000322 103000 ERIET)  EENNest s A1 SOBIEN

i e 5] _
| ¥ 172301 12805-4) e |

[OPsiReE: (n-5ge

J

otzgd pEDd

Connect a SANYO DENKI LAN

FCTF CARDTF interface card.

Connect when using the external
transmission signal function.

For details on the functions of the
connector, see 3 of §5.4 “External

©m@ CHOMCHONACY .

For details, see the instruction

SIGNAL I/F REMOT%"O

manual of the LAN interface card.

Interfaces.” /

OPTION CARD

4 N\
REMOTE/EPO Terminal Connection Method
Connect and use, for example, a switch or a contact of the customer’s system that matches the terminal
specifications.
For details on the functions of the terminals, see & of §5.4 “External Interfaces.” -
Insert or remove a wire
while pressing the tab
[ Terminal Connection Procedure ] with a flat-head
screwdriver or the like.
@ Peel off the coating at the end of the wire by
approximately 9 to 10 mm (0.4 inches).
@ Insert the wire into the terminal while pressing
the tab with a flat-head screwdriver.
@ Pull the inserted wire to make sure that it does
not come out.
Compatible wires: AWG 26 to 20
If the conduction part is
short, a secure connection
will not be possible.
J
o]

This completes the installation and wiring of the UPS.
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§7. Preparation Before Operation

§7.1 Setting and Checking UPS Settings

@ Check that | MAINTENANCE BYPASS | of the power distribution unit

is set to “OFF,” and set | INPUT | to “ON.”

[ INPUT | and | MAINTENANCE BYPASS | are located inside the front

panel. For how to remove the front panel, see step (D of §6.4.1.

At the time of shipment from the factory, | MAINTENANCE BYPASS |
is set to “OFF,” and locked by the lock cover. Normally, do not

operate the switch.

'HBBARFRFARFRRAARAFARAFR" iBRFHFBFARARRRAFRR

e

© AR
e

HEBFHERRHRRREHR

to “ON.”

@ Set | MAIN MCCB j

© CEHEHERFEOERAEEE e | e
i ek

(@ set to “ON.”

[ @ Set | MAIN MCCB | on all UPS units to “ON.” ]

At this time, the state becomes as shown below depending on the
setting state of the UPS. Proceed to the corresponding procedure
depending on the state of the UPS.

When the buzzer does not
sound and the LEDs do not
blink

[ When the buzzer sounds ]

@ Check that | MAINTENANGE BYPASS |

is set to “OFF.”
—

When the LEDs on the UPS unit
control panel blink

@ Change the setting for the number
of UPS units on the LCD panel.

See §3.19 “Setting Number of UPS Units in
Parallel Connection” in the LCD Panel
Operating Manual, and set the setting.

s Tip €~
When | MAIN MCCB | is set to “ON,” “Total

Unit# Err” is displayed on the LCD screen,
and the buzzer makes a beep sound
(continuous tone). This occurs when the
setting value of "Number of UPS Units” in
the LCD panel setting menu and the actual
number of connected UPS units differ. If you
change the setting value for “Number of UPS
Units,” this message disappears from the

\LCD screen and the buzzer stops.

4

[ @ Check the settings in the setting menu of the UPS. ]

See “List of Settings” in §3 “Setting UPS” of the LCD Panel
Operating Manual, and check the settings.

The factory default settings of the UPS are indicated by the “*¥”
mark in the Default Setting column of the “List of Settings.”
When the default settings do not match your environment,
application, load specifications, and other requirements, change

the settings in step ©.

[ ® Change the settings.

)

See each of the items in §3. “Setting UPS” of the LCD Panel

Operating Manual.

[ ® Set | MAIN MCCB | on all UPS units to “OFE.” ]

[ @ Set | INPUT | of the power distribution unit to “OFFE.” ]

@ Follow the procedure below to restart the
UPS unit with the blinking LEDs.

—

. Set of the UPS unit with the
blinking LEDs to “OFF.”

. Check that all of the LEDs of this UPS unit
have turned off.

. Check that the interface cable for connecting
between units is connected properly at the
back of the UPS. See step @ of §6.3.3.

. Set | MAIN MCCB | to “ON.”

. Check that the LEDs turn on.

Do

w

(S

MAIN MCCB | : ON—OFF—ON
@I INPUT  Green:Blinking—Off—Lit
A 1 .
:‘.QOUTPUT Green:Blinking—Off—Lit

@ arv Red: Blinking—OffLit

O0000000000000000

J Set [ MAIN NMCCB | to “OFF,” check

that the LEDs have turned off, and
then set it to “ON” again.

If the buzzer sounds again and the LEDs start
blinking again even after performing step 3,
contact your supplier or SANYO DENKI.

® Set | MAIN MCCB

to “OFF.”

I
@ Set | INPUT | to
“OFF”

T

e

You can also change the settings after starting load device operation. However, the UPS needs to be restarted for
setting items indicated by “¥” in the Setting Item column of the List of Settings. Setting such items at the
preparation stage prior to UPS operation is recommended because the load devices also need to be stopped when

the UPS is restarted.
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§7.2 Charging UPS

Indications of breakers, LEDs,

and LCD in this manual 4 )
At initial startup or when the UPS has not been operated for a Broak displayed enclosed in [ ] lik
long period, the batteries installed in the UPS should be I;:?N eﬁgcarea;?ig%si?isziég nol anzi SPS
charged for at least 18 hours as described in the following nit control ’panel are indicated as %reen INPUT”
procedure.

and “Red ALARM”, and the lighting states are
indicated as follows;

1
3¢ :LED lights. LED blinks.

The states and measurement values of the UPS are
indicated as “***¥” on the LCD screen.

G

Be sure to charge the UPS before operating the load devices.

@ Check that | MAINTENANCE BYPASS | of the power distribution unit is set to

“OFF,” and set | INPUT | to “ON.”

[ INPUT | and | MAINTENANCE BYPASS | are located inside the front panel. For how to remove the front panel, see step @) of
§6.4.1. [ MAINTENANCE BYPASS | is set to “OFF,” and locked by the lock cover. Do not operate the switch.

[ @ Set | MAIN MCCB | on the front of all UPS units to “ON.” ]

\
-@NPUT Opercker Q) warning 06”

Green: Green: Off Red: Off
Blinking Green: Off
|
Lit
SANYO DENKI 3 7 INPUT  Green: Blinking — Lit*
SANUPS A11J o e OUTPUT Green: Off
After approx. 5 sec. l 50008 @ALARM Red: Off
~ STANDBY - T The state of the LEDs of all UPS units
Vizdokk Fi=sok becomes the same.
o) —
@ Set | MAIN MCCB | on all
UPS units to “ON.”
te1)
@ Set | INPUT | to g %
“ON”
10 @p
If “Green Input” does not change from
blinking to always on, the UPS cannot
@ Check that | MAINTENANCE BYPASS | be charged. Check the state of the
is set to “OFF.” input power supply.

[ @ Check that “Green Input” has changed from blinking to always on. ]

Charging of the batteries starts automatically.

[ @ Operate the UPS for at least 18 hours in this state. ]

Notes on charging t1me>

~

The UPS should be charged for at least 18 hours to ensure backup in the event of a power outage, but you can use the UPS
when the UPS is first started even if there is insufficient charge because the batteries will be charged during operation of the
UPS. However, if a power outage occurs at that stage, the full capacity of the backup function may not be available.

When an optional extension battery is used, extra charging time is required for the extension battery. See the instruction
manual of the extension battery.

This completes the charging of the UPS.
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§7.3 Power Outage Simulation Test

Perform a power outage test to confirm whether the UPS is working properly.

Steps @ and @ are not

necessary if the procedure in §7.2
@ Check that | MAINTENANGE BYPASS | of the power distribution unit is set “Charging UPS” was performed
to “OFF,” and set | INPUT | to “ON.” beforehand.

| MAINTENANCE BYPASS | is set to “OFF,” and locked by the lock cover. Do not operate the switch.

[ @) Set | MAIN MCCB | on the front of all UPS units to “ON.” ]
Check that “Green INPUT” has changed from blinking to always on, and then proceed to step 3.
weut @sackur (©) wARNNG ouTPUT
Gr'eery Green: Off Red: Off
Bh?kmg Green: Off
Lit
SANYO DENKI — 3 YO INPUT  Green: Blinking—Lit
SANUPS A11J o E e I S .
“OOO'C‘@uﬁ < output Green: Off
After approx. 5 sec. l @ ALARM  Red: Off
- STANDBY - %m e
Viesss Fiowrs e LI The state of the LEDs of all
9] UPS units becomes the same.
&
o -
Set | MAIN MCCB | on allj
@ Set | INPUT | to : — — UPS units to “ON.”
“ON” \
: :
€ O
| @ Check that [ MAINTENANCE BYPASS = °
is set to “OFF.”
)
[ @ Press . ] E> [ @ Press . ]
I T
Omeur - Qsrckue QOwarning
— STANDBY - __) [Select]=INV ON INV ON
sokokok [Back]=Cancel Control 0K

i The screen changes
BUZZER

STOP UL after approx. 1 sec.
8

- ONLINE -
@ 3 Hokokok
[ ® Check that the LCD display and LEDs are in the states shown in the figure below. ]
UTPY
weut @)Backup Q) waRNING
Green: Lit Green: Off Red: Off Grekn Lit
7\HHHHHHHHHHHHH\ E \
& INPUT  Green: Lit
O Owow O sw ]
- ONLINE - {-[‘ U{ a ] OUTPUT Green: Lit
Fdrk ~7 @ ALARM Red: Off
0000 ]
e L= The state of the LEDs of all

UPS units becomes the same.
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[ ® Set | INPUT | of the power distribution unit to “OFF.”

Buzzer: Beep-beep, beep-beep, beep-beep...

INPUT

BACKUP () WARNING
Green: Blinking Green: Lit Red:

QUTPUT

Off Green: Lit

::'lNPUT Green: Blinking

e £ <
- BATTERY - ° —}) (®)OUTPUT Green: Lit
i 00w = OARM  Red: Off

e e
e e et
BAoo8505 6005 6000:

e
e

e
otk
o
o
et
et
gon

..... The state of the LEDs of all

e e e el e e

— UPS units becomes the same.
E@ Set this to “OFF.”J J o o
§ i
I: = :l 1} O
[ @ Set | INPUT | of the power distribution unit to “ON.” ]
After 5 seconds elapse, the state becomes as shown below.
] QUTPUT
Buzzer: Stopped ﬁINPUT Osrckur ©) warning
Green: Lit ~ Green: Off  Red: Off ‘ Green: Lit
- ONLINE - i" o ]HE; INPUT Green: Lit
e 5000% OUTPUT Green: Lit
e ALARM Red: Off

e e b

e [
Duuuuuuuunim{

The state of the LEDs of all

@ Set this to “ON.”

g“a
1® @

UPS units becomes the same.

& [

When the UPS is working properly, the buzzer sound, LCD display, and LED state will be as

indicated in steps ® and @.

/—| When the power outage simulation test does not finish properly

~

>~

again from step ).

Check the possible causes and counter measures in the table below, and then conduct the power outage simulation test

~

Possible Cause

Countermeasure

Are both battery packs installed properly in all of
the UPS units?

Install both battery packs.
= §6.3.2 “Installing Battery Packs and Attaching Front
Panel”

Is the forced bypass switch | Forced Bypass | set to

the “Bypass” side?

Set the switch to the “Inverter” side.

=Step of §6.3.2 “Installing Battery Packs and Attaching
Front Panel”

Are the cables connected to the back of the UPS
properly?

Connect the cables properly.
= §6.3.3 “Wiring Between Units”

Is “Green OUTPUT” off?

Perform the ON operation properly.
=> Steps @ and @ of §7.3 “Power Outage Simulation Test”

Are “Red ALARM” and “Red WARNING” light?

Contact your supplier or SANYO DENKI.

Contact your supplier or SANYO DENKI when “Red ALARM” and “Red WARNING” light or when the UPS
\ does not operate properly even if you perform the corresponding countermeasure above.

V.

Check that the all UPS units operate properly.

\

This completes the power outage simulation test.
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§8. Operating Procedures

§8.1 UPS Startup

Follow the procedure below to start up the UPS.

Indications of breakers, LEDs,
and LCD in this manual S )

Breakers are displayed enclosed in [____| like

MAIN MCCB |, and LEDs of the LCD panel and UPS

unit control panel are indicated as “Green INPUT”
and “Red ALARM”, and the lighting states are
indicated as follows;

L)
3¢ {LED lights. %, : LED blinks.
The states and measurement values of the UPS are
indicated as “***¥” on the LCD screen.

@ Check that | MAINTENANCE BYPASS | of the power distribution unit is set to

“OFF,” and set | INPUT | to “ON.”

[ MAINTENANCE BYPASS | is set to “OFF,” and the lock cover is locked. Do not operate the switch.

[ @) Set | MAIN MCCB | on the front of all UPS units to “ON.”

)

Check that “Green INPUT” has changed from blinking to always on, and then proceed to step .

N\,
ﬂINPUT Opsacker ©) warning

OUTPUT

Green: Off

After approx. 5 sec. l

Green: Green: Off Red: Off
Blinking
i
Lit
SANYO DENKI S — 7l
SANUPS A11J o 3 )i @
000 K

- STANDBY -

B e eian s S
oS

B8 EHRREEEeRREReReReee
BEEEREEE00:

Vi=skxx Fi=skx

@ Set [INPUT tﬂ_

“ON.”

@ Check that | MAINTENANCE BYPASS|
is set to “OFF.”

[ @ Press .

J
Omeur Qeackr QwariinG

&
=]

@O

&[9
& [J

INPUT Green: Blinking—Lit
OUTPUT Green: Off
O asry Red: Off

The state of the LEDs of all
UPS units becomes the same.

UPS units to “ON.”

2 set on ﬂ

If the time between setting | MAIN MCCB | of each of the

UPS units to “ON” is 30 seconds or more, the buzzer

when | MAINMCCB | of all UPS units is set to “ON.”

makes a beep sound (continuous tone). The buzzer stops

] = [@Press.

[Select]=INV ON

kekkk

‘ — STANDBY -

BUZZER

@Q
4

@ ©
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©

[Back]=Cancel

The screen changes
after approx. 1 sec.

] When NG: The UPS cannot be
started.”?
INV ON
,,5’ Control NG
@ INV ON
Control OK

- ONLINE -

*kkkk

When OK: The UPS can be
started normally.
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[ ® Check that the LCD display and LEDs are in the states shown in the diagram below. ]

UTPY
-KéiINPUT Osrckur ©) warning %?é
Green: Lit  Green: Off Red: Off Green: Lit
&2 INPUT Grreen: Lit
Orr Qww Qs 8;’“‘;; Lo
- ONLINE - H ] a ] — OUTPUT Green: Lit
_—— @ ALARM Red: Off
2 /]
0000 ©® ]
I ) The state of the LEDs of all UPS

units becomes the same.

® If load devices are connected to the outlets on the front of the power distribution unit, set
the outlet breaker | OUTPUT* MCCB | corresponding to the connected outlets to “ON.”

‘Ei If the | OUTPUT* MCCB | corresponding to the

O O O‘A\I.I ‘ . . .

o | ] outlets to which load devices are connected is not
3000 ; set to “ON,” output will not be supplied from the

outlets.

Lo/ el
e emsss e et ]
fea e st

ﬁ Set | OUTPUT* MCCB]

=__ to“ON”

vie [ oligy

Next, turn on the power of the load devices.*2

[ @ Attach the front panel to the power distribution unit. ]

@ Hook the bottom first, and

then push in the top until it
clicks into place.

/—| Notes on UPS startup >

> 4

~
*1. If the “CONTROL NG” is displayed, the UPS cannot be started because, for example, there is an input power supply error.
Check the UPS status of “STATUS” in the home menu of the LCD panel and see §11 “Troubleshooting.”
2. Load capacity
If “OVER LOAD” is displayed on the LCD screen and the buzzer sounds in the “®kkx, skkx” (4 beeps, 4beeps,) pattern, when
the power of the load devices is turned ON, the load devices connected to the UPS exceed the rated capacity of the UPS.
Reduce the number of connected load devices. If this state persists even after reducing the load devices to the rated
capacity or less, check that all of the output cables connected between UPS units are connected properly. If there is a unit
without a cable connected, the total capacity will be reduced by an amount equivalent to the capacity of that unit, and an

overload state will occur even at a load capacity that is not above the UPS rated capacity.
S See §6.3.3 “Wiring Between Units,” and connect it correctly.

W,
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§8.2 UPS Shutdown

Follow the procedure below to shut down the UPS. Be sure to shut down the load devices prior to shutting down the
UPS.

[@ When load devices are connected to the outlets of the power distribution]

unit, set the corresponding outlet breaker | OUTPUT* MCCB | to "OFF."

[ @ Press any key on the LCD panel to display the screen. ]

[@Press . ] (3 [@Press. ]

|
Oneur - Qeackue QwarNING

‘ STATUS ’ __, Eg:x;:g::‘!\élow
@ EQ |
@ ®

N INV OFF
Control OK

The screen changes
after approx. 1 sec.

— STANDBY -
sofokk

[ ® Check that the LCD display and LEDs are in the states shown in the figure below. ]

mput (Q)ackup Q) wARNING OUTRUT
Green: Lit Green: Off Red: Off
Green: Off R

INPUT Green: Lit

T ouTPUT Green: Off
g @ ALARM Red: Off
O Ovor O
- STANDBY - ]
[e]e]oleX. 0] When shutting down the UPS daily, do not
OO OO touch | MAIN MCCB |. Leave it set to “ON.”

If the UPS will not be used for one week or more, proceed to step ©.

[ ® Set | MAIN MCCB | on all UPS units to “OFE.” ]

[ @ Set | INPUT | of the power distribution unit to “OFFE.”

If the time between setting of
each of the UPS units to “OFF” is 30 seconds
or more, the buzzer makes a beep sound
(continuous tone). The buzzer stops when

MAIN MCCB | of all UPS units is set to “OFF.”

The LCD panel
and all LEDs
will be off.

© Set o auj

UPS units to “OFF.”

@ Set this to “OFF.”

—

o If | MAIN MCCB | or | INPUT | is set to “OFF” while the UPS is operating, the batteries are discharged as if a power outage
occurred. Be aware that when the input supply is restored, the full capacity of the backup function will not be available

ol e
&

&
=]

until the batteries have had time to recharge.

e If the operation above is performed, the whole UPS system will stop. To stop just one of the UPS units, perform the
procedure described in “Shutdown Operation” of §8.3 “Operation Using UPS unit Control Panel.”

e Recharge the UPS periodically when you store the UPS for a long period after shutting down the UPS using the
procedure above. For details on charging, see (4) of §3.3 “Usage Precautions.”
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§8.3 Operation Using UPS Unit Control Panel

You can use the UPS unit control panel on the right side of the front of the UPS unit to start up and shut down the UPS.
The UPS unit control panel can be used to operate individual UPS units, so you can use it to shut down only a UPS
unit that has malfunctioned.

Startup Operation

@ Set | INPUT | of the power distribution unit to “ON.”

@ Set | MAIN MCCB | on all UPS units to “ON.”

@ Press the switch on any one UPS unit for at least 1 second.
All UPS units start.

all UPS units to “ON

@smonj

All UPS units start.

Oreur

Oourrir TN / (@ Press this for at
O nuan

least 1 second.

@ Set this to “ON.”

e
g

DDDDDDDDC%DDDDDDD

Shutdown Operation

To shut down any one of the UPS units

@ Press the switch of the UPS unit to be shut down for at least 1 second.
The UPS unit for which the shutdown operation was performed enters the standby state.

@ Set | MAIN MCCB | on only this UPS unit to “OFF.”

Only the UPS unit for which the shutdown operation was performed shuts down.

Operate only the UPS unit control panel
of the unit to be shut down.

©neur
Qourur

ALARM

@) Press this for at least
1 second*.

Only this UPS unit
shuts down.

@6

_—
\L® Set this to “OFF.”]

S[9
&

DDDDDDDD&DDDDDDD

f )
Notes
o Iated while | MAIN MCCB | on the UPS unit control panel is set to “ON,” the UPS operation is as follows.

» Startup Operation: If of any stopped UPS unit is operated, all of the stopped UPS units start.
» Shutdown Operation: If of any running UPS unit is operated, only the UPS unit for which the operation was
performed shuts down, and the other UPS units continue running.

® Do not continue operation for a long period when there is a mixture of running UPS units and stopped UPS units.
e About the * mark

In the case of the shutdown operation only, the operating procedure differs depending on the setting of " OFF
Operation of UPS unit control Panel" in the LCD panel setting menu.
For details, see §3.9 “Setting UPS Shutdown Operation” in the LCD Panel Operating Manual.

- J
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§9. Inspection and Maintenance

e Internal maintenance and inspection should be performed only by technically
qualified personnel. Electric shock, injury, burning, fuming, or fire could otherwise
result.

e Before beginning Inspection, shut down the UPS completely and remove the input power.
Failure to do so may result in an electric shock.

CAUTION | ® While the batteries are connected to the equipment, hazardous voltage is present. Never

touch any parts with your hand. Doing so may result in electric shock.

e Batteries should be replaced periodically. 0

Batteris used after their service life has passed may cause a fire.

The projected service life of this UPS is 10 years. During this period, the batteries must be replaced periodically.

There are routine checks to be performed by the user and maintenance to be performed by a service technician.
Some maintenance items are not able to be performed by the user, so be sure to submit a request for such work
to your supplier or SANYO DENKI when maintenance is required.

/—[ Customer ]

Routine checks (“Red ALARM” or “Red WARNING” lights. |
§9.1 “Routine Checks by Customer” I[I::> An error has occurred.

Battery test

. i (The batt 1t is NG (failure).
§4.1 “Running Battery Test’ |[|:> © battery result 18 (failure)

It is time to replace the batteries.

LCD Panel Operating Manual L )
When trouble occurs 'The trouble could not be resolved.
§9.3 “Resetting Output Outlet Breaker” |[|::> The UPS has malfunctioned.

§ J

§9.4 “Resetting Input Breaker or Main Breaker”
§11. “Troubleshooting’ Submit a request for
maintenance to your supplier.

Parts replacement and
repairs should never be
attempted by customers. \/

( : -
| Service technician

* What are service technicians?
This term is used to indicate service technicians from SANYO DENKI or entrusted by
SANYO DENKI with knowledge of this UPS.
Maintenance work must not be performed by other than a qualified service technician.
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§9.1 Routine Checks by Customer

CAUTION | * Do not use, for example, a wet cloth for cleaning. Doing so may result in electric shock.

e Be sure not to inspect the inside of the UPS.
Doing so may result in an electric shock, burn, injury, smoke, or fire.

e Do not touch the fan on the back of the UPS when cleaning the UPS or anywhere
around the UPS. Doing so may result in bodily injury.

When cleaning, do not connect a vacuum cleaner to the output terminal of the UPS.
Doing so may result in smoke or fire.

4 4%

Routinely check the following items.

@

® ©

Is the display state of the LLCD panel and UPS unit control panel abnormal?

= See §11 “Troubleshooting” and perform the countermeasure.

Is the buzzer sounding?
= If any buzzer sounds, see §10 "Buzzer Sounds” and perform the countermeasure.

Is the exterior of the UPS in any way damaged or deformed?
Is an unusual sound or odor emitted from the UPS?

Is the installation environment of the UPS suitable?
Are the humidity and temperature within the specified ranges?
= See §6.1.1 “Checking Installation Environment.”

Has the specified amount of space been provided at the front and back of the UPS?
If the air intake or exhaust vent is blocked, the internal temperature of the UPS will rise, which may result in a
malfunction of the UPS.
= See §6.1.2 “Checking Installation Space.”

Remove any dust or dirt adhering to the intake and exhaust vents.
Dust or dirt adhering to parts inside the UPS may result in a malfunction of the UPS.

Perform the battery backup time test periodically.
When the UPS is shipped from the factory, it is set up to perform an automatic battery test once every 180 days.
If you changed the setting for the schedule of the automatic battery test in §3.14 of the LCD Panel Operating
Manual to “None,” see §4.1 “Running Battery Test” in the LCD Panel Operating Manual and periodically
perform a manual battery backup test. Depending on the result of the test, replace the batteries.

/_| Estimated battery replacement 1nterva1/ ~

The battery service life is affected by operating conditions such as ambient temperature and the
number of discharge cycles. Ambient temperature has a particularly strong influence as indicated in
the following table.

o Ave?age Ambient Pl Segieo L Battery Replacement
perating Temperature Interval

25°C (77°F) 5 years 4.5 years

30°C (86°F) 3.5 years 3 years

35°C (95°F) 2.5 years 2 years

40°C (104°F) 1.7 years 1.5 years

Using a battery after its service life has expired may result in battery leakage, and in the worse case,
smoke and fire. Request that the battery be replaced early as a preventative measure. )

-

§9.2 Battery Test

Test the batteries. You can do this without stopping the load devices connected to the UPS. When the UPS is shipped
from the factory, it is set up to perform an automatic battery test once every 180 days. To change the schedule of the
automatic battery test, see §3.14 “Setting Battery Test Schedule” in the LCD Panel Operating Manual.

If the UPS has performed a backup operation within 12 hours prior to the test, the result may show an error. In such a
case, conduct the test again when the UPS has not performed a backup operation within the last 12 hours.

To perform a manual backup test:

E> [See §4.1 “Running Battery Test” in the LCD Panel Operating Manual. ]
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§9.3 Resetting Output Outlet Breaker

If an output outlet breaker trips, power supply from the outlet corresponding to the tripped breaker stops.
Follow the procedure below to reset the breaker.

(D Check that there is no abnormality with the connected load device, and reduce the load capacity.
@ Open the front panel of the power distribution unit.

@ Reset the tripped output outlet breaker on the front of the power distribution unit.
@ Attach the front panel.

2 Remove the front panel as follows.

1. Press the buttons on the left and right
to the direction indicated by arrows.

2. Pull open the front panel toward you

\ to “ON.”

]
ﬁ Set [OUTPUT * MCCB]

from the top
3. Remove the bottom.

@ Hook the bottom and push the top part.

§9.4 Resetting Input Breaker or Main Breaker

If the total capacity of the load devices connected to the UPS exceeds the rated capacity of the UPS, the main breaker
MAIN MCCB | of the UPS unit control panel of the UPS unit or the input breaker | INPUT | of the power distribution unit

trips. If a breaker is tripped, the power supply stops. Follow the procedure below to reset the breaker.

(D Check that there is no abnormality with the connected
load devices, and reduce the load capacity.

If | INPUT | is “ON” when | MAIN MCCB | of any of the UPS
units is tripped (OFF), the LCD display and LED indicators
will be as shown in the figure below. When | INPUT | is

Proceed to the corresponding procedure depending on the tripped (OFF), the LCD panel and LED indicators will all be

state of the UPS. off and the UPS will be stopped.
[ When the UPS is stopped ] When the LCD panel and LEDs are in the
trip state shown in the figure below
The input breaker | INPUT | is tripped. The main breaker | MAIN MCCB | is tripped.
Follow the procedure below to reset | INPUT |. Follow the procedure below to reset | MAIN MCCB |.
2 Open the front panel of the power distribution unit. (@ Set the tripped | MAIN MCCB | of the corresponding
See the figure in step @ of §9.3. UPS unit to “ON.”
@ Set | MAIN MCCB | on all UPS units to “ON.” @ Check that the states of the LCD panel and LED
@ Set [ INPUT | to “ON.” indicators are as shown in step @ of §8.1 “UPS

Startup.”
® Check that the states of the LCD panel and LED indicators artap

are as shown in step ® of §8.1 “UPS Startup.”
® Attach the front panel to the power distribution unit.

Tripped state — After reset

ﬁWARNING Red: Lit — Off
Tripped state Tripped state — After reset
BYPASS ﬁ%é(ALARM Red: Lit - Oft
Byp Fuse Error i i g
o )
Aft t l i : 5N
e rese 0000 Set the main breaker
- ONLINE - MAIN MCCB | to “ON.”
& o
Set the input breaker :| I

iy —
INPUT | to “ON.” j

ie [ open
vie [ ol




Buzzer Sounds

§10. Buzzer Sounds

The buzzer sounds to indicate a UPS status error or change.

Check the sound pattern and see the following table for the countermeasures to take.

Press to stop the buzzer.

Sound Pattern LCD Indication LED Status UPS Status Countermeasure
e Set the number of connected UPS units properly.
See §3.19 “Setting Number of UPS Units in Parallel
. . Th ber of ted
) Total Unit# Err Red ALARM Lit UPeSnlleri}tse;; d iﬁzzzi t?ng Connection” in the LCD Panel Operating Manual
Continuous tone Fatal Error Red WARNING Lit value differ. e Check whether the interface cables between the
* units are connected properly. See §6.3.3 “Wiring
Between Units.”
Fatal Error Red ALARM Lit X The UPS.haS Contact your supplier or SANYO DENKI.
Red WARNING Lit |malfunctioned.
[When bypass power Cﬁlectk Fhe 1.(t)3d capacity and whether there is a
Red ALARM Lit  |supply] poortaret.
Byp Fuse Error . WAIN MCCB | has tripped If the load capacity is large, reduce the number of
Red WARNING Lit (OFP bp connected devices, and set | MAIN MCCB | to “ON.”
i See §9.4 “Resetting Input Breaker or Main Breaker.”
AUX2 Error B k| Lhe Auxillary POWer SUPPLY | Gontaet your supplier or SANYO DENKL
LCD Error Red WARNING Li¢ |- 2¢ LCD panel has Contact your supplier or SANYO DENKI.
malfunctioned.
When the utility power is restored, the UPS will
restart automatically depending on the setting value
Batt Vol End Red ALARM Lit The batteries are of “UPS Operation Upon Power Recovery” in the LCD
Red WARNING Lit |exhausted. panel setting menu. See §3.7 “Setting UPS Operation
Upon Power Recovery” in the LCD Panel Operating
Manual.
Input Error Power is being supplied e Check that the i.np1:1t voltage and input
Green INPUT . frequency are within the rated ranges.
2 seconds Input Freq Err L from the batteries because S “Specificati ”
I \ Input Vol Hi Blinking of an input voltage or input ce §12.4 Specifications. « ”
ok ok Input Vol Low Green BACKUP Lit e Are [ INPUT | and | MAIN MCCB | set to “OFF™?
2beeps 2 beeps frequency error. If they are set to “OFF,” set them to “ON.”

Test Condition
Testing

The UPS is performing a
battery test.

Wait for the battery test to end.

To stop the battery test, see the procedure to stop
the battery test in §4.1 “Running Battery Test” in
the LCD Panel Operating Manual.

e Check that the input voltage and input

. Green INPUT s
Continuous beeps Blinkin frequency are within the rated ranges.
HAAAAFAAK + + + Batt Vol Low J The battery voltage is low. See §12.4 “Specifications.”
Green BACKUP Lit o Are [ INPUT | and [ MAIN MCCB | set to “OFF?
If they are set to “OFF,” set them to “ON.”
2 seconds The load capacity of devices
Sotolok ®kkx | Over Load _ 103(1]:01}(8;::11 zz ttllr;tests?&l:al Redqce the number of load devices connected to the
4 beeps 4 beeps UPS exceeds the rated terminal block and outlets of the UPS.
capacity of the UPS.
[When UPS starts] « . .
2 seconds Batt Vol Error _ The batteries are not See §6.3.2 “Installing Battery Packs and Attaching
connected. Front Panel” and securely attach the battery packs.
7 beeps 7 beeps See §7.2 “Charging UPS,” charge the batteries for at
Last Result [When performing battery |least 12 hours, and then see §4.1 “Running Battery
BATTST: NG _ test] Test” in the LCD Panel Operation Manual and
B ATTST: S ded The battery check result perform the battery test again. If the result is the
- ouspende was an error. same, the batteries need to be replaced. Contact
your supplier or SANYO DENKI.
Battery replacement is recommended.
tact 1i ANYO DENKI early.
9 seconds Contac Bg%%gr supplier or S (6] early.
[ ini 2
e e ... |Batt Life Warn _ The remaining battery Press to stop the buzzer.
service life is 6 months. . . .

5 beeps 5 beeps The buzzer will sound again each time you start
the UPS. This will continue until you replace the
batteries.

The batteries need to be replaced.
Contact your supplier or SANYO DENKI.
- R
Batt Life End — The service life of the Press to stop the buzzer.
batteries has ended. = . .
The buzzer will sound again each time you start
the UPS. This will continue until you replace the
batteries.
If any other trouble occurs or you think there is a malfunction, contact your supplier or SANYO DENKI. ]
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§11. Troubleshooting

—

CAUTION

e Internal maintenance and inspection should be performed only by technically qualified personnel.
Electric shock, injury, burning, fuming or fire could otherwise result.

e Before beginning Inspection, shut down the UPS completely, and remove the input power. Failure
to do so may result in an electric shock.

e While the batteries are connected to the UPS, hazardous voltage is present. Never touch any parts
with your hand. Doing so may result in an electric shock.

Check the status of the UPS and see the following table for the countermeasures to take.

1/3

UPS Status

L.CD Indication

LED Status

Countermeasure

The UPS does not start.

Green INPUT Off

Is the input power supply connected to the input/output terminal block of
the UPS properly?

See §6.4 “Wiring Inputs/Outputs,” and connect it properly.

Are all the cables between the UPS units connected properly?

See§6.3.3 “Wiring Between Units,” and connect each of the cables properly.
Are | INPUT | and | MAIN MCCB | set to “ON"?

See §8.1 “UPS Startup" and check the correct operating procedure.

The buzzer sounds when
the UPS starts.

Batt Vol Error

Are the battery packs installed properly?

Stop the UPS, and then see §6.3.2 “Installing Battery Packs and Attaching
Front Panel,” and securely install the battery packs. After installing the
battery packs, restart the UPS and check that the buzzer does not sound.

Gr‘eeq INPUT o The settings of each UPS unit differ. See step B of §7.1 “Setting and
When the UPS starts, (]érhnkuz)gUTPUT Checking UPS Settings,” and restart the UPS units.
all of the LEDs of the - Bfi?leigng o Are the interface cables between the units connected properly?
UPS units blink. Red ALARM See step @ of §6.3.3 “Wiring Between Units,” and connect the interface
Blinking cables between the UPS units properly.
o Is the input power supply connected to the UPS properly?
See §6.4 “Wiring Inputs/Outputs,” and connect it properly.
_ Green OUTPUT Off | * Check that the input voltage and input frequency are within the rated
ranges. See §12.4 “Specifications.”
e Was the startup operation performed in accordance with the correct
procedure? See §8.1 “UPS Startup” and check the correct operating procedure.
o Are [ INPUT | and [ MAIN MCCB | set to “ON"?
See §8.1 “UPS Startup” and check the correct operating procedure.
e Has | INPUT | been tripped (OFF) by an overload or short circuit state?
- All: Off Check the load capacity and whether there is a short circuit. If the load
No power is supplied capacity is high, reduce the number of load devices connected to the outlets
from the output outlets or terminal block of the UPS, and set | INPUT | to “ON. See §9.4 “Resetting
or terminal block of the Input Breaker or Main Breaker.”
PS.
UPS Input Error e Is the voltage of the UPS set properly?
Input Freq Err  |Green INPUT See §3.1 “Setting Voltage” of the LCD Panel Operating Manual, and check
Input Vol Hi |Blinking the setting. . .
Input Vol Low e Check that the input voltage and input frequency are within the rated
ranges. See §12.4 “Specifications.”
. Is the output outlet breaker set to “ON” or has it tripped? See §8.1 “UPS
—~ONL INE- ¢ p PP
Green OUTPUT Lit Startup” or §9.3 “Resetting Output Outlet Breaker.”
Remote OFF — e The remote OFF signal is set to “ON.” See §5.4” External Interfaces.”
EPO ON — e The EPO signal is set to “ON.” See §5.4 “External Interfaces.”
o Was the shutdown operation performed in accordance with the correct
procedure?
See §8.2 “UPS Shutdown.” However, bypass power supply will continue
during bypass operation if it was started by, for example, a change over with
the forced bypass switch, an overload, or malfunction.
ONL INE G OUTPUT Lit o If the shutdown operation was performed by pressing on the UPS unit
- - reen i
control panel, was the shutdown operation performed in accordance with
the setting value? Is “UPS Shutdown Operation” in the LCD panel setting
Power from the output menu set to “3 Sec.” (3 seconds) or “Unique” (special operation)?
outlets or terminal block See §3.9 “Setting UPS Shutdown Operation” in the LCD Panel Operating
of the UPS does not Manual and check the setting value.
stop. The default setting is “1 Sec.” (1 second).
e Is “UPS Operation at OFF” in the LCD panel setting menu set to
—BYPASS- Green OUTPUT “BYPASS™?
Blinking See §3.11 “Setting UPS Operation at OFF” in the LCD Panel Operating
Manual and check the setting value. The default setting is “OFF.”
Nothing is Red ALARM Lit
indicatfd All other LEDs are e The UPS has malfunctioned. Contact your supplier or SANYO DENKI.

off.
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2/3
UPS Status LCD Indication LED Status Countermeasure
o Was on the LCD panel or on the UPS unit control panel pressed
~STANDBY~ Green INPUT Lit accidentally and set to “OFF”?
Perform the correct procedure to set it to “ON.”
o Has the output outlet breaker of the power distribution unit tripped?
The breaker may have been tripped by an overload or short circuit.
. Check the load capacity and whether there is a short circuit.
~ONL INE- SO, .
Grreen INPUT Lit If the load capacity is high, reduce the number of load devices connected to
the outlets or terminal block of the UPS. See§9.3 “Resetting Output Outlet
Breaker.”
o Has the main breaker | MAIN MCCB | tripped?
The breaker may have been tripped by an overload or short circuit.
Power from the Check the load capacity and whether there is a short circuit.
output outlets or Byp Fuse Error Red ALARM Lit If the load capacity is high, reduce the number of load devices connected to
terminal block of the Red WARNING Lit the outlets or terminal block of the UPS. See §9.4 “Resetting Input Breaker or
UPS stopped during Main Breaker.”
operation. e Are the output cables between the UPS units connected properly?
See §6.3.3 “Wiring Between Units,” and connect the cables properly.
e Has | INPUT | tripped?
The breaker may have been tripped by an overload or short circuit.
- All: Off Check the load capacity and whether there is a short circuit.
If the load capacity is high, reduce the number of load devices connected to
the outlets or terminal block of the UPS. See §9.4 “Resetting Input Breaker or
Main Breaker.”
. Is the remote OFF signal being input? See §5.4 “External Interfaces,” and
Remote OFF ¢ 8 g np g
emote Gree INPUT Lit check whether the external control terminal is connected properly.
. s 0 « »
EPO ON Green INPUT Lit e Is the EPO signal being input? Seg §5“4 External Interfaces,” and check
whether the external control terminal is connected properly.
An overload state o Are all of the output cables between the UPS units connected to the back of
oceurs oven though the UPS units properly?
th ted 1 gd If there is a UPS unit that is not connected, the total capacity will be reduced
a e'comtfc e " oa q Over load — by an amount equivalent to the capacity of that unit. See §6.3.3 “Wiring
t}(;)w[cjess 0 IEO dexcee Between Units,” and connect it correctly.
Ca;aci e o Is [ NAINTENANGE BYPASS | set to “ON"?
v If it is set to “ON,” set it to “OFF.” Set the switch to “OFF” for UPS operation.
Power from the output e Have the batteries deteriorated? Check the time to replace the batteries.
outlets or terminal The battery service life will vary depending on the ambient temperature.
block of the UPS - — Early battery replacement is recommended.
stopped during a e Did a power outage occur within the last 12 hours? The remaining capacity of
power outage. the batteries may be low. Sufficiently charge the UPS.
— — e The alarm buzzer sounds when a state change, warning, or error occurs in
The buzzer sounded.
the UPS. See §10 “Buzzer Sounds.”
The buzzer does not o Is “Buzzer” in the LCD panel setting menu set to “SILENT (stopped).”
sound - - See §3.8 “Setting Buzzer Condition” in the LCD Panel Operating Manual and
’ check the setting value.
Nothing is displayed _ _ e Is the UPS unit and LCD panel connected properly with the connection
on the LCD panel. cable? See §6.3.2 “Installing Battery Packs and Attaching Front Panel.”
Cannot operate the _ _ e Is the UPS unit and LCD panel connected properly with the connection
LCD panel. cable? See §6.3.2 “Installing Battery Packs and Attaching Front Panel.”
The LED thy
UPS anit comto] _ ALL: Off o Are [ INPUT | and [ MAIN MCCB | set to “ON"?
panel do not light. See§8.1 “UPS Startup” and check the correct operating procedure.
The LEDs on the
UPS unit control _ All LEDS on one e Is | MAIN MCCB | of the UPS unit for which the LEDs do not light set to “ON"?
panel of one UPS UPS unit are off. See §8.1 “UPS Startup” and check the correct operating procedure.
unit do not light.
Cannot operate the
UPS unit control - Red ALARM Lit e The UPS has malfunctioned. Contact your supplier or SANYO DENKI.
panel.
o Are | INPUT I and | MAIN MCCB | set to “ON”? If they are set to “OFF,” set them
Battery power Input Error to “ON.”
supply continues. Input Freq Err ] (If | INPUT | or | MAIN MCCB | is set to the “OFF” during normal operation, the
Povaer supply Input Vol Hi Green BACKUP Lit operation will become the same as for a utility power supply failure and the
switches to battery Input Vol Low power supply will switch to battery power.)

power frequently.

Check that the input voltage and input frequency are within the rated
ranges. See §12.4 “Specifications.”

Cannot perform a
battery test.

o Abattery test cannot be performed when:
(1) The inverter is stopped.
(2) The bypass power supply is active.
(3) The battery operation is being performed
(4) A shutdown is being performed by, for example, a remote operation.
(5) The UPS has malfunctioned.
(6) During asynchronous operation
(7) “60Hz” or “60Hz” is set in §3.3 “Setting Frequency” in the LCD Panel
Operation Manual,
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3/3
UPS Status L.CD Indication LED Status Countermeasure
e When “Auto” is set in §3.3 “Setting frequency” in the LCD Panel Operation
Manual; is the UPS being on asynchronous operation? The UPS cannot
switch to UPS power supply from the bypass power supply during
asynchronous operation. Check the UPS operation status. See §2 “Viewing
UPS Information”.
When “60Hz” or “60Hz” is set; the UPS cannot switch to UPS power supply
unless the input frequency is within the specified tracking range (£1%, 3%, or
+5%) set in §3.2 “Setting Synchronous Frequency Tracking Range”. Check the
input frequency.
e Check that the forced bypass switch ’W‘ is set to “Inverter.”
The forced bypass switch | Forced Bypass | is located inside the front panel of
the UPS. Remove the front panel to check. See step @ of §6.3.2 “Installing
The UPS does not Battery Packs and Attaching Front Panel.” If the forced bypass switch is
switch from bypass set to “Bypass,” set it to “Inverter” and then press again to
power supply to UPS | _ switch to UPS power supply.
?ower supply o If “Overload Recovery Operation” in the LCD panel setting menu is set to
ng;ft)er power “Auto Ret BYP,” the UPS switches to bypass power supply when there is an
¥y overload, and after the overload continues for a certain period of time,
switches back to UPS power supply automatically. If the overload condition
persists, the UPS switches to bypass power again, and this cycle is repeated.
See §3.10 “Setting Overload Recovery Operation” in the LCD Panel
Operating Manual.
o If “Overload Recovery Operation” in the LCD panel setting menu is set to
“Stay on BYP,” bypass power supply continues when the overload condition
continues. When the overload condition is resolved, the UPS switches to UPS
power supply.
If the voltage of the utility power supply is low and the load current is at or
below the overload detection threshold when the UPS switches to bypass
power supply, the UPS continues to switch between UPS power supply and
bypass power supply. See §3.10 “Setting Overload Recovery Operation” in the
LCD Panel Operating Manual.
The device connected o Is the PDU interface cable at the back of the UPS connected properly?
to the external _ _ If this cable is not connected, the external interface section will not work. See
interface section does §6.3.3 “Wiring Between Units,” and connect the PDU interface cable
not work. properly.
e Is “Interface” in the LCD panel setting menu set to “WS” (workstation)?
See §3.5 “Setting PC Interface” in the LCD Panel Operating Manual. The
When using the default setting is “WS” (workstation).
power management o Is “Serial Baud Rate” in the LCD panel setting menu set properly? See §3.6
software (option), - - “Setting Baud Rate” in the LCD Panel Operating Manual. The default
serial communication setting is “9600bps.” Set the same setting value as that of the power
fails. management software.
e Is the communication cable connected properly? Connect the computer and
UPS properly.
X?j\f;:}slzgzzvteie e Check the settipg value of “UF"S Operation Upon }?ower Recqvery” in the
UPS has shut down LCD par?el setting menu. If it is set to “STOP, ” the inverter will not start
due to battery auto.ma}tlcal.ly. « N . N .
exhaustion during a - - If this 1te‘m is set to EATT>30%, BATT>50%,” or B.A:|'T>80%, the UPS will not‘
power outage, the start until the batteries are charged to the specified level. The default setting
UPS does not restart is “Auto.” See§3.7 “Setting UPS Operation Upon Power Recovery” in the LCD
automatically. Panel Operating Manual.
The UPS does not o If “When power failure recovered, automatically start the UPS” of the
start automatically at “Configuring the UPS control conditions” items described in the User Guide
the time set for of the Power Management Software is selected and a value between “10” to
scheduled operation _ _ “90” is set for the specified value (%), the UPS will not start even at a
in the power scheduled start time if the batteries are not charged to the specified value.
management When scheduling ope'ration for the UPS, set 't}}is spgciﬁed value (%)' to "0".
software (option). For details, see “Setting the Shutdown Conditions” in the User Guide of the
Power Management Software.
e The UPS for which “Red ALARM” is on has malfunctioned.
Contact your supplier or SANYO DENKI.
Red ALARM of one Red ALARM of Normally operating UPS units will continue running. In such a case, power
UPS unit lighs. — one UPS unit supply may be repeatedly switched between bypass power supply and
Lit. inverter power supply.
See the “The UPS does not switch from bypass power supply to UPS power
supply.” item in §11 “Troubleshooting.”
o When there is a power outage, “Red ALARM” lights if the battery is
Red ALARM lights. | — Red ALARM Lit exhausted.

In cases other than the above, the UPS has malfunctioned.
Contact your supplier or SANYO DENKI.

If the UPS does not operate normally even if you perform the countermeasures above, or if any other trouble occurs or
you think there is a malfunction, contact your supplier or SANYO DENKI.
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§12. UPS Characteristics

§12.1 Basic Operation

(1) When normal operation
During normal operation, the UPS converts AC power from
the utility power source into DC power through the rectifier,

and reconverts this DC power back into AC power through the ;’;&J‘;

inverter and supplies it to the load. The output power is stable
AC power synchronized with the input power source. The
batteries are kept continually charged and ready in case a
problem (power outage or voltage drop) occurs with the utility

supply.
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Inverter

Output

Rectifier
(converter)
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(2) When failure of utility power
When a failure or a power outage occurs at the utility power
source, the rectifier and charger stop operating while inverter -

. . . . Utility
operation continues, now using the batteries as a DC source to power
produce AC voltage, to ensure stable power supply to the load
without even a momentary power dropout. At the same time,
the buzzer sounds the battery operation alarm, and “Green
INPUT” starts blinking.
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(3) When battery voltage drops
When a failure or a power outage at the utility power source continues, the battery voltage drops to approximately
178 V or less, the buzzer sounds, and “Batt Vol Low” is displayed on the LCD screen.

(4) When recovery of utility power
When normal utility power is restored, rectifier and charger operations resume, automatically returning to the
normal operation state described in §12.1 (1).

(5) Extended power outage
If a power outage persists and the battery voltage reaches the final discharge level of approximately 168 V, a
protective circuit shuts off the inverter to prevent over-discharging of the batteries. When normal utility power
recovers after the inverter has been stopped automatically, operation is automatically resumed*, returning to the
normal operation state described in §12.1 (1).
* When “UPS Operation Upon Power Recovery” in the LCD panel setting menu is set to “STOP”, inverter output
remains stopped.

§12.2 Protective Functions

(1) Overload protection

If the UPS output is overloaded by the current capacity of the

inverter being exceeded, such as when a computer system boots

up, the output selector automatically switches the source of power éﬁ'v'\‘,‘eyr L

from the inverter to bypass circuit without interruption. Once the

overload state is resolved, the source of power is switched to the
inverter, and operation returns to the normal operation state.

* When “Overload Recovery Operation” in the LCD panel setting
menu is set to “Auto Ret BYP,” the UPS switches the source of
power to the inverter without interruption when the overload is
resolved, and operation returns to the normal operation state.

Output

Rectifier
(converter)

Inverter

Output selector
switch

(2) UPS unit failure protection

If a failure occurs in the UPS unit, the unit in which the failure

occurred is cut off automatically, and inverter power supply is

continued from a normally operating units. At the same time,

“Red WARNING” on the LCD panel lights and the “Red ALARM"

LED on the UPS unit control panel of the malfunctioned UPS -

unit lights and the buzzer sounds. One of the following occurs

depending on the size of the load current. vty | Power distribution unit R

(@ If the load current does not exceed the total current of the power - P Outeut
Maintenance bypass breaker

normally operating unit, inverter power supply is continued.
@) If the load current exceeds the total current of the normally

operating units, power supply is switched from inverter power

to bypass operation.

The operation becomes the same as that indicated by the *

mark in (1) of §12.2 above in accordance with the LCD panel

setting menu.
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Indication of the marks in the table as folllows.

§12.3 Protective Function Table

The following table shows the functions and operations to protect the UPS.

Lit LED:
Blinking LED:
Buzzer alarms: 1) to ®

Sending of transmission signal: O

Indicators/Indications of . . .
LCD Panel and UPS Unit Control Panel Alarm Transfer Signal and Contact Signal Output ]{J"rotestlve
Item Buzzer| AC |Battery]| . u(r{;:Plé)ns Notes
Green | Green | Green | Red Red LCD . Input [Voltacel AC [Inverter| Bypass| Device 1
INPUT [OUTPUT|BACKUP|WARNING|ALARM| Indication*1 2 ErI;'or Dro g output [Output|Output| Error operations)
Preparation -6'- — — — — ~STANDBY- — — — — — — — ?;;ﬁlil;r and Receiving
’ s ororr operition power
U AR ¥ —ONL INE- Inverter [Receiving
Normal -/?\- -/?\- ook O o operation power
Normally 1 1 1
. Nz | s . V- | —SYS FAILURE- N _ _ Inverter
s gOperatingl SOF | J€C 795 s | D ©l0 O loperation
& 3| Unit 3
& | Malfunc S/ | SAy | -SYS FAILURE- .
tioning — | =-@= |=@= @) — — O O — O [Stop inverter
Unit 20N | 21N Fokkokok
—-BYPASS-
Overload — - - ko @ - — O — O — —
Bypass power
—BYPASS- supply IManual switch|
Forced Bypass — — — stk — — — O — O — to bypass
operation
Input Over s, —-BATTERY-
Voltage ,?\ - - sofookokok @ @) - O O — —
Input Over
Voltage 1, —BATTERY-
(Prolonged, -~ - - @ O @) O @) - -
7N Hokkokokok
battery voltage 1
drop)
1, -BATTERY- Stop rectifier
Power Outage -Q=| — — ® O — O O — —
Power Outage inverter operation
(Prolonged, _\é'_ _ _ —BATTERY- @ O O O O — - :) ‘(,eration
battery voltage N sokskkkK P
drop)
Input Error s, —-BATTERY-
(Frequency) ,?\ - - I @ @) - O O — -
e, D N BATTERY
(Prolonged, ~a _ _ - - _ _
battery voltage ,?\ Fokkofokok @ O O O O
drop)
Complete 1 1 Stop inverter
Sls | 8o -BYPASS-
Battery — | == |=@= @ O — O — O — |Bypass power |—
X 20N | 21 sokkokokok
Discharge supply
Battery :6'_ _\6/_ . B B otk ® B _ o o _ _ E;ttenes
Voltage Error | 2y | 27 Batt Vol Error connected
Battery . .
Remaining NoZ | SN2 —okkotokok— Inverter
Service Life /?\ /?\ Batt Life Warn ® o O operation B
Warning
Battery Service| ™ 1o | s1s —hokokofook—
LifeEnd | 795795 7 | T | T |Batt Life B ©| - | -0 ]10 | | - -

*1. The “kxx#4%” indication on the LCD indicates the UPS status, etc.

*2. Buzzer sound patterns:

@ = Continuous tone
@ Kokewnnen Kokewn e

B kwkkopkicks « e e Continuous tone

@ skokskok s x s mnn skokskok = x s v e n

@ SKokokoksk s s v v e e sokskokk e v e e e

®

If the UPS has malfunctioned, contact your supplier or SANYO DENKI.

See §10. “Buzzer Sounds” and perform the corresponding countermeasure.

*3. In the following cases, the UPS switches to bypass operation when a serious failure occurs.

o When only one UPS unit is connected.
o When all UPS units have malfunctioned.

BUZZER
STOP

Press to stop the buzzer.

o When a malfunction occurs and operation with a normally operating UPS unit will result in an operation overload state.
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§12.4 Specifications

[UPS Characteristics

Ttem Standard or Performance Notes
- Standalone 3U A11J502SA002 A11J103SA002 A11J153SA002 A11J203SA002
3 Type 4U A11J5025A002-4U A11J103SA002-4U A11J153SA002-4U A11J203SA002-4U
20 Rack Mount 3U A11J502SA002RM A11J103SA002RM A11J153SA002RM A11J203SA002RM
Type 4U A11J502SA002RM-4U |A11J103SA002RM-4U |A11J153SA002RM-4U [A11J203SA002RM-4U
Output capacit N units setting 5 kVA/4.5 kW 10 kVA/9 kW 15 kVA/13.5 kW 20 kVA/18 kW Selectable
PUt CAPACY I T unit setting] — 5 kKVA/4.5 kW 10 KVA/9KW 15 kVA/135 kW [Default: N units setting
Cooling system Forced air cooling
Input terminals Terminal block M8
Number of phases Single-phase, 2-wire
Voltage 200V, 208V, 220 V, 230 V, 240 V Osii;itfgﬁt igited voltage same as
+ iati 2 -40° 59
S (Allowable variation range: -40% to +15%) Default: 200 V *]
= lAuto-detect, fixed setting
% Frequency 50 Hz or 60 Hz selectable
[Default: auto-detect *2
Power requirements 5.5 kVA 11 kVA 16.5 kVA 22 kVA [Max. capacity flurmg battery .
[recovery charging 3
Input power factor 0.95 or more [During rated input voltage *4
Qutput terminals Terminal block M8, NEMA L6-30R x4
Number of phases Single-phase, 2-wire
Voltage 200V, 208V, 220V, 230V, 240 V [Default: 200 V
Voltage accuracy Within rated voltage +2%
[Same as input frequency
Frequency 50 Hz or 60 Hz [(auto-select)
1%, 3%, and 5% selectable  *2
s [When free running operation, or
+1%, 39 59 . . s
Frequency accuracy Within rated accuracy +1%, 3%, or 5% Ifrequency fixed setting: Within
H0.5%
- Voltage waveform Sine wave
§~ Distortion factor of voltage Linear load: 3% or less [During rated output
3 waveform When rectifier load: 8% or less
O . 0% & 100% at transient or outputf
< E aé Rapid load change witch
% % § Power outage, recovery Within rated voltage +5 % [During rated output
) 33
£ ” ¥| Rapid input voltage L. 10% variation
change
Load power factor 0.9 (lag) [Variation range 0.7 (lag) to 1.0
Overcurrent |N units setting 110% or more JAuto switching to bypass circuit
protection |N + 1 unit settin; [ 220% or more [ 165% or more [ 147% or more [With auto return function *5
1 1 0, 0,
T = |Inverter N units slettmgl' 110%/118% — 1-minute period / instantaneously
£E N + 1 unit settmgl - | 220% / 236% | 165% / 177% | 147% / 157%
g s N units settin 200%/800% .
5 5 units setting
) B 30- d d / 2 cycl
| Y5 N+ 1 unit setting] - [ 400%/1600% | 300%/1200% | 267%/ 1067% seconc perioc /=2 cycies
Type Small-sized valve regulated lead-acid battery
. 16 in serial for each UPS unit.
Quantity 16 32 48 64 (12 Vibattery)
g 3U 5 Ah / battery
‘= | Rated it 20 hour-rat
§ ated capacity ] 9 Ah / battery 0 hour-rate
E Backup ti 3U 5 minutes when load power factor 0.8, 4 minutes when load power factor 0.9 IAt 25°C (77°F) ambient
ackup time L
4U 10 minutes when load power factor 0.75, 7 minutes when load power factor 0.9 femperature, initial value *6
Expected service life 5 years At 25°C (77°F) ambient
temperature
Generated heat 350 W 730 W 1100 W 1500 W [During rated output
Input leakage current 12 mA or less 15 mA or less 20 mA or less 25 mA or less
Operating environment Ambient temperature: 0 to 40°C (32 to 104°F), relative humidity: 20 to 90% [No condensation *7

Acoustic noise

45 dB or less

50 dB or less

50 dB or less

50 dB or less

1 m (40 inches) from front of UPS,
|A characteristics

*1. The allowable voltage range of AC input is as follows.

Condition

Allowable voltage range

+ When load factor is less than 70%

-40%~+15%

+ When load factor exceeds 70%
- At UPS start up

-20%~+15%

*2

When load factor is less than 70%,
voltage error detection point is -40%,
voltage recovery detection point is -20%.

. When the auto-detect setting is set, you can select a synchronous frequency tracking range from £1%, 3%, and +5%. (at shipment: +3%).

And the allowable range for the input frequency is +8% on the auto-detect setting. When the fixed setting is set, the output frequency is
fixed to the set frequency (50 Hz or 60 Hz) regardless of the input frequency. And the allowable range for the input frequency is 40 Hz to
120 Hz on the fixed setting. When the input frequency recovers from being outside the allowable range, the range is +8% regardless of the
setting. Also, even when either setting is set, the inverter will not start if the input frequency is not within the range of the values (+1%,
+3%, or +5%) set for the synchronous frequency tracking range.

*3.

When N+1 unit is set, the value becomes as shown in the table below.

Model

A11J502

A11J103

A11J153

A11J203

Load capacity

5 kVA

10 kVA

15 kVA

Required capacity

- 6.2 kVA or less

11.7 kVA or less

17.2 kVA or less

*4,
*5

*

[=2]

battery specifications instruction manual.

*

3

temperature exceeds 30°C (86°F).

When the distortion factor of the input voltage waveform is less than 1%.

. The inverter is capable of operation synchronized with AC input frequency and switchover operation without interruption provided that the
AC input frequency is within the rated frequency range, and the AC input voltage is within the rated voltage range.

. Some of the specifications for a UPS with long backup times differ from the specifications listed in the table above. See the extension

. The UPS contains batteries. The battery service life will be foreshortened if the UPS is used in an environment where the ambient
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.§ 13. Warranty

Warrantyv for use in Japan: 1 vear

Warranty for use Overseas: 1 year

Warranty for use in North America: 3 vears*

* Valid only when the UPS is purchased from a vendor recognized by Sanyo Denki.

In the above areas, this product is warranted for the specified periods against electrical
failures due to materials or workmanship.

Free repair or replacement by a product with equivalent functions will be made when it is
determined that failure has occurred because of defects in materials or workmanship.

This warranty is void in the event of any modification or change to the product supplied by
Sanyo Denki.

This warranty is void in the event of any improper use of the product supplied by Sanyo
Denki, or failure to use the product as specified in this Instruction Manual.

This warranty does not apply when the product is used aboard a ship or in another area
subject to vibrations.

6. This warranty does not apply when the product is operated under extraordinary conditions,

10.

11.

12.

13.

14.

15.

16.

for example periodic complete discharge of the batteries.

This warranty is void in the event that the product supplied by Sanyo Denki is installed in
an inappropriate location.

This warranty does not apply to failures due to accidents, improper use, or use for other
than the product's intended use.

This warranty does not apply to defects or damages arising from fire, earthquake, storm or
flood disaster, lightning or other natural disasters including pollution, salt disaster, gas
disaster (chloride gas), non-standard voltage or incorrect power sources other than those
specified.

This warranty does not apply to defects or damages arising from mishandling, such as
during transportation, relocation or dropping of the UPS by the customer after purchase.

Sanyo Denki reserves the right to determine whether damage to a load device connected to
this product is due to faulty operation by this product. (In the event of any such claim, the
affected load device must be sent to Sanyo Denki for inspection.) *

Warranties for devices other than the product supplied by Sanyo Denki shall be the
warranties provided by the manufacturers of those devices. *

Sanyo Denki provides no warranty for products made by other manufacturers used or
composed in the products manufactured by Sanyo Denki. *

This warranty applies to the product specified by Sanyo Denki. It does not apply to any
other device.

Sanyo Denki disclaims all responsibility for damage to load device software, loss of data,
lost profits, and lost opportunities.

This warranty does not apply to medical or industrial devices connected to this product.



