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Introduction
Thank you for choosing the SANUPS (E11A202U).

SAVE THESE INSTRUCTIONS

This manual contains important instructions for E11A202U011 and E11A202U011J that should be
followed during installation and maintenance of the UPS and batteries to protect the safety of the
service technician* and the customers. To use the UPS correctly and safely, read this manual before
using the UPS. Please be sure to also read the User Settings Guide for details about user setting menus.
After reading, please keep these handy for convenient reference.

This UPS is intended for installation in a temperature-controlled indoor environment free of conductive
contaminants.

- Operating temperature: 0 to 40 ° C (32 to 104" F)

UPS is an abbreviation for Uninterruptible Power Supply.
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§1. Before Use

The procedures to use the UPS are shown in the following. Be sure to proceed as follows to use the UPS safely
and properly.

[ Check the safety precautions = pages 2to 5 ]
[ Check the usage precautions = pages 6 to 7 ]
[ Check the contents of the package = page 8 ]
[ Install the UPS = pages 15 to 18 ]
[ Wire the UPS = pages 19 to 21 ]
‘ [When using Optional Equipment ]
If you are not using optional [Connecting Optional Equipment = pages 49 to 61 ]
equipment, proceed to the next item.
When using the power management software
to manage UPS power supply

If you are not using the power
management software, proceed to
the next item. ‘

[Using the Power Management Software = pages 44 to 45 ]

[Check the default value of the user setting. = pages 23, 32 to 34 ]

When the default settings do not match with
your environment or requirements

If you do not need to change the user - - -

settings, proceed to the next item. [ Change the user setting = User settings Guide ]

[ Charge the UPS = page 24 ]

@ @

[ Perform the power outage simulation test = pages 25 to 26 ]

g

[ Connect the load devices = page 27 ]
g

[ Start up the UPS = page 28 ]
g

[ Turn the load device power on = page 29 ]
g

[ Check the UPS daily by user = page 36 ]

‘ [UPS is malfunctioning, battery needs to be replaced, etc. ]

[ Contact your supplier for maintenance = page 35 ]

g

[ Maintenance by technically qualified personnel. = pages 39 to 40 ]
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§2. Safety Precautions

PRECAUTIONS
(IMPORTANT SAFETY INSTRUCTIONS)

This Manual contains important instructions for operating and maintaining the E11A202U011 and the
batteries to protect the safety of the service technician and the customers.

Before installing, operating, performing maintenance or inspecting the UPS, be sure to read this manual and
accompanying documents carefully to obtain a clear understanding of the information related to its operation,
safety and important precautions.

This manual described two warning levels, DANGER and CAUTION, as described below.

Label Explanation

DANGER Dgnotes immediate hazar(.is which WILL probably cause severe bodily
injury or death, as a result incorrect operation.

é CAUTION Denotes hazards which COULD cause bodily injury and product or property

damage, as a result incorrect operation.

Additionally, even those hazards denoted by | /N CAUTION | could lead to a serious accident, so the

instructions should be strictly followed.

The following labels indicate particularly important instructions which must be carefully followed. The
graphic symbols indicate prohibited and mandatory actions.

Symbol Explanation

Indicates actions that must not be allowed to occur (prohibited actions).

Indicates actions that must be taken (mandatory actions).

31 This example signifies that the equipment must be securely grounded.

Indicates CAUTION (including WARNING).

Specific information appears within the graphic symbol or in an explanation
nearby.

> @ ©
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1. Relocation and Transportation Precautions

/\ CAUTION

e Be careful to avoid falling or dropping the UPS during relocation or transportation, as bodily injury could
result.

Be careful to avoid back strain when handling the UPS.

To avoid bodily injury caused by dropping the UPS, do not tilt it more than 10 degrees to either side when
moving the UPS vertically. Take preventative measures to avoid dropping the UPS if it must be tilted more
than 10 degrees when moving it.

2. Installation Precautions

/\ CAUTION

The UPS should be installed only by technically qualified personnel. 0

Improper installation can result in electric shock, bodily injury, and/ or fire.

Never operate or store the UPS in the following environmental conditions.
Doing so may cause the UPS to malfunction, sustain damage or deteriorate,
which could result in a fire.

a. In ambient environmental conditions other than those specified in the product brochure and instruction
manual (temperature 0 to 40°C (32 to 104" F), relative humidity 20 to 90%), such as in extremely high or
low temperature and high humidity.

b. Where the UPS is exposed to direct sunlight.

c. Where the UPS is directly exposed to the heat from a heat source, such as a stove.

d. Where the UPS may be subject to vibration or physical shock.

e. Near a device that may emit sparks.

f. In the presence of dust, salt or corrosive or flammable gas.

g. Outdoors

Be careful not to block the air intake and exhaust vents of the UPS.
Keep the front and back of the UPS at least 20 cm away from the wall.
If you mount the UPS in a rack, mount it in a rack that can be well ventilated, and be careful not to block the

air intake and exhaust vents of the rack and UPS.

If the air intake or exhaust vent is blocked, the internal temperature of the UPS rises, which could cause
battery deterioration resulting in a fire. For maintenance, the UPS requires at least 1 m (39.4 inches) space at
the front and 50 cm (20 inches) at the back.

The space around the UPS must be ventilated. Unless the ventilation airflow is a
maintained, gas produced by battery charging could result in rupture or explosion of the case.

Install the UPS on a stable surface capable of bearing the weight (29kg, 63.93 Ibs) of the UPS in the correct
manner specified in this manual. If the UPS is installed incorrectly, impact or vibration could cause it to fall or

move inadvertently, resulting in bodily injury. Be careful to avoid back strain.

Move packaging such as plastic bags and film and accessories such as screws to a place that is out of reach of
children. If a child, for example, places film over his or her head or swallows a screw, there is a danger of
suffocation.

The socket-outlet shall be installed near the equipment and shall be easily accessible.

A CAUTION

e Wiring should be performed only by technically qualified personnel.

3. Wiring Precautions

Incorrect wiring can result in electric shock and/or fire.

Protection in primary circuits against over currents, short circuits and earth faults is not provided
inside this UPS. Protection in primary circuit against over currents short circuits and earth faults
shall be provided as part of the building installation.

Connect the grounding cable securely in the manner specified. Failure to connect the grounding

cable may result in electric shock. Have a qualified electrician perform any grounding work

that may be required. (a fee will be charged.)

e The grounding cables of all load devices* connected to the output of the UPS must be securely connected

OO0 &8

to the grounding terminal. Failure to connect the grounding cables correctly may result in electric shock.
* Load devices are devices such as computers that are connected to the UPS.
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4. Operating Precautions

@ DANGER

e Immediately shut the UPS off if it malfunctions, or if an unusual odor or noise is observed. Failure to do so may
result in a fire.

To avoid electric shock, do not open the cover of the UPS. Do not detach the cover of the options, except when
you use some options. There is danger of electric shock and equipment damage.

® PROHIBITED

Never use the UPS for the following types of loads:
a. Medical instruments used for life support. ®
b. Control units for trains or elevators, failure of which could cause bodily injury.
¢. Computer systems upon which social or public infrastructure depends.
d. Devices which serve applications related to the above.
Contact your sales representative if you need to use the UPS in an application like the above. Special
equipment, such as redundant devices or an emergency generator must be incorporated when operating,
maintaining and controlling systems in which a UPS is used with loads affecting life-support or public
infrastructure-dependent applications.
e This UPS must be installed, operated and maintained by technically qualified personnel in an industrial
environment. This UPS should not be used in the other environment, for example, a general home
environment where a technically qualified personnel is not in.
Do not smoke or use an open flame near the UPS, as it could cause the UPS to explode or rupture, resulting in
injury or fire.
Do not place containers of liquid, such as a flower vase, on the UPS. If the container was to spill, the liquid
could cause a short circuit, resulting in sparks or fire inside the UPS.
e Do not sit, step or lean on the UPS, as bodily injury could result if the UPS was to fall.
e Do not operate the switches with wet hands. There is danger of electric shock.
o All repairs and modifications to the UPS are prohibited. The UPS contains high voltage and no user serviceable
parts. Opening the cover, exchanging the battery, parts exchange, and repair can result in electric shock and
damage to the UPS when performed by anyone other than qualified service personnel. All such repairs and

modifications will void the warranty.
A CAUTION

o The following table shows the UPS states resulting from operation of the | INV. ON/STAND BY | switche and

MAIN MCCB | breaker . Check the indicators before and after operating. Do not touch the | INV. ON/STAND BY
switche and | MAIN MCCB | breaker unless necessary. If power is supplied incorrectly, an electric shock or bodily
injury could result.

UPS Status Power Output Status LED
MAIN MCCB| INV. ON/STAND BY OUTPUT S
OFF STAND BY Stopped INPUT (off-green), OUTPUT (off-green)
ON STAND BY Stopped INPUT (on-green), OUTPUT (off-green)
OFF ON Power supplied from inverter [INPUT (blinking-green), OUTPUT (lit-green)
ON ON Power supplied from inverter [INPUT (lit-green), OUTPUT (lit-green)

Avoid inserting sharp objects or fingers into the fan. Doing so may result in bodily injury.
e Do not touch the UPS, including the cables, if you hear thunder nearby. There is danger of electric shock from a
lightning strike.

5. Maintenance and Inspection Precautions

CAUTION

e Maintenance and repair of the inside of the UPS should be performed only by technically qualified personnel.
Electric shock, bodily injury and burns, fuming, or fire could otherwise result.

Contact your nearest sales representative or authorized service center to have the UPS checked

out or to replace defective parts. Opening the cover carelessly can result in an electric shock or burn.

Replace the batteries periodically (once every 4.5 years when operated at 25°C (77° F)).

Using batteries after their service life has expired may cause a fire. a

e Never use organic chemicals such as gasoline, thinner, benzene or detergent to clean batteries.
These can cause the casing to crack and leak, resulting in fire.

Do not allow sharp metallic objects or fingers to touch the battery connectors of the UPS. Doing so may result in

an electric shock.
e Do not touch any parts inside the UPS, even when AC input is removed. ®
Voltage produced from the batteries can still cause an electric shock.
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6. Radio Frequency Interference

/\ CAUTION

e This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to
part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful
interference when the equipment is operated in a commercial environment. This equipment generates, uses,
and can radiate radio frequency energy and if not installed and used in accordance with the instruction
manual, may cause harmful interference to radio communications. Operation of this equipment in the
residential area is likely to cause harmful interference in which case the user will be required to correct the
interference at his own expense.

=

Battery Handling Precautions

A CAUTION

e Battery servicing should be performed by technically qualified personnel. Keep unqualified personnel away
from batteries.

Replace batteries only with the same model and brand: HRL1234WF2FR manufactured by CSB BATTERY Co.,
LTD. Risk of explosion if battery is replaced by an incorrect type.

The batteries in this product are lead type batteries which are a reusable resource. Please cooperate by
recycling when replacing or disposing of used batteries. Dispose of used batteries according to the instructions.
Customers should not dispose of used batteries themselves. To dispose of used batteries, contact your nearest
sales representative, an authorized industrial waste handling company, or repack them in their original cartons
and send them to your supplier or SANYO DENKI.

e Do not use batteries after their service life has expired. Doing so may result in fuming or fire. Additionally, the
battery backup function may fail to operate with such batteries, so that power will not supplied to the load
when a power outage occurs.

Batteries pose hazards for electrical shock and dangerous short-circuit current. The following precautions
should be observed when working with batteries.

Remove watches, rings and other metal objects.

Use insulated tools. 0
Wear rubber gloves and boots.

Do not lay tools or metal parts on top of batteries.

Disconnect the charging source prior to connecting or disconnecting battery terminals.

Determine whether the batteries have been inadvertently grounded, and if so, remove the source of
grounding. Contact with any part of a grounded battery can result in electric shock.

Do not attempt to open or disassemble batteries. The electrolyte is harmful to the skin and eyes. The battery
contains diluted sulfuric acid, which is extremely toxic. If a battery leaks, take appropriate measures to prevent
any battery fluid contacting your skin or clothing. Diluted sulfuric acid may cause blindness if it gets into the
eye, may burn skin upon contact. It is electrically conductive and corrosive. Observe the following procedures if
electrolyte spills:

a. Wear full eye protection and protective clothing.

b. If sulfuric acid contacts the skin, wash it off immediately with water.

c. If sulfuric acid contacts the eyes, flush thoroughly and immediately with water, and seek medical
attention.

d. Spilled sulfuric acid should be washed down with a suitable acid-neutralizing agent, such as a solution
of approximately one pound (500 grams) bicarbonate of soda in one gallon (4 liters) of water. The
bicarbonate of soda solution should be applied until evidence of reaction (foaming) has ceased. The
resulting liquid should be flushed with water and the area dried.

e Lead acid batteries can present a risk of fire due to generation of hydrogen gas. The following procedures
should always be followed:
a. DO NOT SMOKE when near batteries. ®
b. DO NOT allow flames or sparks near batteries.
c. Before working with batteries, discharge static electricity from the body by first touching a grounded
metal surface before touching the batteries.
o If a fire occurs near a battery, do not use water to extinguish it. Use only a powder-distinguishing agent (ABC).
Using water can cause the fire to spread.
e Do not dispose of batteries in fire, as they could explode.
e Strictly observe the following precautions when handling the batteries. Failure to do so may cause battery
leakage, overheating or explosion.
Do not solder to any part of the battery directly.
Do not charge the battery with reversed positive (+) and negative (-) terminal polarity.
Do not mix different battery types, brands or versions.
Do not attempt to peel off or break the outer covering of a battery.
Do not subject batteries to strong physical shock, or throw them away.
Clean batteries with water-moistened cloth squeezed hard. Do not use organic compounds such as
gasoline, thinner, benzene or detergent.
g. Electrical energy may remain in a battery even after its service life has expired.
Do not allow sparks near used batteries, and protect them from short-circuiting.

oA T
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§3. For Proper Operation

[For Proper Operation|

§3.1 UPS Input Power Supply

(1) Input Power Requirements

The input power of this UPS is shown in the following table. Adjust the output voltage of the UPS to
match the AC input voltage*! of the region where you are using the UPS.

*1. The output voltage is same as the rated value of AC input voltage. See §3.2 “Setting Output
Voltage” in the User Settings Guide to change the setting.

MODEL AC input voltage AC input frequency
E11A2020011 120V (+15%,-20%) 50 or 60Hz (£8% *2)
E11A2020011J 100,110, 115, 120V (+15%,-20%) 50 or 60Hz (+8% *2)

*2. The range of which the AC input frequency can be synchronized with the inverter varies according
to the setting in §3.1 “Setting UPS Operation Mode” in the User Settings Guide as follows. When
the AC input frequency exceeds +8%, UPS operation switches to the battery operation.

» When “Double conversion” is set, the synchronization range is +1%. *3

» When “Auto” or “Economy” is set, the synchronization range is selectable. User can select
synchronization range from +1%, +3% or £5%. *3

*3. See §3.3 “Setting Frequency Sync Range” in the User Settings Guide to change the setting. The

factory default setting is 3%.

(2) The current capacity of the AC power supply

The current capacity of the AC power supply must satisfy the requirements of the UPS

(The current capacity varies according to the MODELL.)

MODEL Input capacity Recommended capacity of breaker
E11A202U0011 20A
1.8kVA or more UL standard **
E11A202U0011d 30A

*4. Protect branch circuits by using the breaker (UL489 approval) of the specified capacity on
distribution panels. To meet the requirements of UL standards, always protect both polarities.

§3.2 Installation Precautions

* Installation must be done in accordance with the National Electric Code Articles 110-17 and 110-18.

(1) Carefully consider the leakage current when a leakage
circuit breaker is installed on the input side.

The maximum leakage current of the UPS is 3mA.

(2) Keep the UPS at least 1 m (about 40 inches) away from
CRT displays. Other devices which may be sensitive to
magnetic flux should be kept away from the UPS,
as it emits a slight amount of magnetic flux.

at least 1m
(40 inches)

(3) The UPS employs a fan for forced-air cooling. Provide a clearance specified in §6.2 “Installation
Space Check” at the front and back of the UPS to permit free airflow at the air intake and exhaust

vents.

(4) When the AC input power is single-wire grounded, always connect the ground phase to the W
terminal (S phase) side of the UPS. See §7.3 “Input Plug Connection” for details.

(5) As far as possible, do not ground the output (load) side. If you must make a single-wire grounded
connection, always connect the ground phase to the W terminal (V phase) side on the UPS. (This is to
prevent short-circuiting by the ground.) See §10 “Load Devices Connection” for details.
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§3.3 Usage Precautions

(1) Never short-circuit the output terminals.
Doing so causes protective functions to activate or circuit breakers to trip, preventing output.

(2) Unsuitable load devices

Do not connect laser printers, plain paper fax machines, copy machines, or overhead projectors as
load devices. Such devices typically include heating elements that draw high current. This may cause
an overload that could prevent battery backup operation when an outage occurs, and could damage

the UPS.

(3) Power supply environment

If the UPS is used in an environment subject to long and frequent power outages (more than once a
week), the batteries may not receive sufficient charge, which could result in foreshortened battery

life and premature battery failure

(4) If the UPS is not operated for a long period, the batteries may require recharging. If the batteries in
the UPS are left uncharged, their service life will be greatly foreshortened. Recharge (refresh charge)
in accordance with the UPS storage environment as shown in the table below.

Storage Temperature Charge Interval Operation
25°C Once every 6 months |At least 20 hours
30°C Once every 4 months |At least 20 hours
40°C Once every 2 months |At least 20 hours

(5) Insulation testing

Recharging procedures >

(@ Set | MAIN MCGB | on the back panel of the UPS to “ON”.
@ Check that the “Green INPUT” lights.

| Recharging starts.

@ Continue operation for at least 20 hours.

@ Set | MAIN MCCB | to “OFF” after at least 20 hours elapses.

Before testing indoor wiring insulation, shut down the UPS and disconnect the input and output
cables. Conducting an insulation test with the UPS connected may damage electronic components

such as the built-in arrester.

(6) Rack support rails (not supplied) are required to mount the UPS on a rack. For details, contact your

supplier or Sanyo Denki representative.



[Checking the Contents of the Package|

I§4.Checking the Contents of the Package ]

After opening the package carton, check to be sure that it contains all of the following items.

Are UPS and all accessories in ?
Is there no visible damage on the UPS?

Check and put the mark in M .

If any item is missing, contact your supplier or SANYO DENKI.

O Instruction Manual O User Settings Guide
O E11A202 1 Japanese 1 Japanese 1
English 1 English 1

SANUPS

@ . ©
O Stands 2 O Screws for Stands
M4X8 4
O Screws for Rack mounting L] Bushings 6
Right 1 brackets M4X6 4
Left 1

TE I

T
Y T W
T W

[0 Network cable 1 [0 Power Management
Software disc CD-ROM 1

Note about sale or transfer of ownership >

If you sell the UPS or transfer ownership to a third party, all accessories and other items supplied
with the UPS must be sold or transferred together with the UPS.




§5. External Dimensions and Part Names

§5.1 Front and Back Panels of UPS

Depth: 565 mm (22.24 inches)
Weight: 29 kg (63.9 1bs)

\L 440 mm

\ 17.32 inch

(Inside cover) |

(Inside cover) —>:

&5
£
]
2
O1Qg
86 mm
3.39 inch

060000 ®)

000000
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NEMA L5-30P Length: 1.8m
No. Name Label Function
@ |Control panel and indicators _ Contlrol pane.l for control operations, UPS status display, and
function settings
@ |Input power cable INPUT Connect the input power cable
3 |Battery connector - Battery connector
@ |Input breaker MAIN MCCB [Input power On and Off breaker
© |Output terminals OUTPUT Output terminals
©® |Bypass breaker BYPASS OC 25A [Breaker to protect bypass circuits
@ |Exhaust vent for cooling fan - Ventilation inside UPS
PC interface PCI/F Connector for the Power control software
© |Card interface CARD I/F Connector for the option card*?
Option card slot OPTION CARD [Option card™ slot
- =
@ |External control terminals | AUX.OUTPUT Connect an optional outlet box *2, or an emergency power off
(EPO) switch.
- - = - -
@ [Remote switch connectors REMOTE Conne.ct an optional remote switch ™2, or optional linked
operation cables.
@3 |Battery connector EXT.BATT |Battery connector for external battery (optional)*2
s Switch to bypass power supply during maintenance
1
Forced bypass switch Forced Bypass connecting the maintenance bypass unit (optional)*?

*1. Activate the | Forced Bypass | switch when using a maintenance bypass unit (option). Normally, do not change
the position of this switch. Leave it set to Inverter”.

*2. Contact your supplier or SANYODENKI for details of the optional devices. Refer to the Instruction manual of the
optional devices for more information such as specifications and installation of the optional devices.




§5.2 Control Panel and Indicators

® O

ALARM

O
&

INV,
ON
STAN

17A

BY

PS

g

© ©

LOW r

25 50

ADLEV

DOUBLE
INPUT OUTPUT ECONOMY CONVERSIO!

PP e

75 100 O.

® @ 6 @ ®

Indications of LED in this manual

The LEDs on the control panel are
described as “Green INPUT” or “Red ALARM”.

The LEDs state are indicated as follows;

\I/ . .
28 LED lights.

LED blinks.

Nol Label Functions
Status display Lit Not lit Blink Fast blink
Q) INPUT ngusmput POWEN Normal input - Input error -
UPS output power|UPS outputting powen Power supply During Output Line Control
@] OuTPUT status supply OFF bypassing delay operation.  *5
. Economy mode . _ _

@ | ECONOMY |Operation mode operation *1 OFF 3

DOUBLE . Double conversion . _ _
@ CONVERSION Operation mode mode operation *2 OFF 3
® | BATT.LOW |Battery status Battery power low 5::?;{ power Battery exhausted|—
® = 25 |Load level 25% Load 25% or more Load under 25% |*4 -
@ o= 50 |Load level 50% Load 50% or more Load under 50% |*4 -
E 75 |Load level 75% Load 75% or more Load under 75% |*4 -
@ =) 100 [Load level 100% |Load 100% or more Load under 100% |*4 -
S |0.L. [Overload display |Load 105% or more |Load under 105% |- -
(@) ALARM |Alarm Failure detected No failure - -

INV. ON . UPS outputting power| Power supply During Linked delay
® STAND BY Operation status supply OFF bypassing operation.  *6

INV. ON .
BATT. TEST |Battery test Result: Normal - TestlngBlink?:: :pie q Chafzzislt: Error
(| BATT. TEST |Battery test operation
CLEAR  |Stop buzzer, clear result of battery test

-

Operation mode of the UPS and indication of LED

>

-

*1. Economy mode operation- - -
*2. Double Conversion Mode Operation- - -

*3. Active Filter Mode operation- - -

supplies to the load.

off, the UPS is in Active Filter Mode.

blinks as shown in the following table.

For example, when the output voltage of the UPS is set

to 120V, after | MAIN MCCB | is turned on,

“Green LOAD ELEVEL 100” blinks for about 5 seconds.

Output voltage setting Blinking LED
100V Green LOAD ELEVEL 25
110V Green LOAD ELEVEL 50
115V Green LOAD ELEVEL 75
120V Green LOAD ELEVEL 100

-When power conditions are good, UPS supplies this power to the load.
-When power conditions fluctuate, UPS converts to the stable power, and

-When the “Green DOUBLE CONVERSION” and the “Green ECONOMY” are both

*4. For about 5 seconds after | MAIN MCCB | is turned on, the LED that indicates the output voltage setting of UPS

*5. Blinks during delay operation when output line control is being performed with an optional outlet box. The

blinking is faster than the blinking which indicates UPS bypass power supply.

supply.

*6. Blinks during delay operation when linked operation is being performed with an optional remote switch and
optional linked operation cable(s). The blinking is faster than the blinking which indicates UPS bypass power

~

.
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§5.3 External Interfaces

@

Q}UN[TPF 2 \&J UNIT I/F 1

UPS back panel

@

No. Name

Function

@ |PCcUF

PC interface
(RS-232C)

Connect the computer to this connector with the supplied Network cable.

The unit functions as follows, depending on the value of the Interface user setting.

Set the Interface setting to select the functions that you want to use. See §3.5 “Setting PC
Interface” in the User Settings Guide for details on the setting procedure.

1. Interface setting:

» Select this setting when you want to perform power management and shut down the
computer (personal computer, workstation, etc.) by means of communications
between the UPS and the computer, using the power management software on the
supplied CD-ROM or another power management application.

For more information about the power management software, see §16 “How to Use Power|
Management Software” or the User Guide on the supplied CD-ROM.

2. Interface setting: [Standalone]

» Select this setting when you want to shut down the UPS automatically, using the
standard UPS service* provided by the operating system (NetWare, Windows NT,
etc.).

* Note about using UPS service functions >

® See §17 “Using Standard OS UPS Services” for more information about the setting procedure.

® Do not connect the supplied Network cable when using an operating system (Windows 95, 98,
etc.) that does not have a standard UPS service. Backup may not be possible when a power
outage occurs.

® When using the optional power management software with a serial connection, set the
Interface setting to Workstation. The UPS may stop immediately on a power outage if the
setting is set to Standalone.

| Signal names | External view

wn
e
A
[=]
®
=
B
o
3
@
w0

D-sub 9-pin Male

— = 2 RXD
— =3 TXD
—— = 5 GND o||®

o||ec]|e
—=b 4 DTR ®|lo2]|®

o
——=b6 DSR o |°o|®
——=b 8 CTS @
— = 7 RTS [
Fixing screw
inch
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Name Function

CARD I/F This is a dual-purpose interface, for connection of Sanyo option cards (LAN interface card,

. contact interface card) and for output of UPS status signals.
Card interface

To use the LAN interface card, set the Interface user setting to (default setting).
See §3.5 “Setting PC Interface” in the User Settings Guide for details on the setting|
procedure.

The LAN interface card and the contact interface card
cannot be used simultaneously.

| Interface connector terminal names | External view

D-sub 9-pin Female

N
AC input error
Battery low
®|(s°]||®
AC output > External transmission ° g %
Device error signals D%, ®
® |l°o
Bypass output ®
COM (common) @
[ Fixing screw
inch
—aaD |
) For SANYO DENKI option cards only
(cannot be used for other purposes)
[ External transmission signals |
Signal name Description

Active* when UPS is supplying battery power due to failure of

AC input error utility power.

Active when battery voltage decreases to below the specified

Battery low level during battery power supply.

Active when AC power is being supplied to the UPS OUTPUT

AC output terminals.

Active when bypass power is being supplied to the UPS

Bypass output OUTPUT terminals.

Device error Active when a fault occurs in the UPS main unit.

* Active = transistor conduction state

| External transmission signal electrical characteristics |

* Interface: Transistor open collector output

* Maximum rating: DC +35V/100mA
+ Normal state: Open (high impedance); Active state: Conduction

/—| Notes > ~N

o When connecting inductive or capacitive loads, do not exceed the maximum rating.

® When connecting a voltage load, connect - (minus) polarity to the COM (common) pin, and
ensure that the maximum rating is not exceeded. Use in excess of the maximum rating or
connection of applied voltage with the wrong polarity can result in damage to the UPS.
AC voltage cannot be applied.

e External transmission signals are transistor output. If you require no-voltage contact
(relay contact), use the optional contact interface card.

12



Name

Function

REMOTE (2)

Remote switch
connectors

These are connectors for remote ON/OFF signal input and for linked operation.

Connect an optional remote switch for remote control of UPS ON/OFF and computer
shutdown from a remote location, or connect an optional linked operation cable.

These connectors function as follows, depending on the setting of the Interface user setting.

1. Interface setting: |[Standalone

» UPS Remote ON/ UPS Remote OFF

2. Interface setting:

» UPS Remote ON/One-touch system shutdown
By a Remote switch OFF operation, you can perform a one-touch shutdown of
computers connected to the UPS from a remote location.

Select the Interface setting for the functions you want to use.
See §3.5 “Setting PC Interface” in the User Settings Guide for details on the setting|
procedure.

| REMOTE connector terminal names |

UPS REMOTE Remote switch : )1 )
(option) 0o oo
connector option 3o o\l 3lo o\l
5\ oo /|g 5|\ odo /|g
ON input
ON switch Mini DIN 6-pin Female
2 connectors (same function)

COM

1 OFF switch

There are 2 REMOTE connectors, each with the same functions.
For remote control of one UPS unit, connect either of the connectors to a remote switch.
For control of multiple UPS units, connect as follows.
Connect one of the REMOTE connectors on one UPS unit to a remote switch.
Connect a linked operation cable (option) to the other REMOTE connector to link the
next UPS. You can connect up to 5 UPS units, and set the ON/OFF delay for each unit,
so that you can start and stop the units in sequence. This method of operation is called

“Linked operation”.

For details, see §18.1 “Remote Switch” and §18.2 “Linked Operation Cable”.

Linked operation configuration

{ 00 | Remote switch

Linked operation cables

13




No. Name Function
@ AUX.OUTPUT These are terminals for connecting the optional outlet box and for use as EPO terminals®.
External control Connecting an outlet box to the UPS provides three output lines: OUTPUTO, 1, and 2. You can set

terminal block

ON/OFF delay times for OUTPUT1 and 2, allowing you to control system start and stop. This
function is called “Output line control”.

“1: EPO is an abbreviation of Emergency Power Off.

[ AUX.OUTPUT terminal names

Cable supplied with
outlet box

AUX.OUTPUT —

Outlet box
= = Connect (option)
D Ol -
& ‘5::7‘:_‘ E]— E —>» outlet box
oD C’_Elj i '5
ol 1O <~3
>< 1;)_IZI'_| o o }
— a
E)( (@) Ile ©| Wi \‘ EPO Switch
terminals contacts™

One-touch terminal block
(Compatible wires: AWG26 to 20)

AUX.OUTPUT (OUTPUT) terminals 1 to 4: Outlet box connection terminals

Connect the optional outlet box for control of UPS output lines. In the user settings
menu, you can set ON/OFF delay times for OUTPUT1 and OUTPUT2 of the outlet box,
allowing you to start and stop connected loads in sequence.

For details, see §18.3 “Outlet Box”.

AUX.OUTPUT (EPO) terminals 5 and 6: EPO terminals

Connect these to the terminals of a switch or other device to enable Emergency Power
Off of UPS output.

When the switch is pressed in an emergency, the EPO terminals are shorted and UPS
output stops. For details, see §18.7 “Connecting the Emergency Power Off (EPO)
Terminals”.

(—| *2 Connecting switch or other contacts to EPO terminals P ~

The switch to connect to the EPO terminals is not provided as a standard option for the
UPS. Check the following specifications, and use a switch that complies with the
specifications, or connect to compliant contacts on your system.

EPO terminal specifications
e (Circuit voltage: DC+5V (terminal 6 is - (minus) polarity)
e Current when shorted: Approx. 10 mA
o EPO operating conditions: Short-circuit terminals 5-6 for 0.2 seconds or longer
e EPO terminals: One-touch terminal block (compatible wires: AWG26 to 20)

AUX.OUTPUT

When using a transistor or other semiconductor
switch, connect terminal 6 to — (minus) polarity,
as shown in the figure.

(Connection direction is not specified for

nonpolar switches.) tEeI;"I?linaIS
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§6. Installation

AN\

CAUTION

When installing the UPS, carefully follow the instructions in this Instruction Manual.
Improper installation can result in electric shock, bodily injury, and/or fire.

Install the UPS on a stable surface that can bear the weight (29 kg, 63.93 1bs). This
surface should be flat, so the UPS cannot fall and cause bodily injury.

The possibility of vibration and shock should be minimized at the installation location.
All work that involves lifting the UPS, such as mounting it in a rack or attaching the
stand, should be carried out by at least 2 persons. For safety, put on protective shoes.
Be careful to avoid straining your lower back when moving and installing the UPS.
There i1s a danger that the UPS could fall or be dropped during relocation or
installation. Always hold the bottom side of the UPS firmly with both hands. Failure to
do so can result in bodily injury or damage to the UPS.

§6.1 Installation Environment Check

Suitable installation environment:

° Ambifent tem}.)e.raturef 0 to 40°C (32 to 104°F) Battery service life will be foreshortened if the
Relative humidity: 20 to 90% UPS is used in an environment where the

ambient temperature exceeds 30°C (86°F).
For optimum battery life, install the UPS

Do not install the UPS in the following locations: where the ambient temperature remains

e Where the ambient temperature exceeds 40°C (104°F).
Where high humidity may occur.
Where corrosive gas or salt spray may be present.

between 20 to 25°C (68 to 77°F).

Where it may be subject to vibration and shock. dd
Where dust may accumulate. d d
When the UPS is rack mounted, in a poorly ventilated rack. d d
dyg
O

§6.2 Installation Space Check

During installation, provide the following space around the UPS.
e At least 20 cm (about 8 inches) at the front and back as air intake or exhaust space for cooling.
o At least 1 meter (about 40 inches) from CRT displays to allow for slight leakage of magnetic flux.
Allow some space from devices which might be affected by magnetic flux.

At least 1m(40in.)

At least 20cm(8 inches)

!

I
|

gt

Front
At least 20cm(8 inches)

Note for installation ~ »

V4

For maintenance of the UPS allow for the space at least 1 meter (40 inches) at the front and 50 cm
(20 inches) at the back when needed.

15




§6.3 Vertical Installation

e Attach the stands to the UPS securely. Unless the UPS is secured solidly in place, it
can shift or fall during seismic events (earthquakes) or when it is subjected to shock or

vibration, possibly causing bodily injury.
e The UPS weighs about (29 kg, 63.93 lbs). All work that involves lifting the UPS, such
as attaching the stand, should be carried out by at least 2 persons. For safety, put on
CAUTION protective shoes. Bodily injury can result if the UPS falls. Be careful to avoid straining
your lower back when moving and installing the UPS.
e Be careful not to get your hands caught when installing the stand.

When the UPS is vertically installed, attach two supplied stands.
Always place with the left side of the UPS on the bottom, and the control panel on the top.

Control panel

gk_ Control panel

22 W w

Bushings 2
Screws for Stands

M4X8 4

Place the UPS on the table and then use screws to attach the stand to the holes on the left side.
Place the UPS with the stand on the bottom, and the control panel on the top.

Insert two bushings into the holes on the UPS.

Place the UPS on installation location.

OO

@ Attach two stands
with the screws.

@ Insert two bushings
into two holes.

I] This completes vertical installation. ‘]

16



§6.4 Horizontal Installation

e Do not sit, step or lean on the UPS, as bodily injury could result if the UPS was to fall.
e The UPS weighs about (29 kg, 63.93 1bs). All work that involves lifting the UPS should

be carried out by at least 2 persons. For safety, put on protective shoes. Bodily injury

can result if the UPS falls. Be careful to avoid straining your lower back when moving

CAUTION and installing the UPS.

e Be careful not to get your hands caught when installing the stand.

When the UPS is horizontally installed, always place with the control panel on the right.
Do not place other objects on top of the UPS. Doing so can damage the UPS.

Doo
Y]
O

o
o
oococo (P
[-X-X:-Te]

\— Control panel

Control panel

(@ Prepare six bushings supplied.

Tw W
TT T

@ Insert the supplied bushings into the four holes on the left side and two holes on the right side.
@ Place the UPS on installation location.

Four holes on the left side.

Two holes on the right side

[] This completes horizontal installation.
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§6.5 Rack Mounting

e Attach the rack mounting brackets to the UPS and mount it to the rack securely.
Unless the UPS is secured in the rack, it can shift or fall during seismic events
(earthquakes) or when it is subjected to shock or vibration, possibly causing bodily

injury.
A e The UPS weighs about (29 kg, 63.93 lbs). All work that involves lifting the UPS, such
as mounting it in a rack, should be carried out by at least 2 persons. For safety, put on
CAUTION protective shoes. Bodily injury can result if the UPS falls. Be careful to avoid straining
your lower back when moving and installing the UPS.
o For safety, use L-type rails (support rails) when mounting the UPS in a rack.
(Contact the manufacturer of your rack for more information about L-type rails.)

The UPS is designed for mounting in 19-inch racks only. Refer to §6.2 “Installation Space Check” and make
sure you secure enough ventilation space in front of and behind the UPS. Do not place other objects on top of
the UPS. Doing so can damage the UPS.

The UPS is heavy, weighing about 29 kg (63.93 lbs). Installation at the very bottom of the rack is
recommended. Always use L-type rails (support rails) when mounting the UPS in a rack. (Contact the
manufacturer of your rack for more information about L-type rails.)

(@ Prepare the left and right rack mounting brackets, four screws, and two bushings supplied.

Ezftklmounting bac - E E E E % %

Screws for rack mounting bracket

Bushings 2
M4X6 4

@ Attach the left and right rack mounting brackets to the UPS using the screws.
@ Insert two bushings into the holes on the left side of the UPS.

@ Insert two bushings
into two holes.

@Attach the left and right
rack mounting brackets so
that the large and small
holes are on the bottom.

@ Mount the UPS in the rack using the
L-type rails (support rails).

> E‘cype rails (support rails) I

L-type rails are not supplied.

ﬂ This completes rack mounting.

18



Wiring

§7. Wiring

§7.1 Battery Connector Connection

e Wear insulated gloves and take other precautions when connecting the batteries.

Otherwise electric shock can result.

e There is a constant voltage (max. approx. 48 V : approx. 12 V x 4) at the battery

terminals. Do not touch them with your hands or short circuit them. Bodily injury can

result.

CAUTION | e The battery connector cannot be inserted in the wrong orientation. If it does not go in,
do not try to force it. Doing so can damage the connector and result in electric shock.

e Be careful not to get your hands caught when securing the cover.

Connect the battery connectors inside the front cover.
Proceed as follows to connect the battery connectors.

Remove the front panel of the UPS.

Remove the screw on the right side of the battery cover, and then remove the battery cover.
Remove the insulation tape from the battery connector of the battery pack side.

Connect the battery connector.

PDOOS

@Remove the insulation tape
from the battery connector.

@ The connector cannot be inserted in
the wrong orientation. Check the
correct insert orientation, and push
in until you hear a click.

@ Loosen this screw, and remove the battery cover
by sliding in the direction of the arrow. This
screw cannot be removed from the battery cover
because it is designed to prevent dropping.

@ Remove by sliding in the direction of
the arrow while firmly pressing the
two locations indicated by @

® Verify that is set to “Inverter”.

® Attach the battery cover.
@ Attach the front panel.

® Forced Bypass switch shotm

® Insert two claws on the top be inverter position

and bottom into the slit. Slide
the cover in and secure with
the screw on the right side.

ssedfg paoto4
Japanu] —— ssedAg

(@ First catch the claws on the right side,
then push the left side in.

ﬂ This completes the battery connector connection.
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Wiring]

§7.2 Connecting Optional Equipment

c Before connecting optional equipment, disconnect the UPS input power plug from
the utility power outlet and make sure that the UPS is completely stopped. Failure
CAUTION to do so can result in electric shock.

If you want to use a Network cable or optional equipment, connect them before operating the UPS.

If you need to connect them after operating the UPS, do so after completely stopping the UPS and
disconnecting the input power plug from the utility power outlet.

For details about wiring and settings, see the descriptions in §16. “How to Use Power Management
Software” and §18. “Using Optional Equipment” and the instruction manual supplied with the optional
equipment.

Contact your supplier or a Sanyo Denki representative for more information about optional equipment.

Connecting a Network cable and using the power management software (on supplied CD-ROM)
= pages 44 to 45

[Connecting an outlet box and performing output line control = pages 55 to 58 ]

Connecting the Emergency Power Off
(EPO) terminals = page 61

@JDNH /F2 k@) UNIT I/F 1

Connecting a remote switch for remote operation = pages 50 and 58
Using linked operation = pages 51 to 54

Using a LAN interface card = page 59
Using a contact interface card = page 60

® The contact interface card and the LAN
interface card cannot be used simultaneously.

e The PC I/F connector and the CARD I/F
connector cannot be used simultaneously.

/Using expansion battery modules h
The following expansion battery modules are available to extend backup time.
For more information, refer to the instruction manual of the expansion battery module.
Battery modules
Type Modules connected Backup time
20-minute backup Battery module L 20 m}nutes
for E11A202 2 40 minutes
3 60 minutes
30-minute backup Battery module 1 30 minutes
for E11A202 2 60 minutes
- J
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Wiring

§7.3 Input Plug Connection

A

CAUTION

e Wiring should be performed only by technically qualified personnel. Incorrect wiring
can result in electric shock and/or fire.

e Check that the input power plugs are firmly seated. Failure to do so can result in
electric shock, fire, or bodily injury.

e The input power plug must be grounded. Failure to ground it can result in electric
shock. Never use the UPS in the place where the UPS input power plug cannot be
grounded.

Proceed as follows to connect the input power plug of the UPS.

@ Check that

MAIN MCCB | is in the “OFF” position.

@ Connect the input power plug of the UPS to a utility power outlet.

| @ | MAIN MCCB | is “OFF”.

GPTION GARD

Left figure shows the rear view of
E11A202U011. The output terminal and
input power plug of E11A202U011J
varies from the left figure.

= [T
(a— I
| [l
Length: 1.8 m

@ To 3-prong grounded

utility power outlet

Proper UPS input power cable connections >

\
Connect as shown below, according to the Model of the UPS.
Model Plug shape Note
R S(W . .
W) When the AC input power is
NEMA TYPE S — ded. al ¢
E11A202U011 5-90P single-wire grounded, always connec
(seen from prong side) the ground phase to the W terminal
E (S phase) side of the input cable.
NEMA TYPE Wheln- fche AC . 1élpult power li
E11A202U011J L5-30P single-wire grounded, always connec
(seen from prong side) the ground phase to the W terminal
(S phase) side of the input cable.
\§ W,

This completes wiring of the UPS.
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|Pr0cedure Until Load Device Operationj

§8.Procedure Until Load Device Operation

The procedure outline until turning on the load devices is as follows.
Be sure to follow the procedure outline below to backup the load devices during power outage.

[Check the default value of the user setting = pages 23, 32 to 34 ]

When the default settings do not
configurate with your environment or
requirements, change the user settings.

When you do not change
the user setting, proceed
to next step.

[ Configure the user setting = User Settings Guide ]

J

[ Charge the UPS = page 24 ]

!

[ Perform the power outage simulation test = pages 25 to 26 ]

4 4

[ Test result: OK ] [ Test result: NG ]
See “If power outage simulation test does not
finish properly, check the following points.” to
perform countermeasure. = page 26
[ Connect the load devices = page 27 ]
[ Start up the UPS = page 28 ]
[ Turn on the load device power = page 29 ]
[] The backup function is available during power outage. ‘]
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|Preparation Before Operation|

§9. Preparation Before Operation

§9.1 User Settings Check

[ @) Check the user settings of the UPS. ]

See §12.2 “Setup Menu List” to check the setting value. The factory default settings of the UPS are
indicated by the “ * ” mark in the “Default Setting” column in the “Setup Menu List”.

When you use the UPS without changing When the load specification, requirement or your
the user settings, proceed to next step. environments do not configurate with the default
setting of the UPS, change the user setting.

¢ ¥

[@ Set to “ON". ]

| Set to “ON” I

Proceed to §9.2 “UPS Charge”.

@ Configure the user settings. Refer to each item
in the User Settings Guide.

[@ Set to “OFF". ]

Proceed t0§9.2 “UPS Charge”.

You can also change the user settings after starting load device operation. However, the UPS needs to be
restarted for items indicated by RESTART in the “Menu” column of the §12.2 “Setup Menu List”.
Setting such items at the preparation stage prior to UPS operation is recommended because the load
devices need to be stopped when the UPS is restarted.
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§9.2 UPS Charge

At initial startup or when the UPS is not operated
for long period, the UPS should be charged for at

least 12 hours before operation.
Proceed as follows before connecting the load devices.

|Preparation Before Operation|

Indications of breaker and LED in this manual. %

The breakers are indicated by a frame I:] .

Example: | MAIN MCCB | .

The LEDs on the control panel are described as
“Green INPUT” or “Red ALARM”.
The LEDs state are indicated as follows;

: LED lights.

Mo
7N

[ @ Set | MAIN MCCB | on the back panel of the UPS to “ON”. ]

©

INV.
ON
STAND BY

SANU
ET1A

SANYO DENKI

UTPUT ECONONY
o0 ©
1

BArr

25 50 75 100 OL

CONVERSIDN @

LEDs

Green INPUT
Green INV.ON/STAND BY

¢ Green OUTPUT
|

Green INPUT
Green INV.ON/STAND BY
Green OUTPUT

Blinking
Off
Off

Lit
Off
Off

[ @ Check that the “Green INPUT” stops blinking and remains lit.

Charging of the UPS starts automatically.

[ @ Operate the UPS for at least 12 hours in this state.

/_l Note on the charging time >

~
The UPS should be charged for at least 12 hours to ensure backup in the event of a power outage, but
load devices can be connected for use when the UPS is first activated even if there is insufficient charge
because the battery will be charged during operation of the UPS. However, if a power outage occurs at
that stage, the full capacity of the backup function may not be available.
* The UPS should be charged as follows when the battery modules (optional) are connected.
Battery module : : : Sl e
Type Connecting unit qty. Backup time
20-minute backup Battery module L 20 L Clleasgelhonss
2 40 min. At least 60 hours
for E11A202 -
3 60 min. At least 84 hours
30-minute backup Battery module 1 30 min. At least 48 hours
for E11A202 2 60 min. At least 84 hours
o .
This completes the charging of the UPS. ‘]
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|Preparation Before Operation|

25

§9.3 Outage Simulation Test

Perform a power outage test to confirm whether the UPS is working properly.
Be sure to perform this test prior to connecting the load devices.

Step @ is not necessary if the
procedure in §9.2 “UPS Charge”
was performed beforehand.

[ @ Set | MAIN MCCB | on the back panel of the UPS to “ON”.

ALARM SANUPS LEDs

Set to “ON" © E11A Green INPUT Blinking
et to . Q. Green INV.ON/STAND BY Off
S ) Green OUTPUT Off

ON
STANDBY | 5ANYO DENKI <:\E |
B"ég 6‘%’@ Green INPUT Lit
QOO Green INV.ON/STAND BY  Off
dugeuteut scononr Coigisor CLEAR Green OUTPUT Off
60 0 ©
! Check that the “Green INPUT”

stops blinking and remains lit, and
then proceed to step @.

Oy,
[ @ Press and hold 'é?kw for at least 1 second. ]
) SANUPS
| ETMA Buzzer
Musical trill
o
STANDBY | g ANYO DENKI ¢ LEDs
ol .
AT BATT. Green INPUT Lit
Hold for 1 second. low riomLeveLs s U0 Green INV.ON/STAND BY  Lit
© ©0OOO Green OUTPUT Lit
% 50 75100 0L — Green DOUBLE CONVERSION  Lit
NRUT, OlITP T ECONOMY  CONVJRSIQ
o8¢ © --@ After “Green DOUBLE CONVERSION
1¥1 1 lights, it might go off depending on the input

power condition.

When the UPS is working properly, the buzzer sound and LED state will be as indicated in steps @
and @.

|® Set [MAINMCCB] to “OFF". ]

Set to “OFF”. j ALARM SANUPS
—— © E11A

ON
STANDBY | g ANYO DENKI
BT & LEDs

W ~LoADLEVELS © N
© ©000© Green INPUT Blinking
25 50 75 100 OL Green INV.ON/STAND BY Lit
CLEAR Green OUTPUT Lit

DOUBLE
~:JJ;IPU_‘B:0L|TP;T ECONOMY  CONVERSION @

Buzzer
2 beeps..., 2 beeps..., repeated




|Preparation Before Operation|

[ @ Set | MAIN MCCB | to “ON”. ]
COYNT? ALAM SANUPS Buzzer
Set to “ON”. © \!/_ ET1A Silent
)
INV.
o LEDs
S0P | SANYO DENKI ¢ Green INPUT Lit
F0:| [ comwemn RO Green INV.ON/STAND BY  Lit
©0 @ Green OUTPUT Lit
@ 99@100 oL Green DOUBLE CONVERSION Lit
NJULOYPYT Econon Qs CLEAR
_j%g © %@ After “Green DOUBLE CONVERSION”
1V 1

lights, it might go off depending on the
input power condition.

f )
If power outage simulation test does not finish properly, check the following points.
Possible cause Countermeasure
The battery connector is not Connect the battery connector.
connected. = See §7.1 “Battery Connector Connection”.
The switch is set to | Set to “Inverter”.
“Bypass”. = See the step ® in §7.1 “Battery Connector Connection”.
“Green OUTPUT” does not light. Press and hold ‘;}‘m for 1 second. . . )
= See the step @ in §9.3 “Outage Simulation Test”.
“Red ALARM” lights. Contact your supplier.

Contact your supplier or SANYO DENKI when the “Red ALARM” lights or when the UPS does not

operate properly even if you perform the countermeasure above.
\§ W,

Check that the UPS operates properly, and then proceed to step ©.

[ © Press and hold Ei‘:w for at least 1 second. ]

w | SANUPS

Buzzer
’ Sg;lv Musical trill
STANDBY | SANYO DENKI
2 LEDs
HOld fOI' 1 second. ,?_QE ~ LOADLEVEL (%) %yf ¢ Green INPUT Lit
© 00000 @ Green INV.ON/STAND BY ~ Off
o e he Green OUTPUT Off

DOUBLE
NI OUTPUT ECONOMY  CONVERSION
%0 © 0 Q)
1

[ ® Set | MAIN MCCB | to “OFF”. ]
s SANUPS
Set to “OFF”. 5 E11A
SWEH | sANYODENKI All of the
oW ~LoaLeveLsa %g' LEDs go off.
© ©0000 O)

25 50 75 100 OL
CLEAR

INPUT OUTPUT ECONOMY ggusb%&[ﬂ"
00 © 0O

ﬂ This completes outage simulation test.
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§10. Load Devices Connection

Connect the load devices.

(@ Check that the input breaker | MAIN MCCB | is set to “OFF”.

@ Connect the input power plugs of the load devices to the output terminals.

The total output from all output terminals must not exceed 2.0kVA (1.4kW).

E11A202U0011

OUTPUT 120V, max 1674 1400W

Outlet Capacity
125V 20A outlet (NEMA 5-20R) X 4

The total load connected to the outlets must not
exceed 2.0kVA(1.4 kW).

If the load devices are a single-wire grounded
connection, always connect the ground phase to the
W terminal (V phase) side.

Uu /=
v\ I

N

\

E11A202U0011J

OUTPUT max20A 14001

Outlet Capacity

125V 30A outlet (NEMA L5-30R) X 1

The total load connected to the outlet must not
exceed 2.0 kVA(1.4 kW).

If the load devices are a single-wire grounded
connection, always connect the ground phase to
the W terminal (V phase) side.

/

Never connect the following types of load devices to the UPS. ®

Load devices

Details

Copy machines, Laser printers,
Plain paper fax machines,
Overhead projectors, Cleaner
and so on

Since such devices are subject to high transient current
surges, the UPS will detect the excess current and
backup will not be possible when there is a power
outage. There is also the risk of the UPS malfunctioning.

Medical equipment, control equipment for
elevators and the like, computer systems
of public importance

Special considerations such as system redundancy,
installation of emergency power generation facilities,
need to be given to operation, maintenance, and
management.

ﬂ This completes the load devices connection.




|Operating Procedures|

§11. Operating Procedures

—

Operating procedures differ when you are using optional equipment. Refer to §18. “Using Optional
Equipment” and to the Instruction Manual of the optional equipment.

Indications of breaker and LED in this manual.>_\

The breakers are indicated by a frame I:l .
§ 11.1 UPS Startup Example: .

The LEDs on the control panel are described as
“Green INPUT” or “Red ALARM”.
The LEDs state are indicated as follows;

[ }
->I<-Z LED lights. :

Proceed as follows to start up the UPS.

[ @ Set | MAIN MCCB | on the back panel of the UPS to “ON”.]

Set to “ON”.

agon

LEDs
LED that indicates the output voltage setting
mmu of UPS blinks. (See §5.2 “Control panel and
%NAUPS Indicators”).
| after 5 seconds
¢ Green INPUT Blinking
Green INV.ON/STAND BY Off
muuzv
SANYO DENKI Green OUTPUT Off
YW —LoADLEVELRY— BT%'I !
© 00000 @ Green INPUT Lit
2 50 75 100 OL Green INV.ON/STAND BY Off
Vuwur ECONOMY convmow @ Green OUTPUT Off
VAN
Check that the “Green INPUT” stops blinking
and remains lit, and then proceed to step @.
Qv
[ @) Press and hold ';;‘M.,.,, for at least 1 second. ]

wn TSANUPS
© : ET11A Buzzer

Musical trill

SeRTE LEDs
STAND BY
) SANYO DENKI ¢ Green INPUT Lit

Green INV.ON/STAND BY Lit

[Hold for 1 second. /?_ow — LOADLEVEL 5 BATT ®
© OO0V Green OUTPUT Lit

25 50 75 100 OL Green DOUBLE CONVERSION Lit
DOUBLE cLEAR
NRU o PyYT ECONOMY ONVRFsI
After “Green DOUBLE CONVERSION”

lights, it might go off depending on the
input power condition or the load device
condition.

/_' Note for the UPS operation mode and LED indicators. > ~

> After performing step @), the “Green DOUBLE CONVERSION” lights regardless of the UPS operation
mode. And then the LEDs will be in the following state according to the operation of the UPS
depending on the “UPS operation mode” in the user setting.

»The “Green ECONOMY” lights when the UPS is in Economy Mode.

»The “Green DOUBLE CONVERSION” lights when the UPS is in Double Conversion Mode.

»When the “Green DOUBLE CONVERSION” and the “Green ECONOMY” are both off, the UPS is in
\_ Active Filter Mode. J
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[ At this step, turn the load device power on. ]

-y SANUPS

N E11A
LEDs
o Green INPUT Lit
STAND BY Green INV.ON/STAND BY Lit
SANYO DENKI ¢ Green OUTPUT Lit
BATT. TEsT Green LOADLEVEL 25 -100% Lit
%"_ ° E"EL‘%’" ‘ Green DOUBLE CONVERSION Lit
75 100 OL

.|u omp T Econow Ry CLEAR After “Green DOUBLE CONVERSION”
lights, it might go off depending on the
input power condition or the load device

condition.

Note for the load capacity e ~

»“Green LOAD LEVEL 25 - 100%” will light depending on the connected load capacities.

>If the “Red O.L” lights and the buzzer sound is emitted (four short beeps followed by another four
short beeps), the load devices connected to the UPS exceed the rated capacity of the UPS. Reduce the
number of load devices connected.

J

/—< UPS Battery Power Startup S>> ~N

You can operate the UPS even when the state of the AC input power supply is not
good.

You can follow the procedure below to operate the UPS when the AC input power supply is in an
abnormal state (power outage, voltage drop, etc.).

Since power is supplied to the load devices from the battery in the UPS when this procedure is used,
use the devices for a period of time less than the possible backup time of the UPS.

@ Check that | MAIN MCCB | is set to “OFF”.

MAIN MCCB | is “OFF”.

ALARM

SANU
© E11A
®

o *
STANDEY | SANYO DENKI

B 55555 6

% 50 75 10 OL
CLEAR

INPUT OUTPUT ECONONY EOMEF&ON
©0 0 ©©

ooooooooo

All of the
LEDs go off.

inv
@ Press §¥mnav and hold until the buzzer sounds. Release it when the buzzer sounds.

Buzzer
ALARH SANUPS Musical trill
© E11A
4 LEDs
1 LED that indicates the output voltage setting
ON___ of UPS blinks. (See §5.2 “Control panel and
STANDEY | SAN'YO DENKI Indicators”).

Hold for about

55— | after 3 seconds
BATT. SET,
LOW - LOADLEVEL(%) 1 © Green INPUT Blinking

3 seconds. © O0VOO @ Green INV.ON/STAND BY off
& mwgol = Green OUTPUT off
ANBUTLQUFPYT ECONONY  CONVERSON | after 3 seconds
@"% © © @ Green INPUT Blinking
Green INV.ON/STAND BY Lit
Green OUTPUT Lit

* The default setting of the output frequency at UPS startup by this
procedure is shown in the right table. Change the setting according Model Default setting
to the using load devices if needed. See §3.4 “Setting Battery Power |E11A202U011 60Hz
Startup Frequency” in the User Settings Guide for details. [E11A202U011J 50Hz
However, the setting cannot be changed if is not

set to “ON”, so preset this setting when there is a normal AC input

\ power supply during UPS operation. )
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§11.2 UPS Shutdown (Daily)

Perform the following operation to shut down the UPS daily. Be sure to shut down the load devices prior
to shutting down the UPS.

[@ Press and hold 'ﬁ‘:nm for at least 1 second. ]
ALARM
© ET1A

Buzzer
M Musical trill
pq’%‘l SANYO DENKI ¢ LEDs
EHold for 1 second.*}/{s‘” FlomLEvELs s R

Green INPUT

=T(0) Lit
reen
© OOOOO Green INV.ON/STAND BY

Off
% 50 75 100 0L Green OUTPUT

Off
w OUTPUT ECONOMY CONVERSION TLEAR
560

* QOperation varies depending on the user setting of “Shutdown operation
Shutdown Operation” in the User Settings Guide for details

”. See §3.9 “Setting UPS

Do not touch | MAIN MCCB | when you perform a daily shutdown. Leave it set to “ON”
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§11.3 UPS Shutdown (If Not to Be Used for More Than a Week)

Perform the following operation if the UPS is not to be used for at least a week. Be sure to shut down the
load devices prior to shutting down the UPS.

[@ Press and hold :ﬁ‘:um for at least 1 second. ]

) mUPS

Buzzer
@ i[!'}l‘l“ Musical trill
STAND BY
SANYO DENKI
2 ¢ LEDs
Hold for 1 second.* r” BATT. BATT

EVEL TEST, Green INPUT Lit
6’ 5@%@6@ Green INVON/STAND BY  Off
25 50 75 100 OL Green OUTPUT Off

DOUBLE EAR
%OUTPUT ECONOMY ~ CONVERSION c@
1

* QOperation varies depending on the user setting of “Shutdown operation”. See §3.9 “Setting UPS
Shutdown Operation” in the User Settings Guide for details.

[ @ Set | MAIN MCCB | to “OFF”

@ Set to “OFF”. o) SANUPS

E11A
(®
STANDY | S ANYO DENKI All of the
LED ff.
855588 O —

DOUBLE.
INPUT OUTPUT ECONOMY  CONVERSION 6

If input power is shut off while the UPS is operating, the batteries are discharged as if a power

outage occurred. Be aware that when the input supply is restored, the full capacity of the backup
function will not be available until the batteries have had time to recharge.




User Settings

§12. User Settings

§12.1 Prior to Modifying the User Settings

The UPS has a user settings menu, described in §12.2 “Setup Menu List”. The factory default setting of the
UPS is indicated by the “ * ” mark in the “Default Setting” column. You can set the various menu items to
configure the UPS according to your environment, your applications, and the specifications of the connected
load devices. Whenever you change a menu item setting, we recommend that you place a check mark in the
“Current Setting” column field of the Setup Menu List.

For details of setup operations of each menu, see the User Settings Guide.

All of the user setting menu items can be selected and set by display LED blinking pattern.

Setup menu list and the blinking pattern of indicators on the control panel are illustrated in the following

figure.
Menu LED Setting LED
p Select the setting by the blinking pattern
of 4 LEDs. The blinking pattern changes
each time you press 6 Pressing this
® button repeatedly cycles through the
:)h,{‘v LED blinking patterns.
STAND BY
Select the menu by the L
blinking pattern of 5 LEDs. / % /’}})’r}/‘){/{/‘{% oW rLOADLE JEST
The blinking pattern changes @/ @’@@@@ 7 @ @@ O) )
. o 7 i Vo 2 50 76
each time you press @ / o /
. . INPUT OUTPUT ECONOMY CONVERSIN
Pressing this button @ @ @ @
repeatedly cycles through the /|
LED blinking patterns. [ e @

@: indicates that LED is blinking.
O: indicates that LED is off.

No. User Settings Menu Ménu LED Setting Jsting LED ]SJEfa‘.ult (éu::-ent Notes
Ref, page] Ttem etting | SeTInE
. o Auto [ NOXOXO) *

1/ 4 |31 EIESEOPQMUOH 0000 Double Conversion OX NOXO T ‘/"
Economy [ X _JOXO) I \
100V @000 ‘

ol 5 |32 Output voltage (@) 110V ON NOXO) See

(RESTART) O@00 |usv @@ OO |[fraks

120V o)oX X©)

i / \

Indicates the section numbers of For the menus indicated by The factory default Place a check mark )
sections W.lth reference 1nff)rn}at10n “RESTART” in this column, setting. when you change the
for .each item. .See .the 1nd.1cated restart of the UPS is required. setting
sections for detailed information. '

N

When you change the setting of the menus indicated by RESTART in the “Menu” column, its changes do not take effect
until you restart the UPS. If a restart is required, be sure to power off the load devices before resetting.

See §11.3 “UPS Shutdown (If Not to Be Used for More Than a Week)” about how to shut down the UPS, and §11.1 “UPS
Startup” for information about how to start the UPS.
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§12.2 Setup Menu List

@: indicates that LED is blinking.
O: indicates that LED is off.

User Settings Setti @ t
: . etting |Default| “Lurren
No. Guide Menu Menu LED Setting LED |Setting Setting Remarks
Ref. page | Item
lAuto [ Je]e]e] * Switch the UPS operating mode automatically.
. O
1 4 3.1 [UPS operation mode @000 Bgzslision (o] Jele] Set the UPS operating mode to Double Conversion mode.
Economy 0000 Set the UPS operating mode to Economy mode
100V [ JeleJe) Default setting of E11A202U011J Set the rated Output voltage
9 5 3.9 Output voltage O 110V (o] Jeje] See Same as Input voltage.
““ |(RESTART) O@0OO0 115V @000 |remarks Id)efau}; Settm% e el
epending on odel.
120V 00@0 Default setting of E1IA2020011 | o+
Frequency sync O 1% 9000 L1% Output f iati
utput frequency variation range
. 9 *
3 6 |33 range (RESTART) [ X JoJe! 3% 0000 £3% (%)
5% 0000 +5%
Batt Default setting of Set the output frequency when UPS
4 7 3.4 Stzrte:.y fI;‘ZWZZnC O 50Hz @000 See E11A202U011J starts from the battery power during
’ P 4 Y (eJoX Je) H 0000 remarks Default setting of IAC input power failure. Default settingf
(RESTART) 60Hz E11A202U011 varies depending on UPS Model.
Set when using UPS remote ON/OFF or Standard OS UPS
Standalone @000 Services
X O . Set when using a power management software, LAN card or
5 8 3.5 [PC interface 0000 Workstation | O®OO * 'UPS remote ON and One-touch system shutdown.
Serial Login | @@QO Shutdown by serial login.
- [e]e] Je) Do not use this setting.
o 9600 [ Je]e]e) * 9600 bps. Set the serial baud rate when a
6 9 3.6 [Serial baud rate 0000 4800 (o] Je]e) 4800 bps. workstation, PC, or optional LAN
2400 0000 2400 bps. card is connected.
Auto @000 * Auto restart
OFF (o] Jele] The UPS stays off.
) Auto restart when battery |Specify when to restart the UPS
71 10 |37 UPS operation upon | O 30% 0000 charge reaches 30%. after a power outage and ]
power recovery 0000 50% 0000 [Auto restart when battery [shutdown of the UPS due to final
oU%0 charge reaches 50%. discharge of the batteries.
Auto restart when battery
0,
50% 0000 charge reaches 80%.
All patterns | @OOO * All sounds
3 1 33 (B q (@) Pattern 1 0000 Emit sounds on serious failure and battery trouble.
’ uzzer soun attern mit alarm and key click sounds.
ooo0e p 2 @000 Emit al d key click d
OFF [o]e] Je) Emit key click sounds only.
1 second @000 % Turn the UPS off when
pressed for 1 second.
. O Turn the UPS off when Set the operation for switch to
9| 12 | 3.9 |Shutdown operation e00e® 3 seconds (o] Jele] oressed for 3 second. stop the UPS power supply.
Special Turn the UPS off on special
operation 0000 operation.
/Auto recovery when a
Overload recovery 0] Auto return | @OOO * certain period of time has |Set the UPS operation after
10| 13 |3.10 G 0e0e elapsed. switching to the bypass power
operation Fixed as bypass power supply because of overload.
Bypass (o] Jele]
supply on overload.
US operation at o OFF [ Jelele} * The UPS stays off. Specify the UPS power supply
11| 14 |[3.11(@)&,, OFF Y YoX ) ditions wh VB is off
(RESTART) Bypass 0000 Bypass power supply conditions when Bam 15 Off.
Battery 'When low battery voltage
*
voltage €000 level is detected. Set the timine of emittine the 1
Low battery voltage | O g 'When remaining battery et the timing o eml'ttmg the lo
12| 15 (3.12 ine timi 0o0ee 2 minutes 0000 ot S ot battery voltage warning alarm
warning timing uration is 2 minutes. (beep, Red BATT. LOW lit).
3 minutes 0000 'When remaining battery
duration is 3 minutes.
5 minutes [ Je]ele) * 5 minutes backup
20 minutes (o] Jele] 20 minutes backup
30 minutes [ 1 Jele] 30 minutes backup Set the UPS backup time on power
. O 40 minutes (e]e] Je) 40 minutes backup outage. An external battery must
13| 16 |3.13|Battery backup t: : .
artery backip ¢ | @ O @ @ [60 minutes | @O @O 60 minutes backup be connected for settings of 20
90 minutes (o] I Je) 90 minutes backup minutes or higher.
120 minutes | @@ @O 120 minutes backup
180 minutes | OO0 @ 180 minutes backup
10 5 years @000 * 5 years lifetime type Set the battery type. Set this when
14| 17 |3.14|Battery type ceee 10 years (o] Je]e) 10 years lifetime type you replace the battery or connect
3 years 0000 3 years lifetime type an external battery.
180 days [ Je]e]e) * Test batteries every 180 days. |Set the interval_(number of days)
90 davs 0000 Test batteri 90 days. for the automatic battery check.
15| 18 |3.15|Battery test schedule 2 000 304 Y 0000 ’Ris ba @es e 20 d:ys The check is carried out
ays st batteries every YS: automatically when the specified
None [o]e] Je] No battery check. number of days has elapsed.
6l 19 316 Reset battery [ J Do not reset | @®OOO * Do not reset.
*7 linformation OO OO |Reset (o] JeJe] Reset the battery information when you replace the battery.
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User Settings

No. Guide Menu Menu LED Setting Sistitar Defa.ult Curr-ent Remarks
Rel. page] Ttom LED Setting| Setting
Linked ON/OFF delay disabled
*
171 20 |3.17 Linked delay ° No delay 000 (operate with delay of 0 seconds)
**" loperation [ JeJeJe) Del 0000 Linked ON/OFF delay enabled
elay (operate with specified delay)
0 seconds [ JoJeo)Xe) *
10 seconds |O @ OO
30 seconds |@ @ OO
. . 1 minute [e)eX )Xo}
Linked operation ([ J -
18| 21 |3.18|5 qolay time 0O@0O [Zminutes |@O@O Set when you connect
5 mlr.lutes ceeo . a remote switch, or
10 minutes | @ @ ® O Set the ON/OFF delay tlmes when connect linked
15 minutes (OO O @ you conduct 1_1nk_ed operation. operation cable(s) to
30 minues (000 Doty oprsion s ok e i ke
* . tion.
Dseconds |@OOO Disabling Linked Operation Delay” | & 0"
10 seconds C@00 in the User Settings Guide is set to
30seconds |@ @ OO “Delay”.
. . 1 minute (o)X JXeo)
Linked operation [ J -
19| 22 |3.19 : 3 minutes [ JoX Xe)
OFF delay t:
clay time €600 5 minutes [oX X X6
10 minutes |@ @ @ O
15 minutes (OO0 @
30 minutes (@ OO @
20! 23 |3.20 Output line control | @ Disabled [ JoJe)e) * Disable output line control
“Y|(Restart) OO@O |[Enabled (o) _Je)e) Enable output line control
0 seconds [ JoJeo)Xe) *
5 seconds (o) _Jo)Je)
Outlet box
21| 24 [3.21|0UTPUTI1 o 30 seconds 10 @ QO
ON delay time @O@®O [l minute [o]eX Jeo)
y 5 minutes YoX Xe) Set the ON delay times for the )
10 minutes |O ® ® O OfU}TPUTll agd OUTPUT?2 terminals
0 seconds [ XoJeo)Xe) * of the outlet box.
The delay times are not enabled
6 seconds C@00 unless item §3.20 “Enabling and
35 seconds @000 Disabling Output line Control” in
Outlet box P 1 minute 00@0 the User Settings Guideis set to
22| 25 |3.22|0UTPUT2 0080 30 seconds “Enabled”.
ON delay time 5 minutes PYeX Yo
30 seconds
10 minutes
30 seconds Ceeo
0 seconds [ JoJeo)Xe) *
10 seconds |O @ OO
Outlet box
23| 26 |3.23/OUTPUTL : 0o o seconds 8 8 2 8 Set the OFF delay times for the
OFF delay time 1 minute OUTPUT1 and OUTPUT2 terminals
y -
3 minutes [ XoX K¢} of the outlet box.
5 minutes [oX X Je) The delay times are not enabled
Dezah @000 * unless item §3.20 “Enabling a{’ld Set when you connect
10 seconds (o) _Jeo)Xe) Disabling Output hne' antrol M lan outlet box to perform
Outlet box PY 30 seconds | @ @ O O Ehe User’:gettmgs Guideis set to output line control.
24| 27 |3.24|0UTPUT2 000e@ - Enabled”.
OFF delay time Ly QOO
3 minutes [ XoX Xe)
5 minutes ceeo
(Until batteries 0000 w
exhausted
Outlet box ° 0 seconds (o) _JeoJe) Set th " tout ti
25| 28 |3.25|0UTPUT1 power e00e 30 seconds | @ @ O O ,Doi th:g%v;?[?'}llafi;légl’}‘P[}?‘;s
outage output time 1 m%nute coceo terminals of the outlet box.
3 minutes [ JoX X6 The delay times are not enabled
5 minutes (o X JXe) unless item §3.20 “Enabling and
[Until batteries 000 . Disabling Output line' Coptrol” in
exhausted the Userfetthgs Guide is set to
Ot ooz . 1) cemonel oY YeoXe) Ihtnagled” 'anzihlteg §3§ jgttmg PC
26| 29 |[3.26|OUTPUT2 power 0e0e 30 seconds [ X _Je)Je) Cr;u?;eaicseseltn to ‘?Stafgalsné?gs
outage output time 1 minute [o)oX Je) '
3 minutes [ XoX Xe)
5 minutes ceeo
Set the operation of OUTPUTO after
Operation of Outlet SLtlop 1pOW9r 000 * output from the OUTPUT.I and 2
box OUTPUTO ° PPy terminals has stopped. This setting
271 30 |3.27 . is not enabled unless item§3.20
after stopping of 0000 . Enabli d Disabling O I
OUTPUT1 and 2 Continue 0000 nabling and Disabling C utput line
power supply Control” in the User Settings Guide
is set to “Enabled”.
. [ J Output [ JoJe)Je) * Output a Ring signal when the UPS starts.
28| 31 [3.28R 1
1ng siena OO®® |Do not output| O ® O O Do not output a Ring signal when the UPS starts.

Note
When you change the setting of the menus indicated by RESTART in the “Menu” column, its changes do not take effect
until you restart the UPS. If a restart is required, be sure to power off the load devices before resetting.
See §11.3 “UPS Shutdown (If Not to Be Used for More Than a Week)” for information about how to shut down the UPS,
and §11.1 “UPS Startup” for information about how to start the UPS.
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§13. Maintenance

e Internal maintenance and inspection should be performed only by
technically qualified personnel. Electric shock, injury, burning,

fuming or fire could otherwise result.
A e Before beginning inspection, shut down the UPS completely, and remove the input
power. Failure to do so may result in an electric shock.
CAUTION e While the batteries are gonnected to the gquipment, hazardous Voltage? 1s present.
Never touch any parts with your hand. Doing so may result in an electric shock.
e Batteries should be replaced periodically.
Batteries used after their service life has passed may cause a fire.

The projected service life of the UPS is about 7 years. During this period, the battery must be replaced
periodically. If you intend to continue using the UPS after its projected service life, components other
than the battery also need to be replaced (a fee will be charged). Contact your supplier. If these
components are not replaced at the end of the service life, the UPS may not function properly.

There are routine checks to be performed by the user and maintenance to be performed by service
personnel. Some maintenance items are not able to be performed by the user, so be sure to submit a
request for such work to your supplier when maintenance is required.

/—[ User ] ™
Daily check. Iﬂ:: r“Red ALARM” lights.
See §13.1 “Routine Checks”. An error occurs.

\

Battery test.
See §13.2 “Battery Test”. I[I::

\/

Battery test result: failure
It is time to replace the battery.

When trouble occurred,
See §15 “Troubleshooting”, or Iﬂ::
See §13.3 “Bypass Breaker Reset”

\/

,The trouble could not be resolved.
The UPS has malfunctioned.

Contact your supplier.

Contact your supplier or Sanyo Denki representative

® Parts replacement should not be attempted by customers.
when replacement is needed.

)l AN y

Service personnel* J v

Battery exchange =§13.4.1 “Battery Replacement”
Deal with a trouble or failure in the UPS.

* What are service personnel?
This term is used to indicate service technicians from SANYO DENKI or entrusted from SANYO DENKI with
knowledge of this UPS. Maintenance work must not be performed by other than a qualified service technician.
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§13.1 Routine Checks

Maintenance

e Be sure not to inspect the inside of the UPS. Doing so may result in
an electric shock, burn, injury, smoke, or fire.
¢ Do not touch the fan on the back panel of the UPS when cleaning the
UPS or anywhere around the UPS. Doing so may result in an injury.

CAUTION| shock.

Doing so may result in smoke or fire.

e Do not use, for example, a wet cloth for cleaning. Doing so may result in an electric

e When cleaning, do not connect a vacuum cleaner to the output terminal of the UPS.

O

Routinely check the following items.

@ Is the control panel LED lighting state abnormal?

= See §15 “Troubleshooting” to perform the countermeasure.

@ Is the buzzer sounding?

= If any buzzer sounds, see §14 “Alarm Sounds” to perform the countermeasure.

Is the exterior of the UPS in any way damaged or deformed?
Is an unusual sound or odor emitted from the UPS?

Is the installation environment of the UPS suitable?
Are things like humidity and temperature within the specified ranges?
= See §6.1 “Installation Environment Check”.

@ ® @

(©)

Has the specified amount of space been provided at the front and back of the UPS?

If the air intake or exhaust vent is blocked, the internal temperature of the UPS rises, which could

result in a damage of the UPS.
= See §6.2 “Installation Space Check”.

@ Remove any dust or dirt adhering to the intake and exhaust vents.
Dust or dirt adhering to parts inside the UPS may cause it to malfunction.

Perform the battery backup time test periodically.

When the UPS is shipped from the factory, it is set up to perform an automatic battery test once
every 6 months. If you change the setting to “None”, periodically perform a manual battery backup
test. Refer to §13.2 “Battery Test”. Depending on the results of the test, exchange the battery.

Estimated battery replacement interval ~

pr

number of discharge cycles.

Battery service life is affected by operating conditions such as ambient temperature and the

~

Ambient temperature has a particularly strong influence as indicated in the following table.

Average Ambient Projected Service Battery Replacement
Operating Temperature Life Interval

25°C (77°F) 5 years 4.5 years

30°C (86°F) 3.5 years 3 years

35°C (95°F) 2.5 years 2 years

40°C (104°F) 1.7 years 1.5 years

Using a battery after its service life has expired may result in battery leakage, and in the worse
case, smoke, and fire. Request that the battery be replaced early as a preventative measure.
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§13.2 Battery Test

You can perform tests of the built-in and externally connected batteries. You can do this without stopping
the load devices connected to the UPS.
When it is shipped from the factory, the UPS is set up to perform an automatic battery test once every 6

months. To change the automatic battery test schedule, see §3.15 “Setting Test Schedule” in the User
Settings Guide.

Follow the procedure below when conducting a manual battery test. However, if the UPS has performed a
backup operation within 12 hours prior to the test, the result may show an error. The test should, therefore,
be conducted when the UPS has not performed a backup operation within the last 12 hours.

SaLr )
@ Press @ and hold it for at least 2 seconds.

The “Green BATT. TEST” indicator starts blinking, and the battery test starts.

Buzzer ALARM
2 beeps... 2 beeps... 2 beeps... @ ET1A
LED ®

Battery operation for about
90 seconds

Green BATT. TEST Blinking :> iI!IS;lV
STANDBY | SANYO DENKI

BATT.
LOW r LOADLEVELf%)

© 0000V

25 50 75 100 OL
The test finishes = Npur outeur ecoon Eiison 228 Hold for 2 secondS.:I
in about 90 seconds. ©0 © ©
Check the “Green BATT. TEST” indicator for the results of the test.
Battery Test Results> Green BATT. TEST lit blink
Buzzer — FxEEERE T beeps ... ¥FFFFEEE T heeps ...
Confirmed 90 seconds |Less than 90 seconds
Backup Time or more
Result The batteries |Replacing the battery early is recommended.
are OK. Contact SANYO DENKI.

,_| Note >

-

@) After the battery test has finished and the “Green BATT. TEST” indicator lights

CLEAR
or blinking, press

The “Green BATT. TEST” indicator goes off and returns to its normal indication.

~
The results of the test are only an approximate guide. If the batteries have reached their replacement
interval, an early replacement is recommended even if the results of the test are OK. See “Estimated
battery replacement interval” in the previous page for more information.

Stopping battery test >
> 'To stop the battery test while it is underway,

BATT.

TEST

Press @ for at least 2 second =  The UPS returns to normal operation.

» The battery test stops if any of the following 1-4 occur or if any of the following 5-8 is operated while
it 1s underway.

1. Input power error (voltage or frequency). 5. Switching of | Forced Bypass | switch

2. Mechanical failure 6. Setting | MAIN MCCB | to “OFF”

3. Output power overload . Oy

4. If the load level will be less than 20% when 7. Pressing g“"“" for 1 second or longer
the UPS operates in Active Filter Mode or 8. Executing the battery test stop by the power
Economy Mode. control software

The “Green BATT.TEST” indicator does not display the results of the test if the test is interrupted.

37



Maintenance

§13.3 Bypass Breaker Reset

Z‘E o Always power the UPS off before resetting the bypass breaker. Failure to do so
CAUTION can cause electric shock.

If the bypass breaker trips, the “Red ALARM” indicator lights and output from the output terminals

stops.
Proceed as follows to reset the bypass breaker.

(@ Stop the UPS by setting | MAIN MCCB | to “OFF”.

@ Examine if there are neither a problem nor a trouble in the equipment of the load.

(@ Press the bypass breaker on the back panel of the UPS.

Oy
@ Set | MAIN MCCB | to “ON”, and then start the UPS by pressing and holding it for 1

second.
For details about UPS startup, see §11.1 “UPS Startup (Normal Operation)”.

UPS back panel
® OUTPUT 120V, max.16.7A 1400W ® %
= = (o)
® ®E_@ [¢«_&G & 9
) ON WANWCGB OFF \ % Q0
Qo

TR
® ®w® ol (59 ©
—& SR 5

yA

@ Press the bypass breaker. |

If you reset the bypass breaker while the UPS is powered on, the “Red ALARM” indicator will remain
lit until you turn the UPS off. Always turn the UPS off before resetting the bypass breaker.

This completes the bypass breaker reset. Ql
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§13.4 Maintenance by Service Personnel

The user must not perform the maintenance described in this section.
Be sure to contact your supplier for maintenance.

e Internal maintenance and inspection should be performed only by technically qualified
personnel. Electric shock, injury, burning, fuming or fire could otherwise result.
e Batteries should be replaced periodically. Batteries used after their service life has

passed may cause a fire.
e Never use organic chemicals such as gasoline, thinner, benzene or detergent to clean

batteries. These can cause the casing to crack and leak, resulting in fire or current

CAUTION |, ;e . . . i bodily in
e Do not touch the rotating fan at maintenance. Doing so may result in bodily injury.
e Never use a wet cloth to clean the UPS. Doing so may result in an electric shock.
e When cleaning, do not connect a vacuum cleaner to the output terminals of the UPS.
Doing so may result in smoke or fire.

§13.4.1 Battery Replacement

You can replace the batteries without stopping the load devices. However, this should be done as quickly
as possible, because the UPS will be unable to provide backup power in the event of a power outage.

e The battery pack weighs about 12 kg (26.46 1bs). Be careful not to drop it on your feet.

Bodily injury can result.

A e Wear insulated gloves and take other precautions when replacing the batteries.

Otherwise electric shock can result.

CAUTION ° Therfe is a constant voltage (ma).(. approx. 48 V: approx. 1.2 V.>< 4) at the b.att(.ary
terminals. Do not touch them with your hands or short-circuit them. Bodily injury can

result.

(@ Check the replacement battery model name.
Mode name: HRL1234WF2FR (manufactured by CSB BATTERY Co., LTD.)

Note on battery replacement >

This UPS uses the battery HRL1234WF2FR manufactured by CSB BATTERY Co., LTD.

Since this battery is designed specifically for the UPS, do not use a different battery. Do not
substitute with any other type, and do not mix new and old batteries, as shortened battery life,
leakage, and heat could result.

@ Remove the front panel of the UPS.
@ Loosen the screw on the right side of the battery cover, and then remove the battery cover.
@ Disconnect the battery connector.

® Pull the battery pack out.

@Battery connector. Insulate with
tape or other insulator.

(@ Loosen this screw, and remove the battery cover
by sliding in the direction of the arrow. This
screw cannot be removed from the battery cover
because it is designed to prevent dropping.

@ Remove by sliding in the direction
of the arrow while firmly pressing
the two locations indicated by @.
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©® Insert the new battery pack so that the connector faces forward.

@ Connect the battery connector.

®lInsert the new battery pack in
the direction of the arrow.

@The connector cannot be
inserted in the wrong
orientation.

Check the correct insert
orientation, and push in
until you hear a click.

- The battery connector cannot be inserted in
the wrong orientation. If it does not go in,
A do not try to force it. Doing so can damage
CAUTION the connector and result in electric shock.
- Be careful not to get your hands caught
when securing the cover.

Attach the battery cover.
© Attach the front panel.

Insert two claws on the top and bottom
into the slit. Slide the cover in and secure
with the screw on the right side.

©First catch the claws on
the right side, then push
the left side in.

Set the backup time in the user setting. See §3.13 “Setting Battery Backup Time” in the User
Settings Guide.

@ Set the battery type in the user setting. See § 3.14 “Setting Battery Type” in the User Settings
Guide.

{2 Reset the battery information in the user setting. See §3.16 “ Resetting Battery Information” in the
User Settings Guide.

Note on the used battery >

The batteries used in this product are lead type batteries which are a reusable resource. Please cooperate
by recycling when replacing or disposing of used batteries. Dispose of used batteries according to the
instructions. To dispose of used batteries, contact your nearest sales representative, an authorized

industrial waste handling company, or repack them in their original cartons and send them to your
supplier. (An extra charge is required.)

This completes the battery exchange. ‘]

40



§14. Alarm Sounds

41

The buzzer sounds to indicate an UPS status error or change.

Check the sound pattern and refer to the following table for the steps to take.

CLEAR

Press @ to stop the buzzer.

Sound Pattern LED Status UPS Status What to Do
Red ALARM lit Thls is a mechanical Contact your supplier.
failure.
Continuous tone Red ALARM lit |the by breser |+ |Reset the bypass breaker
* . See §13.3 “Bypass Breaker Reset”.
tripped.
When utility power is restored, the UPS
will restart automatically depending on the
Red ALARM lit setting value of “UPS Operation Upon
Red BATT.LOW |The battery is exhausted. |Power Recovery” in the user setting. Refer
lit to §3.7 “Setting UPS Operation Upon
Power Recovery” in the User Settings
Guide.
Power is being supplied . . .
Green INPUT  |from the battgry l?epcause of Verify that the. mp ut voltage and input
2 seconds blinking an input voltage or frequenczf are .V&{lthl.n thf rated range. Refer
— frequency error. to §19.4 “Specifications”.
b *k
MAIN MCCB | was set
Zbeeps 2 beeps creen INPUT i “OFF” during UPS~ [Set to “ON”.
wng power supply.
Green ) formi Wait for the battery check to end. zgru can
BATT.TEST z}ll)ztlgif, Lizg}r{"ormmg stop the battery check by pressing @ and
blinking holding it for at least 2 seconds.
o Verify that the input voltage and input
. frequency are within the rated range.
Continuous beeps Red BATT.LOW | The battery voltage is Regﬂ to g 19.4 “Specifications”. &
lie low. . may be set to “OFF”. Tf
MAIN MCCB | is “OFF”, set it to “ON”.
1sec. 2 sec. The load devices
m sx%% .. |Red O.L lit conn?cted to the output Conn.ect fewer load devices to the output
4 beeps 4 beeps termlpal exceed the rated |terminal.
capacity of the UPS.

2 seconds Stop the UPS, refer to §7.1 “Battery
ek kww e Connector Connection”, and firmly connect
7 bee 7h (When UPS starts] the battery connectors.

ps eeps .
The Dbattery connectors|After connecting the battery connectors,
Green are not connected. start the UPS, and check to make sure that
BATT.TEST buzzer sounds are not head and that
blinking “Green BATT.TEST” does not blink.
Perform the battery test. Refer to §13.2
The battery check result |“Battery Test”. When the same result
was an error. persists, the battery must be replaced.
Contact your supplier.
A battery replacement is recommended.
9 seconds Contact your S?Egplier.
— _ Remaining battery You can press ) to stop the buzzer sound.
e - service life is six months. |But the buzzer sound will start again the
5 beeps 5 beeps next time the UPS is powered on. This will
continue until you replace the battery.
The battery must be replaced. Contact
your supplier.
You can press c@" to stop the buzzer sound,
Red BATT.LOW |The battery has reached |but “Red BATT. LOW” blinking continues.
blinking its service life. The buzzer sound and LED blinking will

start again the next time the UPS is
powered on. This will continue until you
replace the battery.

Contact your supplier if any other failure occurs in the UPS.




§15. Troubleshooting

|Troubleshooting1

e Internal maintenance and inspection should be performed only by technically qualified
personnel. Electric shock, injury, burning, fuming or fire could otherwise result.
e Before beginning inspection, shut down the UPS completely, and remove the input
power. Failure to do so may result in an electric shock.
CAUTION | ¢ While the batteries are connected to the UPS, hazardous voltage is present. Never
touch any parts with your hand. Doing so may result in an electric shock.

If a problem occurs, check the condition of the UPS and perform countermeasures listed in the table below.

UPS Status LED Status Countermeasure
o Check that the battery connectors are connected properly.
When the UPS starts, G Stop the UPS, refer to §7.1 “Battery Connector Connection”, and
reen .
the buzzer sounds and BATT.TEST firmly connect the battery connectors.
“Green BATT.TEST” blinki'n After connecting the battery connectors, start the UPS, and check|
blinks. g to make sure that buzzer sounds are not head and that “Green

BATT.TEST” does not blink.

No output power is
supplied from the

Green OUTPUT
off

Check whether the input wiring has been performed correctly. Refer to
§7 “Wiring”.

¢ Verify that the input voltage and input frequency are within the rated
range. See §19.4 “Specifications”.

)
. % must be pressed for at least 1 second.
See §11.1 “UPS Startup” for the correct startup procedure.

Check that | MAIN MCCB | is set to “ON”.

. All off
output terminal of the © See §11.1 “UPS Startup” for the correct startup procedure.
UPS. o Check whether the output voltage is set correctly. See §3.2 “Setting|
Green INPUT Output Voltage” in the User Settings Guide.
blinking o Verify that the input voltage and input frequency are within the rated
range. See §19.4 “Specifications”.
. e The bypass breaker may be tripped.
Red ALARM lit See §13.3 “Bypass breaker reset”.
©)
. :"”:,T., must be pressed for at least 1 second.
See §11.2 “UPS Shutdown (Daily)” for the correct shutdown procedure.
However, bypass power supply continues if bypass operation was
Green OUTPUT started by changing over with the forced bypass switch, overload, or
lit failure.

Output power from the
output terminal of the
UPS does not stop.

Check the setting of “UPS Shutdown Operation” in the user setting
menu. It may be set to “3 seconds” or “Special operation”. The factory
default setting is “1 second”. See §3.9 “Setting UPS Shutdown
Operation” in the User Settings Guide.

Green OUTPUT

Check the setting of “UPS Operation at g:,;T, OFF” in the user
setting menu. It may be set to “Bypass”. The factory default setting is

blinking “OFF”. See §3.11 “Setting UPS Operation at (&8ss OFF” in the User]
Settings Guide.
e ?':W may be turned off by accidental operation.
Green INPUT lit O
Turn on %.
Output power fll'or? tﬁe e Check whether the bypass breaker on the back panel is tripped. It
output terminal o t € may have been tripped by an overload or short circuit.
UPS ) stops  during Red ALARM lit Check the total load and the possibility of a short circuit.
operation. © 1 When the total load is high, reduce the number of load devices
connected to the UPS.
See §13.3 “Bypass Breaker Reset”.
o Check whether the battery has deteriorated.
Output power from the Red ALARM on, Check the time to r.eplac.e the battgry. . .
output terminal of the The battery service life will differ depending on the ambient
. |Red BATT.LOW . .
UPS stops during lit temperature. Earlier battery replacement is recommended.

power outage.

Check whether there was a power outage within the last 12 hours.
The battery level may be low. Sufficiently charge the UPS.

Alarm buzzer sounds.

The alarm buzzer sounds when an error, abnormal state, or alarm
condition is detected in the UPS. See §14 “Alarm Sounds”.
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UPS Status LED Status Countermeasure
¢ The alarm buzzer sound may be set to “OFF”.
Alarm buzzer does not sound. |~ Check the setting of “Buzzer Sound” in the user setting menu.
See §3.8 “Setting Buzzer Sound” in the User Settings Guide.
e Check whether | MAIN MCCB | on the back panel of the UPS is set
Battery power supply to “ON”. (If | MAIN MCCB | is set to the “OFF” during normal
continues. Green INPUT operation, the same operation as for a utility power source failure
Power supply switches to blinking will be triggered.).
battery power frequently. ¢ Verify that input voltage and input frequency are within the rated
limits. See §19.4 “Specifications”.
e Check | Forced Bypass | is set to “Inverter”. This switch is located
inside the front panel of the unit. Remove the front panel to check.
See §7.1 “Battery Connector Connection”, step®).
e When “Overload Recovery Operation” in the user setting menu is set
G?eef} OUTPUT| {5 “Auto return” The UPS switches to UPS power supply every 2.5
UPS does not switch from g;reliirllng, secc&r}gs, ant(.l1 lswitches bz'ils:}lf' to b}ipags powel‘rD sdupgly i§f3t1118 c‘)‘\éeﬁc')ad
bypass power supply to UPS condition still persists. This cycle is repeated. See §3. etting|
ngver sﬁppl PR INV.ON/STANDBY |  Overload Recovery Operation” in the User Settings Guide.
Y- blinking e When “Overload Recovery Operation” in the user setting menu is set

to “Bypass”: If the utility power voltage is low and the load current is|
below the overload detection threshold when the UPS switches to
bypass power supply, the UPS continues to switch between UPS
power supply and bypass power supply. See §3.10 “Setting Overload|
Recovery Operation” in the User Settings Guide.

Cannot perform battery test.

A battery test cannot be performed when:
@ Inverter is stopped.
2 Bypass power supply is active.
(3 Input voltage or input frequency is out of range.
@ Shutdown under remote control is in progress.
® UPS is defective.
® When load factor is less than 20% in the economy mode operation
or the active filter mode operation.

When using the power
management software,
serial communication fails.

Check that “Interface” in the wuser setting menu is set to
“Workstation”.

See §3.5 “Setting PC Interface” in the User Settings Guide and §5.3
“External Interfaces”. The factory default setting is “Workstation”.
Check the setting of “Serial Baud Rate”. See §3.6 “Setting Serial
Baud Rate” in the User Setting Guide. The factory default setting is
“9600”. Select the same setting value as the setting of power|
management software.

Automatic UPS restart does
not occur after shutdown

due to battery exhaustion
following power outage.

Check the setting of “UPS Operation Upon Power Recovery” in the
user setting menu. Automatic UPS restart does not occur if this item|
is set to “OFF”.

If this item is set to “30%”, “50%”, or “80%”, the UPS does not start
until the batteries are charged to the specified level.

The factory default setting of this item is “Auto”.

See §3.7 “Setting UPS Operation Upon Power Recovery” in the Usen]
Settings Guide.

The UPS does not automatically
start at the time set for
scheduled operation in the power
management software.

If “When power failure recovered, automatically start the UPS” of the “ Configuring
the UPS control conditions” items described in the User guide of the Powen
Management Software is selected and the value “10 to 90” is set for the specified|
value (%), the UPS will not start even at a scheduled start time if the battery is not
charged to the specified value.

When scheduling operation for the UPS, set this specified value (%) to "0". For
details, refer to “Setting the Shutdown Conditions” in the User Guide of the power]
management software.

“Green DOUBLE CONVERSION”

and “Green ECONOMY light |

and go off frequently at
irregular intervals.

The UPS is switching frequently between operating modes because|
the utility power is unstable. Set the UPS operating mode to “Double
Conversion”. For details, see §3.1 “Setting UPS Operation Mode” in
the User Settings Guide. The factory default setting of this item is|
“Auto”.

“Red ALARM LED” is lit.

e An alarm condition or error has occurred.
Contact your supplier.

When the troubles cannot be resolved even if you perform the countermeasures above, or
when other failure occurs in the UPS, contact your supplier.
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§16. How to Use Power Management Software

What is Power Management Software “SANUPS SOFTWARE STANDALONE” (supplied CD-ROM)?

This software is used for power supply control or management from the computer by communicating the
UPS to a computer (personal computer or workstation).

Install power management software on your computer.
For more information, refer to the Install Guide and User Guide in the CD-ROM of the power management
software.

Q@)

The following is the minimum system configuration required for the setup and operation of the
SANUPS SOFTWARE STANDALONE.

Computer: AT compatible

CPU: PentiumII® 500MHz (or greater)

Memory: Minimum of 32 MB (64 MB or more recommended)

Available disk space: Minimum of 64MB

Display: Minimum 640 x 480 pixel resolution

Supported OS: Windows® NT 4.0 (*1),Windows® 2000, Windows® XP, Windows® Server 2003(*2)
(*1) Service Pack 6 or above

(*2) Standard Edition or Enterprise Edition

Check that “Interface” in the user setting is set to “Workstation”. The factory default setting is
“Workstation”. See §3.5 “Setting PC Interface” in the User Settings Guide for how to set.

Connect the “PC/TF” connector of UPS to the computer using the supplied Network cable.

Check that network cable connection is not loose.

Connect side of the cable
PS. I

to the “PC I/F” connector of the U

Connect | PC/WS | side of the cable to I

the “RS-232C” connector of the computer.

u} 8]

n Il

See §5.3 “External Interfaces” for the details of the PC I/F connector.
The CARD I/F and PC I/F connectors cannot be used at the same time.

Insert the SANUPS SOFTWARE STANDALONE CD-ROM into the CD-ROM drive to install this
program.

The installation program starts automatically. Proceed as instructed on the screen.

After completing the software installation, reboot the computer.

Launch the SANUPS SOFTWARE STANDALONE from the Windows Start menu to set up.

Tip

If the installation program does not start
automatically, double-click Setup.exe on the
CD-ROM to start installation manually.

SANUPS
SOFTWARE|

=N

O

This completes preparation to use SANUPS SOFTWARE STANDALONE.

For more usage information, refer to the /nstall Guide and User Guide in the CD-ROM of the power
management software.
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Usage Notes for Power Management Software

When using the supplied “SANUPS SOFTWARE STANDALONE”, note the following instructions for the
items on the main screen.
See §6.1 “Main Screen” in the User Guide of SANUPS SOFTWARE STANDALONE for details.

Main screen of SANUPS SOFTWARE STANDALONE

&5 SANUPS SOFTWARE STANDALONE - System state : _10]x|
Flle View Sefings UPS Contral Help

Mext stop:11/2002005 17.00
Mex start11/20/2005 08:00

UPSET1A #k* (DOUBLE CONVERSION Mode) Computer

Input

Volt:  |106Y
State:

Load:

A”m' COM4

| Backuptime:  [1092min 4
M

[ .
‘ Alarm Info.: IBreakdown I Oyetoad I Batt. Low I Batt life I Biatt. re;i BaCkup time

B

Battery check nfo | Stopping | (Result11/1 62005 16:39 Mormal end)  Auto check Enable(Cycle B M) ‘ UPS detail info

“Charge” of Battery

oy
@

3

4

If UPS is not charged for 12 hours or more when the UPS first started, “Charge” is not displayed
properly. See §9.2 “UPS Charge” to charge the UPS.

If the UPS is stopped and then restarted, even when the UPS is charged enough, “Charge” might be
displayed as “80%” or “90%”. This occurs due to the operating conditions such as ambient temperature.
In this case, “Charge” will be displayed properly, if UPS is operated normally for 1 or 2 hours.

Connect the battery connector correctly. If the UPS is operated without the batteries, “Charge” might
show a value lower than the actual charge rate. Moreover, even if the battery connector is reconnected
and operates the UPS, the proper charge rate is not displayed immediately.

In this case, “Charge” will be displayed properly, if UPS is operated normally for 12 hours or more.
Display of “Charge” is only an approximation. An actual charge rate of the battery might differ slightly.

“Backup time” of Battery

6]

@
3

In “Setting the shutdown trigger conditions” of SANUPS SOFTWARE STANDALONE, if “When the
backup-time is under the specified value.” is selected as the shutdown trigger conditions, set the time
more than 40% of the backup time displayed on the main screen.

Refer to §6.4 “Setting the Shutdown Conditions” in the User Guide of SANUPS SOFTWARE
STANDALONE for details.

If the “Load” displayed on the main screen is less than 30%, the backup time sometimes shows
improper value.

“Backup time” displayed is only an approximation. An actual backup time might differ slightly.
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You can use the standard UPS service of your operating system to execute an automatic shutdown when
power is lost. See §17.1 or §17.2, depending on your operating system. Use the supplied Network cable to
connect the PC I/F connector on the UPS to the serial connector on the computer.

Set the interface setting to “Standalone” to use the standard OS UPS service.
For details on the setting procedure, see §3.5 “Setting PC Interface” in the User Settings Guide.

§17.1 Windows NT

To make UPS settings, log in as a user with Administrator privileges.

@ Select the UPS icon in the Control Panel, and set the check boxes as shown in the following figure.

A

¥ iUnintemuptible Power Supply iz installed on COM1: = oK I . . . .
I =l With these settings, a shutdown will begin when the
\\ - UFS Configuiation Cancel | remaining battery power becomes low.
N - UPS Inteiface Yoltages: If you want the shutdown to begin immediately after
— I¥' Power faiure signal € MNegalive % Positive Help | the power interruption, clear the check from “Low
‘AIV Low battery signal at least ® (s (O Faie battery signal” and set “Expected Battery Life” to 2
2 minutes before shutdawn minutes (the minimum value).
D7 Remote UPS Shutdawn © Megaive © Positive
.?_ Execute Command File
—
Fileitame: | F
= WES Eharacterstics UPS Semvice ——————————— 7

_‘}Expected Etenllie: |2 min

W ilig)

EBattenrechianae fime:
7 e it afi i e

Time between pawer failure
and initial warning message:

Delay between waming
TMEssages:

FEC

M= &

No. Ttem Description
A Uninterruptible Power Supply is| Specifies the number of the COM port where you connected the UPS and the Network
installed on cable.
Power failure signal ?pemﬁes tl}at”a warning message should be displayed according to the settings in the
UPS Service” section.
Specifies that the OS shutdown should begin on reception of a UPS low battery signal.
C |Low battery signal When this check box is not checked, the shutdown begins on reception of a power failure
signal, according to the settings in the “UPS Characteristics” section.
D |Remote UPS Shutdown When this check box is checked, the UPS shuts down 2 minutes after commencement of
= the OS shutdown. A Registry setting change is required to change the shutdown time.
Check this check box and enter a command file name if you want to execute a command
E |Execute Command File file before starting the shutdown. Only commands which finish executing within 30
seconds can be entered here.
F Time between power failure and| Specifies the time between a power failure and the initial warning message.
initial warning message No warning message appears if power is restored within the specified time.
Delay between warning Specifies the interval between warning messages.
messages
Expected Battery Life This is enabled when “Low battery signal” is disabled.
This is enabled when “Low battery signal” is disabled. The recharge time is calculated as &
I Battery recharge time per sum from the time that the UPS service starts. Battery operation starts when power is
minute of run time interrupted, and the OS shutdown begins when the remaining backup time reaches 2
minutes.

@ Click “Yes” in the message that appears when you click “OK”.

Control Panel

The UPS service has not been started.
wiould wou like to start it now

Mo | Cancel |

This completes the settings. ‘]
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§17.2 Windows 2000/XP/Server 2003

To make UPS settings, log in as a user with Administrator privileges.

@ Select the “Power Option Properties” icon in the Control Panel, and then click the “Select...” button in the
UPS tab.

Power Options Properties llil

Pawer Schemes | Advanced | Hibemats | 4PM  UPS |

Uninterruptible Pawer Supply

- Statu:
Current power saurce;
Estimated UPS untime:
Estimated UPS capacity:
Battery condition:

- Detail

tanufacturer [Mane]
Model:

Click Select...

LConfigure...

& The UPS service iz currently stopped.
About... |

ok | canes | s |

@ Select “Generic” in the “Select manufacturer” list, select “Custom” in the “Select model” list, and then click

“Next”.
UPS Selection 2 x|
Select manufacturer: On part:
[ Generic =l Jcom 4
Select model

Cancel

(@ Make the settings shown in the following figure, and then click “Finish”.
(Select the “Positive” option before clearing the check from the UPS Shutdown check box.)

UPS Interface Configuration On: COM1L x|

LIPS Signal Palarity:

Wwarning: Pleaze consult your UPS documentation before
A attempting to configure signal polarities.

¥ Power Fail/On Batteny: " Negative

¥ Low Batteny: = Negative & Positive
Even if you enable “UPS Shutdown”, the UPS
will not shut down automatically after
Windows 2000/XP/Server 2003 shutdown.

If you need automatic UPS shutdown, use the
optional power management software.

I~ UPS Shutdown: | Hegative % Posiive

< Back I Finizh I Cancel

No. Item Description
A |Power Fail/On Battery Spe‘c‘lfles that a vsiarnu?g message should be displayed according to the settings in
the “UPS Service” section.
B |Low Battery S.pemfles that the OS shutdown should begin on reception of a UPS low battery
signal.
C |UPS Shutdown Clear this check box.
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@ Click the “Configure...” button.

rower puons properties 2l

F‘nwerSchemesl Advancedl H\hemalel APM - UPS |

Unintermptible Power Supply

rUsing Standard OS UPS Services|

~ Statu:

Curent power source:
?%‘ Estimated RS runtime:

Estimated RS capacity:

Battery condition:

i~ Detail

Marufactursr.  Generic
Model: Custom

Configure...

Click Configure... j

@ To commit the new settings, choose OK or Apply.

About. |

0K

| Cancel | Apply |

® Make the settings shown in the following figure, and then click the “OK” button. When you return to the

screen in step (D), click “Apply’

A T — i

AF Enable all natifications.

B ?S econds between power failure and first notification:

ZSECDHE'S betwesn subsequent power failure notifications 120

4

E= |

- Critical alarm

D —

A critical alam occurs when the LIPS battery iz almost exhausted or,
optionally, after a specified time on battery power.

T W Minutes on battery before critical alarm:

#_ ‘when the alam occurs, run this program:

e

E—A1 |

Mest, instruct the computer ta:

Lonfigure...

/ Shutdown
F ——

=

Cancel

No. Ttem

Description

A |Enable all notifications

Check this if you want to display all warning messages related to power failures.

Seconds between power

Specifies the time between a power failure and the first warning message.

this program

B failure and first notification No warning message appears if power is restored within the specified time.
C SEconds between .S}lbse.zquent Specifies the interval between subsequent warning messages.
power failure notifications
Specifies the number of minutes that should elapse after a power failure until the
Minutes on battery before oS Shl.lt’flown be%gms.. . . . .

D critical alarm The minimum time is 2 minutes. The OS shutdown begins after the specified time,
or after the battery power becomes low (as specified in step 3), whichever occurs
earlier.

When the alarm occurs. run Check this Fheck box and .enter a command file name if you wan.t to t.ex'ecute a
E ’ command file before starting the shutdown. Only commands which finish executing

within 30 seconds can be entered here.

F |Next, instruct the computer to

Specifies whether Windows 2000/XP/Server 2003 should shut down or hibernate.

If you select “Shut Down”, Windows2000/XP/server2003 is shut down.

If you select “Hibernate”, all of the contents of memory are copied to hard disk.
“Hibernate” cannot be selected unless the “Enable hibernation” check box is checked|
in the “Hibernate” tab.

This completes the settings.
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§18. Using Optional Equipment

This section explains the procedures for connecting and operating optional equipment.

For more information about optional equipment, contact your vendor or a SANYO DENKI representative.
Refer to the relevant sections of this manual or to the documentation of the optional equipment for
information about wiring, settings, and operating procedures.

Connect optional equipment to the external interfaces of the UPS, before connecting

the UPS input power plug to the utility power socket and after making sure that the
A UPS is completely stopped.
CAUTION If you need to connect optional equipment after operating the UPS, completely stop

the UPS and connected loads, and disconnect their input power plugs from utility
power sockets. Failure to do so can result in electric shock.

[ Check to make sure that the UPS is completely stopped ]

g

[Connect and wire the UPS and optional equipment )
[Remote switch = pages 50 and 58]
[Linked operation cable = pages 51 to 54 ]
| Outlet box = pages 55 to 58 |
[LAN interface card = page 59 ]
[Contact interface card = page 60 ]
Connect Emergency Power Off (EPO)
terminals = page 61
N J
( Make user settings = User Settings Guide J
[ Perform an operation test ]
[ Connect load devices = page 27 ]
[ Start operation = page 38 ]

Note about using optional equipment >

When you connect optional equipment, always check that it operates properly before using it in actual operation
of the load devices.
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§18.1 Remote Switch

This is a switch for turning the UPS ON and OFF from a remote location, and for executing one-touch
shutdown* of connected computers.

* What is one-touch shutdown? >

This is a function for sending a command requesting computer shutdown from the UPS to the power
management software.

[ Equipment you will need ]

Remote switch (1)

REMOTE
—

O LR

ON OFF

Before wiring, set | MAIN MCCB
] on the back panel of the UPS to

To control 1 UPS remotely

“OFF”, disconnect the input power
plug from the utility power outlet,
CAUTION ()4 make sure the UPS is

@ Check that on the back panel of the completely stopped. Failure to do so

UPS is set to “OFF”, and that the input power plug is can result in electric shock,
not connected to the utility power outlet.

@ Connect the remote switch to one of the REMOTE connectors.

REMOTE

ON  OFF

Both REMOTE connectors
have the same function.

@ Connect the UPS input power plug to the utility power outlet, and set | MAIN MCCB | on the back
panel to “ON”.

@ Set the Interface item in the user setting menu.

The following two functions are available, depending on the Interface setting. Select the setting for the

function you want to use. See §3.5 “Setting PC Interface” in the User Settings Guide for details on the
setting procedure.

1. To perform UPS remote ON/OFF

> Set the Interface to .

2. To perform UPS remote ON and one-touch system shutdown

> Set the Interface to .

Note about operating the remote switch >

Always hold the remote switch ON/OFF switch down for at least 2 seconds. ]

[ To control multiple UPS units remotely ]

You can connect up to 5 UPS units with linked operation cables and control them remotely from a remote
switch. This is called linked operation. For details, see §18.2 “Linked Operation Cable”.
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§18.2 Linked Operation Cable

What is linked operation? >

You can link up to 5 UPS units with cables and set their ON/OFF delay times, so that you can start and stop them in
sequence. This is called linked operation. For linked operation, you will need linked operation cables and a remote
switch.

Connect up to 5 UPS units with linked operation cables, and connect one of the UPS units to a remote
switch. By turning the remote switch ON and OFF, you can turn the power ON and OFF for all load
systems connected to the UPS units in one operation. You can also set the ON/OFF times for each UPS
separately, allowing you to start and stop them in sequence.

The following figure shows the configuration of a linked operation system with 3 UPS units.

Remote switch
Computer or other

terminal
Houore, 5
LI o
ON OFF g (———\
Computer or other
o terminal
P —
[-X-Te)
Linked operation _—
cables
o [——]
[e] [ — .
g Server, storage, or other device
that must be started first and

stopped last.

Configuration of linked operation system with 3 UPS units

[ Equipment you will need ]

Remote switch (1)

REMOTE
—

(I [ T

ON OFF

Linked operation cables
One cable fewer than the number of linked m:i@
UPS units.
(Example: 4 cables for a system with 5 linked UPS units)
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§1

8.2.1 Wiring and Settings for Linked Operation

é Before wiring, set | MAIN MCCB | on the back panel of each UPS to “OFF”, disconnect their
ciTToN input power plugs from the utility power outlets, and make sure that each UPS is completely

stopped. Failure to do so can result in electric shock.

0O® o0 o

®

@

Set | MAIN MCCB | on all of the UPS units to “OFF”, and check to make sure that their input power
plugs are not connected to utility power outlets.

Connect the remote switch to one of the REMOTE connectors on UPS No. 1.
Connect a linked operation cable to the other REMOTE connector.
Connect this linked operation cable to one of the REMOTE connectors on UPS No. 2.

Continue in the same way to connect all UPS units with linked operation cables.

The following figure shows connections for a system with 3 linked UPS units.

UPS No. 2
@nked operation cables
UPS No. 3

Connect the input power plugs of all UPS units to utility power outlets, and then set | MAIN MCCB
on the back panels to “ON”.

Set the Interface item in the user setting menu, according to the procedure in §3.5 “Setting PC
Interface” in the User Settings Guide.

The following two functions are available, depending on the Interface setting. Select the setting for the
function you want to use. Set the Interface setting for all connected UPS units. See §3.5 “Setting PC
Interface” in the User Settings Guide for details on the setting procedure.

1. To perform UPS remote ON/OFF

> Set the Interface to .

2. To perform UPS remote ON and one-touch system shutdown

> Set the Interface to .

Set user setting menu item §3.17 “Enabling and Disabling Linked Operation Delay” in the User
Settings Guide to “Delay”.

Set user setting menu items §3.18 “Setting Linked Operation ON Delay Times” and §3.19 “Setting
Linked Operation OFF Delay Times” in the User Settings Guide on each of the 3 UPS units.

{Tip ¢

AN

The above user settings are not required if you want to turn UPS output ON and OFF at the same time for all UPS
units. Set item §3.17 “Enabling and Disabling Linked delay operation” in the User Settings Guide to “No delay”
(default setting).
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|§18.2.2 Linked Operation ON Procedure |

Note about linked operation >

Linked operation starts or stops on an ON/OFF operation on the remote switch.
Oinv

It does not start or stop on an ON/OFF operation with the ';;‘,,W switch on the front panel.

Ly SANUPS
@ Check to be sure that “Green INPUT” on all UPS © ET1A LEDs
units is lit. m Green INPUT Lit
S | sanyoDenki <::‘,: Green INV.ON/STAND BY Off
[ 7o) Green OUTPUT Off
© 00000 )

| Check that “Green INPUT" is it _|= b o B, OB
©0Q

..?@

@) Press the “ON” button on the remote switch and

hold it down for at least 2 seconds. S

| Press “ON” for at least 2 seconds ! O, Be sure to keep the remote
=[]0 E& switch button pressed for at

ON OFF
least 2 seconds.

The UPS units start the linked operation ON sequence. After the specified
time the system enters the operating state.

. §1A1NAUPS LEDs SANUPS LEDs
ET11A -
Green INPUT Lit /‘—¢ Green INPUT Lit
i SANYODEK! ¢ Green INV.ON/STAND BY Blinking B | ennvonem | ] Green INV.ON/STAND BY  Lit
Green OUTPUT Off o Green OUTPUT Lit
LOW = LOADLEVEL = . low rLlomLeveLr-  ELO)
66666 OF . ©F
? » o The Green INV.ON/STAND BY blinks © The Greon INV.ON/STAND BY lights
+©® O O @ during the linked operation ON delay .%m umgw @ when the system enters the operating
| sequence. 18

state. The state of the other LEDs
varies depending on load capacity and
UPS operating status.

|§18.2.3 Linked Operation OFF Procedure |

.. SANUPS
@ Check that “Green OUTPUT” is lit E11A LED
for all UPS units. ¢ Green INPUT Lit
SR | sanvoDENKI Green INV. ON/STAND BY Lit
Mo s Green OUTPUT Lit
LOW rLOADLEVEL®%)— ©
© G000

25 50 75 100 OL
CLEAR

lw'rp oionr Werson @

| Check that “Green OUTPUT” is lit

The state of the other LEDs varies
depending on load capacity and

UPS operating status

@) Press the “OFF” button on the remote switch and

hold it down for at least 2 seconds.

| Press “OFF” for at least 2 seconds HENOTE, Be sure to keep the remote

]:& switch button pressed for at

least 2 seconds.

The UPS units start the linked operation OFF delay sequence,
and stop after the specified time.
“Green INV. ON/STAND BY” blinks during the linked operation OFF delay sequence.

53



|Optional Equipment|

§18.2.4 Linked Operation System Configuration

The following figure shows linked operation for the case when ON delay and OFF delay times have been
set for 3 UPS units.

Remote switch ON/OFF operations control UPS output as shown below.

Note that UPS operation in response to a remote switch OFF operation differs according to the Interface

setting.

Operation when Interface setting is “Standalone”

REMOTE

ON  OFF

Remote switch Remote switch
(0} OF

I
ON delay time | OFF delay time
3 minutes 1 10 seconds

UPS No. 1

*2

| 7|°o | ........................................ UPS No. 1 output

—
. . . Starts after approx. 3 minutes
Linked ON delay time: 3 minutes T T approx. J minu

Linked OFF delay time: 10 seconds

Stops after approx. 10 seconds

— ON delay time
UPS No. 2 10 seconds

g

OFF delay time
3 minutes

I
Q

UPS No. 2 output

Linked ON delay time: 10 seconds Stops after approx. 3 minutes

Linked OFF delay time: 3 minutes

OFF delay time

ON delay time o .
0 5 minutes

seconds™!

UPS No. 3

<
<

o

|- 70000«»(9 UPS No. 3 output

Linked ON delay time: 0 seconds Stops after approx. 5 minutes

Linked OFF delay time: 5 minutes

(_| User settings for linked operation >

~N

*1: Even when the linked operation ON delay time is set to 0 seconds, several seconds are required before UPS output comes
ON.

*2. You can use user setting §3.11 “UPS Operation at % <OFF” in the User Settings Guide to select whether UPS power
supply after the UPS stops is “OFF” or “Bypass”. When you select “Bypass”, UPS output after the UPS stops is bypass
power supply.

However, the linked operation ON delay sequence starts at the point when UPS power supply changes from OFF to ON.
Even if you perform an ON operation in this state (bypass), the UPS does not start the linked operation ON delay

sequence. Instead, it switches from bypass power supply to inverter power supply.
If you want the UPS to use the specified “ON delay time”, set §3.11 to “OFF”.

[ Operation when Interface setting is “Workstation”

If you set the Interface to “Workstation” in §3.5 “Setting PC Interface” in the User Settings Guide, a
command requesting system shutdown is sent from the UPS to the power management software when you
press the OFF button on the remote switch. The timing of the request is the OFF delay time specified in
§3.19 “Setting the Linked Operation OFF Delay Time” in the User Settings Guide, from the point when the
OFF button was pressed.

The response of the UPS units to an ON operation on the remote switch is the same as when the Interface
item is set to “Standalone”.
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§18.3 Outlet Box

Use an outlet box if you want to control of the output from the UPS.

What is output line control? >

Connecting an outlet box to the UPS provides three output lines: OUTPUTO, 1, and 2.
You can set ON/OFF delay times for OUTPUT1 and 2, allowing you to control output start and stop. Operation that
utilizes of this function is called “Output line control”.

When an outlet box is connected, the UPS output consists of the two lines OUTPUT1 and OUTPUTZ, which
can be controlled by output line control, and OUTPUTO, which is direct output from the UPS.

The user settings menu allows you to set separate ON/OFF delay times for OUTPUT1 and OUTPUT?2. This
makes it possible to start and stop connected load devices in sequence.

As an example of a system configured for power control, the following figure shows a computer and

peripheral devices connected as loads to an outlet box.

UPS Network cable
Connect for UPS power management

o by computer, and to shut down the

o computer

[-X:X-X-Jo)

Connection
cable
(control signals) Outlet box
- IOUTPUT 0] lOUTPUT 1] IOUTPUT 2| ©él: Load device A

Server or other
computer

|

Load device B
Storage or other
device to be started
first and stopped last

Load device C
Network peripheral or other
device that does not require
system control

lIIII

System configuration using outlet box

About connected load devices>

Ensure that the total capacity of all load devices connected to the outlet box does not exceed 2.0kVA (1.4 kW).
For details, see §10. “Load Devices Connection”.
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§18.3.1 Outlet Box Wiring and Settings

[ Equipment you will need ]

Outlet box Connection cable

(supplied with outlet box)

IOUTPUT ol IOUTPUT i l |0UTPUT 2] @%ﬂ T

One outlet box is required for each UPS.

ﬁ Before wiring, set | MAIN MCCB | on the back panel of the UPS to “OFF”, disconnect

the input power plug from the utility power outlet, and make sure the UPS is completely
CAUTION stopped. Failure to do so can result in electric shock.

(@ Check that | MAIN MCCB | on the back panel of the UPS is set to “OFF”, and that the input power
plug is not connected to the utility power outlet.

@ Using the outlet box connection cable, connect the outlet box to the “AUX.OUTPUT” terminals 1 to 4 of
the UPS.

@ Connect
connection cable

[ AUX.OUTPUT terminal connection procedure ]

1. Depress the lever with a flat-blade Outlet box

screwdriver or similar tool, and then insert

the wire into the terminals 1 to 4. f@ ‘ u] IOUTPUTOI IOUTPUTII IOUTPUTZI ‘@ﬁ
2. Pull the inserted wire to make sure it does
not come out. K @J
UPS ]

OUTPUT

Depress lever with flat-blade '
screwdriver to insert or remove wire
> @ Insert into one of the UPS
> % | outlets
[ I Q3 -5
Terminals Z « & Ol (] 2
1to4 @ ®) @ 5
d @ e\ (H[0)= <{~3
0 S|IHos| = &
<< i
For reliable connection,
make sure that exposed
wire is not too short
@ Insert the input plug of the outlet box into one of the UPS outlets.
@ Connect the input power plug of the UPS to a utility power outlet, and set | MAIN MCCB | on the back
panel to “ON”.
® Set item §3.20 “Enabling and Disabling Output line Control” in the User Settings Guide to “Enabled”.
® Set the Output line Control items §3.21 to §3.27 in the User Settings Guide.
@ Set | MAIN MCCB | to “OFF”, check that the UPS is completely stopped, and then set | MAIN MCCB

to “ON” again to restart the UPS.
The setting of §3.20 “Enabling and Disabling Output line Control” is enabled when the UPS restarts.

User settings when using an outlet box >

Output line control with the outlet box does not function unless user settings menu item §3.20 “Enabling and
Disabling Output line Control” is set to “Enabled”. When using the outlet box be sure to set it to “Enabled”. (The
factory default setting is “Disabled”.)
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§18.3.2 Configuration of an Output line Control System

When the ON/OFF delay settings of OUTPUT1 and OUTPUT2 are set as shown in the following table, and
you turn the UPS ON and OFF, power is supplied as shown in the following figure.

ALARM

ET1A

©
®
%" SANYODENKI

Example ON/OFF delay time settings for OUTPUT1 and OUTPUT2 I

BATT.
Outlet ON delay time OFF delay time l-'@i'l @@
OUTPUT1 10 seconds 3 minutes | %% 7m0l
i wespysttcoon i, SER
OUTPUT2 3 minutes 10 seconds o0 O @

One of the following ON/OFF

UPS operations UPS
* Front panel switch OFF
* Remote switch

+ Power management software

o
Z

“Green OUTPUT” blinks
during ON/OFF

1
H ! operation.
@: ON delay time :OFF delay time
Do | 3 minutes 110 seconds
o (|
— g o =
o
00|00 § e — OUTPUT 2 output
3 7} :
: Starts after approx. 3 minutes : Stops after approx. 10 seconds
i |
i . |
| ON delay time ! OFF delay time
i 10 seconds | 3 mi
minutes
UPS Outlet 5
Box % . : ----------- OUTPUT 1 output | ............................
S
i
| T
i | 1
i | I
i | I
I | 1
| | I
o | | |
s
z i OUTPUT 0 output
a I
! * Operation selectable in user
settings menu
Output states of OUTPUTO, 1, and 2 under Output Line Control
( )
| *QOperation of OUTPUTO after OUTPUT1 and 2 stop >

You can use the user settings menu to select the operation of OUTPUTO after OUTPUT1 and OUTPUT?2 stop for one of the
following reasons () to Q.
@ Control by power management software
@ Stopped by standard UPS service of the operating system
(3 When the Interface item is set to Standalone, and power outage backup power is being supplied, after the passage of
the outlet box power outage output times specified for OUTPUT1 and OUTPUT2 with items §3.25 and §3.26 in the
User Settings Guide.

Depending on the setting of §3.27 in the User Settings Guide, the operation of OUTPUTO is as shown in the following table.

User settings menu OUTPUTO operation
§3.27 “Setting Operation of Outlet Box Power supply stops OFF *
OUTPUTO After Stopping of OUTPUT1 and (default setting)
OUTPUT2” Power supply continues Bypass power supply

* Bypass power supply when the setting of §3.11 “Setting UPS Operation at \;;,_,,, OFF” in the User Settings Guide.

When using optional “SANUPS SOFTWARE” power management software >

e The optional “SANUPS SOFTWARE” power management software is required to connect two or more computers to
OUTPUT1 and OUTPUT?Z, and perform independent shutdown and UPS power management.
The “SANUPS SOFTWARE” allows the delay times of OUTPUT1 and OUTPUT2 to be set to user-specified values.

o When using a outlet box and the “SANUPS SOFTWARE” power management software, user setting menu items §3.21 to
§3.27 in the User Settings Guide cannot be set on the UPS. Set in the power management software. For details, refer to
the User Guide of the power management software.
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§18.4 Combining a Remote Switch and Outlet Boxes

You can connect a remote switch, linked operation cables, and outlet boxes to operate multiple UPS units with linked
operation and output line control.

The following figure shows an example of linked operation combined with output line control in a system with 2 UPS
units. When linked operation delay times and output line control delay times are set as in the following table, the UPS
outputs start and stop in sequence, as shown in the figure. For details about the delay time setting procedure, see the
items described in the User Settings Guide.

Example of ON/OFF delay time settings for linked operation and output line control

Dl e Geliing Linked operation OUTPUT1 OUTPUT2
ON delay OFF delay ON delay OFF delay ON delay OFF delay
UPS1 10 seconds 10 seconds — — — —
UPS2 30 seconds 30 seconds — — — —
Outlet box 1 — — 1 minute 1 minute 5 minutes 30 seconds | 5 minutes 30 seconds
Outlet box 2 — — 1 minute 1 minute 5 minutes 30 seconds | 5 minutes 30 seconds
Pt Remote switch Remote switch
i ON OFF
1 1
1 1
| 1
i i
@l OUTPUT2 ON delay | OUTPUT2 OFF delay
%39 ! ! 5 minutes 30 seconds ' 5 minutes 30 seconds
[ po = I(—) |
g
00l e 8 é N | — ! OUTPUT 2 output | ...
3 !
| .
f ! Start after 5 minutes 40 seconds Stop after 5 minutes
1 ' 40 seconds
i
: : OUTPUTI ON delay :OUTPUTI OFF delay
i i 1 mln?te '1 minute
Outlet =i | ]
upPs Box 2 : ........... { ................. OUTPUT 1 output | . ........................c..ccccec
=
1 1 L3 : : 1
: : Start after 1 minute 10 seconds : Stop after 1 minute
i I ! 1 (10 seconds
| Linked operation ON delay |Linked operation OFF delay
[ 10 seconds 110 seconds
=
[ : | OUTPUT 0 output
s !
: Start after 10 seconds : Stop after OUTPUT1, 2
i i
! |
| 1
U =
|
S ! OUTPUT ON delay |5 minutes 20 seconds
9 ! 5 minutes 30 seconds : !
o g g = : |
o ]
o] oo % e . OUTPUT 2 output | ...
Lo : : :
i : Start after 6 minutes : :
1
| H 1 1
: ! OUTPUT1 ON delay | | OUTPUTI1 OFF delay
UPsS ! 1 minute | | e
Outlet | |
2 B S I
0X [ | [ —— oo OUTPUT 1 output | . .........................
2 S |
=h |
| -
H ! Start after 1 minute 30 seconds | Stop after 1 minute
H ! \ 1| 30 seconds
' 1 |
: Linked operation ON delay I Linked operation OFF delay
" 30 seconds | 30 seconds
=
[ | — OUTPUT 0 output
L2 ]!
i Start after 30 seconds Stop after OUTPUT1, 2
/-I Operation when output line control is combined with linked operation > N

® When linked operation is combined with output line control, the operating order is as follows.
1. Linked operation delay operation = 2. Output line control delay operation
o The actual delay time of the OUTPUT1 and 2 lines is the sum of the output line control delay time and the linked operation
delay time.
Actual line delay time = Linked operation ON/OFF delay time + Output line control delay time

If linked operation ON delay time is not enabled under output line control >

Depending on UPS user settings, OUTPUTO power supply may continue when OUTPUT1 and 2 are OFF because of power
management software control or another reason. In this state, when the ON button is pressed on a remote switch, linked
operation ON delay time is disabled and OUTPUT1 and 2 are delayed only by the output line control delay time.

To enable linked operation ON delay, make the following user settings so that OUTPUTO also goes OFF when OUTPUT1 and
2 go OFF.

@ Set §3.11 “Setting UPS Operation at ®__ OFF” in the User Settings Guide to “OFF”.

2 Set §3.27 “Setting the Operation of Outlet Box OUTPUTO After Stopping of OUTPUT1 and 2” in the User Settings Guide
to “Stop power supply”.
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§18.5 LAN Interface Card

Use the LAN interface card to perform UPS power management and computer shutdown.

When you use the LAN interface card, the optional “SANUPS SOFTWARE” is required. This software
provides network support, and is separate from the power management software supplied on the CD-ROM.
For detailed information about connections and settings, refer to the Instruction Manual of the LAN
interface card and the SANUPS SOFTWARE.

UPS
————
— P
= Power line
— LAN cable
Network configuration for system using LAN interface card
[ Equipment you will need ]
LAN interface card Communications cable for LAN Power management software
interface card SANUPS SOFTWARE

(Supplied with LAN interface card)

SANUPS

SOFTWARE|
- (©)
T

* One SANUPS SOFTWARE license is
required for each computer that uses
the software.

SN T

/4

[ Connection procedure ]

@ Insert the LAN interface card into the option card slot on the back panel of the UPS.

@ Using the LAN interface card communications cable, connect the “CARD I/F” connector of the UPS to
the “UPS” connector of the LAN interface card.

= N (1 Insert the LAN interface card
I@ 3 / into the option card slot.

il
K
e

@ Connect the communications
cable.

[ User settings ]

Set the Interface setting to “Workstation” (default setting). For details on the setting procedure,
see §3.5 “Setting PC Interface” in the User Settings Guide.

Note

The contact interface card and LAN interface card cannot be used simultaneously. ]
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§18.6 Contact Interface Card

Connect the contact interface card when you want to use the external transmission signals (transistor
output) of the UPS “CARD I/F” connector as no-voltage contact (relay contact) output.

For detailed information about connections and so on, refer to the documentation of the contact interface

card.
,—| Contact interface card output signals
1Y g /
The following signals are output.
Signal name Description
D 2 A This signal is output on a utility power outage or voltage

AU g erion error (a contact, b contact).

1 AC input error

8(COM) Battery voltage This signal is output when the battery voltage drops

X Z low below the specified level (a contact).

: Battery low AC output This signal is output when the UPS is supply AC power
11(COM) output to the load devices (a contact, b contact).

15 3 This signal is output when the UPS is supplying bypass
. AC output Bypass output power to load devices (a contact).

7 (coM) UPS alarm This signal is output when a alarm condition occurs in

the UPS main unit (a contact).

5

D 12 (CO

0.2A.
6

D 13 (COM)

} UPA alarm
are inserted in 8, 11, 7, 12, and 13 terminal, and set to common terminal.)

-

Mﬂ Bypass output + Al] signals are output as no-voltage contact. Contact capacity is AC110V/DC24V

+ Make short-pin settings for JP1A to JP1D according to the intended application
of the contact signals. (When the unit is shipped from the factory, all short pins

~

J

[ Equipment you will need ]

Contact interface card Communications cable for
contact interface card

(Supplied with contact
interface card)

[ Connection procedure ]

(@ Insert the contact interface card into the option card slot on the back panel of the UPS.

@ Using the contact interface card communications cable, connect the “CARD I/F” connector of the UPS

to the “AUX IN” connector of the contact interface card.

(@ Insert the contact interface
card into the option card
slot.

Qrd:\\\%k\’

[ User settings ]

You can set the Interface setting to either “Workstation” or “Standalone”. The card operates under both

settings.

Note

The contact interface card and LAN interface card cannot be used simultaneously. ]
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§18.7 Connecting the Emergency Power Off (EPO) Terminals

To enable emergency stop of UPS output, connect the contacts of a switch or other required device to EPO

terminals 5 and 6 of the AUX.OUTPUT block.

The switch to connect to the EPO terminals is not provided as a standard option for the UPS. Use a switch
that complies with the following specifications, or connect to compliant contacts on your system.
For details about the functions of the EPO terminals, see “@ AUX.OUTPUT” in §5.3 “External Interfaces”.

EPO terminal specifications T

-

+ Circuit voltage: DC 5V

* Current when shorted: Approx. 10 mA

+ EPO operating conditions: Short-circuit terminals 5-6 for 0.2 seconds or longer
+ EPO terminals: One-touch terminal block (compatible wires: AWG26 to 20)

[ AUX.OUTPUT terminal connection procedure ]

(@) Strip about 9 to 10mm of the sheath at the tip
of the cable.

@ While depressing the lever with a flat-blade
screwdriver or similar tool, insert the wire
into the terminals 5 and 6.

@ Pull the inserted wire to make sure it does not
come out.

flat-blade screwdriver to
insert or remove wire

AUX.OUTPUT

Depress lever with ’

For reliable connection,
make sure that exposed
wire is not too short

[ UPS emergency stop procedure ]

EPO terminals

s |SANUPS

@ Press the emergency power off switch. © E11A
(®

An emergency stop of the UPS is executed, and the LEDs o
light as shown in the figure at right. STANDEY | SANYO DENKI

In this state,the UPS remains powered off even if you

-

Buzzer
No sound

LEDs
Gren INPUT

Lit

Green INV.ON/STAND BY Off

BATT. Eand
cancel the emergency power off on the emergency power Low = LOADLEVELYA ©
: ©©)
off switch. © 2©5 o % %@
%UT E%M gg%ow CLEAR
User setting menu items cannot be 1 @
changed during an emergency power off.
[ UPS restart procedure ]
ALARM
(@ Cancel the emergency power off on the © gﬁﬁups
connected switch 1

O
@ Press "":iw, for at least 1 second on the UPS. N

STANDBY | SAN'YO DENKI

BATT. BATT.
LOW r~LOADLEVELGH- JESI

The emergency power off is cancelled, “Green © 00000 @
OUTPUT” lights, and the UPS returns to normal 25 50 75 100 OL

DOUBLE EAR
operation. fupoUreyT ECoNOMY OEEson ©
SEBLS 0O
1¥1
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Musical trill
LEDs
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Characteristics

§19. Characteristic of UPS

§19.1 Basic Operation

(1) Normal operation
In normal operation, the UPS switches automatically* between the three modes (a) to (c) depending on the state of the
power.
* The UPS does not switch automatically when “UPS Operation Mode” in the user setting is set to “Double
Conversion” or “Economy”.

(a) Active Filter mode

The UPS operates in Active Filter mode when the input Etility P Output
power voltage is within a certain range and the output power e

factor is below a certain value. In Active Filter mode, the UPS
receives power from the utility power source and supplies it
to the load. At the same time, it compensates for high
frequencies in the input power at the inverter. The batteries
are kept continually charged and ready in case a problem
(outage or voltage drop) occurs in the utility supply.

(b) Double Conversion mode

The UPS switches to Double Conversion mode when the Utility
input power voltage is outside a certain range. In Double power
Conversion mode, the UPS converts AC power from the

utility power source into DC power through the rectifier, and
reconverts this DC power back into AC power through the
inverter and supplies it to the load. The output power is

stable AC power synchronized with the input power source.

The batteries are kept continually charged and ready in case

a problem (outage or voltage drop) occurs in the utility
supply.

Output

(c) Economy mode
The UPS switches to Economy mode when the input power  Utility > Output

voltage is within a certain range and the output power factor  **"*"
is above a certain value. In Economy mode, the UPS receives
Converter
[Comerir

power from the utility power source and supplies it to the
load. At the same time, the inverter is connected to the load
and ready to activate. The batteries are kept continually
charged and ready in case a problem (outage or voltage drop)
occurs in the utility supply.

(2) On failure of utility power

When a fault or an outage occurs in the utility power source,
the rectifier and charger cease operating while inverter
operation continues, now using the batteries as a DC source
to produce AC voltage, to ensure stable power supply to the
load without even a momentary power dropout. At the same
time, the buzzer sounds the battery operation alarm, and the
“Green INPUT” indicator starts blinking.

Utility
power

Inverter
Converter

(3) Upon recovery of utility power
When normal utility power is restored, rectifier and charger operations resume automatically, returning to the normal
operating state described in §19.1 (1).

(4) When battery voltage declines
When low voltage or an outage in the utility power source continues, causing the battery voltage to decline to about
45V (1.85 V/cell), the “Red BATT.LOW” indicator lights to indicate low battery voltage.
* When “Low Battery Voltage Warning Timing” in the user setting menu is set to “2 minutes” or “3 minutes”, the
alarm is issued at the point when the remaining battery time drops to the specified level.

(5) Extended power outage

If a power outage persists and the battery voltage reaches the final discharge level, a protective circuit shuts off the

inverter to prevent over-discharging of the batteries. When normal utility power recovers after the inverter has been

stopped automatically, operation is automatically resumed, returning to the normal operating state described in §19.1

(.

* When “UPS Operation Upon Power Recovery” in the user setting menu is set to “OFF”, inverter output remains
stopped. When it is set to “30%”, “60%”, or “80%”, the UPS restarts operation once the batteries are charged to the
specified level and then returns to the normal operating state described in §19.1 (1).
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§19.2 Protective Functions

Utility
power

> Output

(1) Overload protection
If the UPS output is overloaded by exceeding the current
capacity of the inverter, such as when a computer system
boots up, the output selector automatically switches the
source of AC power from the inverter to the bypass circuit,
without interruption.
After a certain period of time has elapsed, the source of power to the load is switched back to the inverter without
interruption (auto-return), as shown in §19.1(1).
* When “Overload Recovery Operation” in the user setting menu is set to “Bypass”, the UPS switches to inverter

power supply without interruption when the overload is resolved.

Inverter

(2) UPS fault protection
If a fault occurs in the UPS, the output selector activates automatically and switches to bypass power without
interruption. The “Red ALARM?” indicator lights, and the alarm buzzer sounds. The power supply route is the same as
for an overload.
Output from the UPS will stop if a power outage occurs during bypass operation due to the UPS fault. Contact your
supplier or SANYO DENKI as soon as possible.

Indication of the marks in the table are as follows.

§19.3 Protective Function Table Lit LED:

Blinking LED
The following table shows functions and operations which activate to protect the UPS. 5,01 Alarm: @ - @

Operation panel (front panel) indicators Alarms Prgtiedive
Ttem Green | Green I;\}II\.?S;\I Red Red B}Z?I‘(%I‘ Bt(lflz)er (UPféunctlon§ ) Notes
: : operations
INPUT | OUTPUT STAND BY ALARM O.L LOW P
. s, —
Preparation -,?\- (*2) - - - - OR;;;;ftliesr,lcharger, Power up
\1, \l, Power up
—e- —0= _ _ _ _ . up,
Normal ,?\ 78S Inverter operation speration
. . s N Stop invert
Serious failure iy iy - - Q) 5 ;;)azzvsfpzliy
Overload N4 NP
. -0~ - -Q - - IAut t
(effective value) [ 21N ,?\ @ uto return
Bypass supply -
Forced b _\é/_ _ _ _ _ Manual switch
b 1N to bypass supply
I ; .
n\})olllt‘faog\;er - - - @ Battery operation
Input over 1
s, s, N/ Batt ti
voltage -,?\- -,?\- - - - ?\- @ (*z;) ery operation
(prolonged)
-4 s, Stop rectifier and
-Q= - = - - - p ;
Power outage AN AN ) charger Battery operation
Power outage _\é'_ _‘é’_ _ _ _\é/_ @ [nverter operation Battery operation
(prolonged) 1N 1N N (*3)
Input error -0 - .
-9 = -9 = - - -
( frequency) AN PALN ® Battery operation
Input error - N4 s, Battery operation
-~ | -e= - - -e-
(prolonged) 1 ) 1 ® (*3)
. NV NP B NP Stop inverter
Battery failure —,?\- —'?\— —'?\— ® Bypass supply
(*1): Buzzer sound patterns: e
() Continuous tone Press @ to stop the buzzer.

Q) wwwwwwERIE | Continuous beeps

@ wk wkkk

(*2): In this state, the LED blinks or is off, depending on the setting of “UPS Operation at ?':W OFF” in the user
setting menu.

When this setting is set to “Bypass”
When this setting is set to “OFF” t-

(*¥3): Battery operation. Stops inverter operation when final battery discharge is reached.
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§19.4 Specifications

Characteristics

Item Standard or Performance Notes
UL MODEL E11A202U0011 E11A202U0011J
TYPE E11A202A011US(P)* | E11A202A011USJ(P)*
Qutput capacity 2kVA/1.4kW
Cooling system Forced air cooling
Input Power plug NEMA 5-20P |  NEMA L5-30P
Phases Single phase, 2-wire
120V | 100, 110, 115, 120V |User settable (*6)
-20% to +15%: Double conversion mode operation|(Rated voltage same as output voltage)
= +5% : Economy or Active Filter mode operation
% Voltage when Ayuto is set. i
5 +8% . Economy mode operation
< when Economy is set.
+8%: Double Conversion mode
Frequency 50Hz or 60Hz +1, 3, 5% Economy /Active Filter mode
Power requirements 1.8kVA Max. capacity during battery charging
Input power factor 0.95 or more During rated output (*2)
Outlet NEMA 5-20R X 4 | NEMAL5-30R X 1
Phases Single phase, 2-wire
Voltage 120V | 100, 110, 115, 120V |User settable (*6)
Voltage regulation Rated voltage +2% During Double Conversion mode operation
Rated frequency 50Hz or 60Hz Same as input frequency (auto selection)
Battery power startup 60Hz 50Hz User settable
frequency
Rated frequency within +1%:
Frequency regulation Double. cqnversion setting. _ 1, 3, 5% selecta.ble .
Rated frequency within +1%, +3% or £5%: UPS free running operation +0.5%
= Auto or Economy setting.
% Voltage waveform Sine wave
) Distortion factor of Linear. l.oadi 3% or less Duri ted output
Sc) voltage waveform 100% rectifier load: 7% or less uring rated outpu
Raﬁld load 0% < 100% at transient or output switch
Transient change
voltage Power outage, Rated voltage During rated output
. s recovery +5 %
variation Rapid input L
+10% variation
voltage change
Response time 5 cycles or less
Load power factor (lag) 0.7 (lag) Variation range 0.7 (lag) to 1.0
Overcurrent protection | Auto switch to bypass circuit at 105% or more |With auto return function
Overload Inverter 105% 200ms
capability Bypass 25A (supplementary breaker) 200% 30 sec., 800% 2 cycle (reference)
“ Type Small-sized valve regulated lead-acid battery
é Number 4 (12V per battery) 4 in direct series
f:vf Rated capacity 136W 15 minute-rate
< S = -
A Backup time 5 minutes ﬁ)ta (215 C (77°F) ambient temperature, rated
Generated heat 250W During Double Conversion mode operation

Input leakage current

3mA or less

Operating environment

Ambient temperature: 0 to 40°C (32 to 104°F)
Relative humidity: 20 to 90%

(*3)

Acoustic noise

45 dB or less

1 m (approx. 40 inches) from UPS front
panel, 'A' characteristics (linear load)

At Economy mode operation

Safety standard

UL1778-4th/C22.2 No0.107.3-05-2nd:2005,

CE: EN62040-1-1:2003

Emission

FCC Part15 Sub partB Class-A

EN50091-2:1995, EN55022:1994/A1:1995/A2:1997 Class-A(VCCI Class-A compliant)

Immunity

EN50091-2:1995, EN55024:1998/A1:2001/A2:2003

(*1): The inverter is capable of operation synchronized with AC input frequency and instantaneous switchover provided
that the AC input frequency is within the rated frequency, and the AC input voltage is within the rated voltage.
(*2):When input voltage waveform distortion is under 1%.
(*3): The UPS contains batteries. Battery service life will be foreshortened if the UPS is used in an environment where the
ambient temperature exceeds 30°C (86°F).
(*4): If grounded, the ground phase of the input and output must match according to UPS specifications.

(*5):The above table lists standard specifications. Some specifications are different for units with long backup times. For
details, refer to the external battery specification instruction manual.
(*6): User setting is available for the E11A202U011J model only. Default setting is 100V.

E11A202U011 model is designed for a 120V AC power supply. This Model is authorized as UL Model.
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|§20. Warranty

Warranty for use in Japan: 1 yvear

Warranty for use Overseas: 1 year

Warranty for use in North America: 3 years®

* Valid only when the UPS is purchased from a vendor recognized by Sanyo Denki.

10.

11.

12.

13.

14.

15.

16.

In the above areas, this product is warranted for the specified periods against electrical
failures due to materials or workmanship.

Free repair or replacement by a product with equivalent functions will be made when it is
determined that failure has occurred because of defects in materials or workmanship.

This warranty is void in the event of any modification or change to the product supplied by
Sanyo Denki.

This warranty is void in the event of any improper use of the product supplied by Sanyo
Denki, or failure to use the product as specified in this Instruction Manual.

This warranty does not apply when the product is used aboard a ship or in another area
subject to vibrations.

This warranty does not apply when the product is operated under extraordinary
conditions, for example periodic complete discharge of the batteries.

This warranty is void in the event that the product supplied by Sanyo Denki is installed in
an inappropriate location.

This warranty does not apply to failures due to accidents, improper use, or use for other
than the product's intended use.

This warranty does not apply to defects or damages arising from fire, earthquake, storm
or flood disaster, lightning or other natural disasters including pollution, salt disaster, gas
disaster (chloride gas), non-standard voltage or incorrect power sources other than those
specified.

This warranty does not apply to defects or damages arising from mishandling, such as
during transportation, relocation or dropping of the UPS by the customer after purchase.

Sanyo Denki reserves the right to determine whether damage to a load device connected
to this product is due to faulty operation by this product. (In the event of any such claim,
the affected load device must be sent to Sanyo Denki for inspection.) *

Warranties for devices other than the product supplied by Sanyo Denki shall be the
warranties provided by the manufacturers of those devices. *

Sanyo Denki provides no warranty for products made by other manufacturers used or
composed in the products manufactured by Sanyo Denki. *

This warranty applies to the product specified by Sanyo Denki. It does not apply to any
other device.

Sanyo Denki disclaims all responsibility for damage to load device software, loss of data,
lost profits, and lost opportunities.

This warranty does not apply to medical or industrial devices connected to this product.



Blank page



Blank page



Blank page



http://www.sanyodenki.com

SANYO DENKI CO.,LTD.

1-15-1, Kita-Otsuka, Toshima-ku, Tokyo 170-8451, Japan Phone:

SANYO DENKI AMERICA,INC.

468 Amapola Avenue Torrance, CA 90501 U.S.A. Phone:

SANYO DENKI EUROPE SA.

P.A. Paris Nord Il 48 Allee des Erables-VILLEPINTE BP.57286 F-95958 ROISSY CDG Cedex France Phone:

SANYO DENKI GERMANY GmbH

Frankfurter Strasse 63-69 65760 Eschborn Germany Phone:

SANYO DENKI KOREA CO,, LTD.

9F 5-2, Sunwha-dong Jung-gu Seoul, 100-130, Korea Phone:

SANYO DENKI SHANGHAI CO, LTD.

Room 2116, Bldg B, FAR EAST INTERNATIONAL PLAZA, No.317 XianXia Rd., Shanghai 200051 China Phone:

SANYO DENKI TA/IWAN €O, LTD.

Room 1208,12F, No0.96 Chung Shan N, Rd., Sec.2, Taipei 104, Taiwan, R.O.C. Phone
SANYO DENKI (HK.)CO, LIMITED
Room 2305, 23/F, South Tower, Concordia Plaza, 1 Science Museum Rd., TST East, Kowloon, Hong Kong Phone

SANYO DENKI SINGAPORE PTE. LTD.

10 Hoe Chiang Road #14-03A/04 Keppel Towers Singapore 089315 Phone:

+81 3 3917 2223

+1 310 783 5400

+33 148 63 26 61

+49 6196 76113 0

+82 2773 5623

+86 21 6235 1107

1 +886 2 2511 3938

1 +852 2312 6250

+65 6223 1071

The names of companies and/or their products specified in this manual are the trade names, and/or trademarks and/or registered trademarks of such respective companies.

*Remarks : Specifications Are Subject To Change Without Notice.
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